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Name of Goods: ACER Lithium ion (Rechargeable) Battery pack AL12A72 14.8V
2500mAh  37Wh
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Inspection Methods and IATA Dangerous Goods Regulations (IATA DGR) (53rd)

Procedures
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Appearance & Odor

black plastics cement shell, odorless

1. fERMEIR% (Hazards identification)
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! 2. ZXIE IR TATA DGR7MH I IR (Suggestion according to IATA DGR)
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| The substance is not restricted to IATA DGR according to packing instruction

o 965 General Requirements and Section IJ.
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N 3. R (Packaging requirements)
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U The goods are packaged according to the packaging requirement of ordinary

S goods.

|

(0] g .

N A HM: 2012408 J01H = 20124208502 4R HM: 2012408 H02H
SR P TR 5 1 B B i T UNSS. 33
ﬁ#%kﬂﬁ%ﬂ%mo@%#%Mﬁ@mm%#ﬁﬁo@%%WﬁﬁﬁMMDmm%@%ﬁ%miﬁg
The type(s) of the lithium cell and/or battery in the certificate meet(s) the requirements of the

. relevant tests in the UN Manual of Tests and Criteria, Part III, subsection 38.3.
%“/‘i The sample is a rechargeable lithium battery. The package is labelled with a lithium battery
Comment handling label. The package is accompanied with a document that meet the packing instruction of IATA
DGR.
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Name of Test Items

X OB % £
Test Result
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Altitude simulation

(38.3 test 1)

%ﬁ%ﬁ%‘fﬂﬁ\%W%‘%M%\%ﬁ%u&@komﬁﬁﬁﬁ%%gk?ﬁ%ZW
B190%. R TFARRAETER,

No mass loss , no leakage , no venting , no disassembly , no rupture and no fire and
the open circuit voltage of each test cell or battery after testing is not less than
90% of its voltage immediately prior to this procedure. The test result conforms to
the requirements of standard

Thermal test
(38.3 test 2)
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No mass loss , no leakage , no venting , no disassembly , no rupture and no fire and
the open circuit voltage of each test cell or battery after testing is not less than
90% of its voltage immediately prior to this procedure. The test result conforms to
the requirements of standard
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Vibration
(38.3 test 3)

%ﬁ%ﬁ%\%M%\%ﬁ%\fﬂw‘%w%uﬁﬁkowﬁﬁ%ﬁ%%ﬁkTﬁ%ZW
H190%. R TFEHRAET R,

No mass loss , no leakage , no venting , no disassembly , no rupture and no fire and
the open circuit voltage of each test cell or battery after testing is not less than
90% of its voltage immediately prior to this procedure. The test result conforms to
the requirements of standard.

M
Shock
(38.3 test 4)
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No mass loss , no leakage , no venting , no disassembly , no rupture and no fire and
the open circuit voltage of each test cell or battery after testing is not less than
90% of its voltage immediately prior to this procedure. The test result conforms to
the requirements of standard.
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External short
circuit
(38.3 test 5)
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The external temperature does not exceed 170°C, no disassembly, no rupture and no
fire within six hours of this test. The test result conforms to the requirements of
standard.
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Impact
(38.3 test 6)
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The external temperature does not exceed 170°C, no disassembly, no fire within six
hours of this test. The test result conforms to the requirements of standard.
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Overcharge
(38.3 test 7)
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No disassembly, no fire within seven days of this test. The test result conforms to
the requirements of standard.
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Forced discharge

(38.3 test 8)
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The Sample of the battery or cell is packed in inner packagings that completely enclose the
battery or cell.The sample is packed in strong outer packing. The sample is protected so as to
prevent short circuits.
WWH@%W%%%&LZ%M%W%YﬂWﬁ%mm&ﬁWﬁ,&ﬁﬁ%%ﬁﬂﬁ%%ME%&m&W§%
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The tested package is capable of withstanding a 1.2m drop test in any orientation without
damage to cells or batteries contained therein, without shifting of the contents so as to allow
battery to battery or cell to cell contact and without release of contents. The package does
not exceed 10kg gross mass.
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