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▶
❑ Using the INFO button (Now & Next guide)
The display identifies the current channel and the status of certain audio-video
settings.
The Now & Next guide shows daily TV programme information for each channel
according to the broadcasting time.
N When you press the INFO button, a channel information banner will appear
on the top of the screen. And then press the ENTERE button, you can see
the details of the programme.
● Scroll ◄, ► to view information for a desired programme while watching
the current channel.
● Scroll ▲, ▼ to view information for other channels.
Channel Setting
English
◀ ▶
❑ Memorizing channels
■ Aerial
O MENUm → Broadcasting → Aerial → ENTERE
Before your television can begin memorising the available channels, you must
specify the type of signal source that is connected to the TV.
English
◀ ▶
■ Auto Tuning
(depending on the country)
O MENUm → Broadcasting → Auto Tuning → ENTERE
N Automatically allocated programme numbers may not correspond to actual
or desired programme numbers. If a channel is locked, the PIN input window
appears.
● Auto Tuning
Aerial (Air / Cable): Select the aerial source to memorise.
N When selecting Air, scans for a channel automatically and stores in the
TV.
Channel Type (Digital & Analogue / Digital / Analogue): Select the channel
source to memorise.
English
◀ ▶
When selecting Cable → Digital & Analogue, Digital or Analogue
– Operator Selection (depending on the country): Selects a provider of
cable services.
– Search Mode: Scans for all channels with active broadcast stations and
stores them in the TV.
N If you select Quick, you can set up the Network, Network ID,
Frequency, Modulation and Symbol Rate manually by pressing the
button on the remote control.
– Network: Selects the Network ID setting mode among Auto or Manual.
● Network ID: When Network is Manual, you can set up Network ID
using the numeric buttons.
English
◀ ▶
● Frequency: Displays the frequency for the channel (differs in each
country).
● Modulation: Displays available modulation values.
● Symbol Rate: Displays available symbol rates.
● Cable Search Option
(depending on the country & cable channels only)
Sets additional search options such as the frequency and symbol rate for a
cable network search.
Start Frequency / Stop Frequency: Set the start or stop frequency (differs in
each country).
Symbol Rate: Displays available symbol rates.
Modulation: Displays available modulation values.
English
◀ ▶
❑ Using the Channel menu
O MENUm → Broadcasting → Channel List → ENTERE
■ Channel List
The Channel List contains the channels your TV displays when you press the
channel button. You can view channel information, All, TV, Radio, Data/Other,
Analogue or Favourites 1-5.
Press ► (Mode) button to change the channel mode, or press ◄ (Sorting)
button to change the channel order according to channel number or name on the
list.
N When you press the CH LIST button on the remote control, Channel List
screen will be displayed at once.
English
◀ ▶
Channel Sorting
● Number / Name: Arranges the channel order according to channel number
or name on the list.
Channel Mode
● Air / Cable: Switches to Air or Cable.
● Edit Favourites: Set channels you watch frequently as favourites.
N For detailed information about using Edit Favourites, refer to “Edit
Favourites”.
● Favourites 1-5: Shows all favourite channels, arranged in up to five groups.
Each group has a separate screen.
N The TV displays Favourites 1-5 only if you have added favourites using
Edit Favourites.
English
◀ ▶
● All: Shows all currently available channels.
● TV: Shows all currently available TV channels.
● Radio: Shows all currently radio channels.
● Data/Other: Shows all currently available MHP or other channels.
● Analogue: Shows all currently available analogue channels.
English
◀ ▶
■ Guide
O MENUm → Broadcasting → Guide → ENTERE
The EPG (Electronic Programme Guide) information is provided by broadcasters.
Using programme schedules provided by broadcasters, you can specify
programmes you want to watch in advance so that the channel automatically
changes to the selected programme channel at the specified time. Programme
entries may appear blank or out of date depending on a channel status.
● a Red (Quick Nav): Viewing the TV programmes on the list quickly using
▲/▼/◄/► buttons.
● b Green (Channel Category): Select the type of channels you want to
display.
● { Yellow (Schedule Manager): Moves to the reserved programmes in
Schedule Manager.
English
◀ ▶
■ Schedule Manager
O MENUm → Broadcasting → Schedule Manager → ENTERE
You can set a desired channel to be displayed automatically at the intended time.
In addition, you can view, modify or delete a channel you have reserved to watch.
N You must set the current time first using the Time → Clock function in the
System menu to use this function.
1. Press the Schedule on the Schedule Manager screen. The Schedule
Viewing menu appears.
2. Press the ▲/▼/◄/► buttons to set each option menu.
● Aerial: Select the desired broadcasting signal.
● Channel: Select the desired channel.
English
◀ ▶
● Repeat: Select Once, Manual, Sat~Sun, Mon~Fri or Everyday to set at
your convenience. If you select Manual, you can set the day you want.
N The (c) mark indicates the day you’ve selected.
● Date: You can set the desired date.
N It is available when you select Once in Repeat.
● Start Time: You can set the start time you want.
N If you want to edit or cancel a reserved schedule, select the reserved
schedule on Schedule Manager. Then press the ENTERE button and
select the Edit or Delete.
English
◀ ▶
■ Edit Channel
O MENUm → Broadcasting → Edit Channel → ENTERE
You can edit or delete channels.
1. Go to Edit Channel screen.
2. Press the ▲/▼ buttons to select the desired channel, then press the
ENTERE button. The (c) mark indicates the channel you’ve selected.
N You can select more than one channel.
N Press the ENTERE again to deselect the channel.
English
◀ ▶
N Using the coloured and function buttons with the Edit Channel.
● a Red (Change Number): Changes channel order on the channel list.
● b Green (Lock / Unlock): Lock a channel so that the channel cannot be
selected and viewed. / Unlock the channel that you locked.
N This function is available only when the Channel Lock is set to On.
N The PIN input screen appears. Enter your 4-digit PIN. Change the
PIN using the Change PIN option.
● { Yellow (Delete): Deletes a channel from the channel list.
English
◀ ▶
● } Blue (Select All / Deselect All): Selects or deselects all channels at
once.
● (Go To): Goes to channel directly by pressing numbers (0~9).
● k (Page): Move to previous or next page.
● E (Done): Completes changing the channel order.
● T (Tools): Displays the option menu. The option menu items that appear
may differ depending on the channel status and type.
– Sorting (digital channels only): Changes the list ordered by channel
number or channel name.
– Aerial: Select the desired broadcasting signal.
English
◀ ▶
– Category: Change the channel mode to All, TV, Radio, Data/Other,
Analogue, Recently Viewed, Most Viewed. The selected channel
mode is displayed.
– Edit Favourites: Go to Edit Favourites screen directly.
– Rename channel (analogue channels only): Assign a name of up to
five characters to a channel. For example, Food, Golf, etc. This makes
it easier to find and select the channel.
– Channel Info: Display details of the selected channel.
– Information: Display details of the selected programme.
English
◀ ▶
■
O
Edit Favourites
MENUm → Broadcasting
t
→ Edit Favourites → ENTERE
You can add, edit or delete favourite channels.
1. Go to Edit Favourites screen.
2. Press the ▲/▼ buttons to select the desired channel, and then press
ENTERE button.
3. Choose a specific favourite list among Favourites 1-5 using b (Change Fav.)
button, and then press the { (Add) button. The selected channel has been
added in Favourites 1-5.
N One favourite channel can be added in several of favourites among
Favourites 1-5.
English
◀ ▶
N Using the coloured and function buttons with the Edit Favourites.
● a Red (Category / Change order)
– Category: Changes the channel mode to All, TV, Radio, Analogue,
Data/Other, Recently Viewed, Most Viewed. The selected channel
mode is displayed.
– Change order: Changes the favourite channel order.
– E (Done): Completes changing the channel order.
● b Green (Change Fav.): Changes favourite list among Favourites 1-5.
● { Yellow (Add / Delete)
– Add: Adds selected channels to Favourites 1-5.
– Delete: Deletes the favourite channel from Favourites 1-5.
● } Blue (Select All / Deselect All): Selects or deselects all channels at
once.
English
◀ ▶
● (Go To): Goes to channel directly by pressing numbers (0~9).
● k (Page): Move to previous or next page.
● T (Tools): Displays the option menu. The option menu items that appear
may differ depending on the channel status and type.
– Copy to favourites: Edit the selected favourite channel in Favourites
1-5. You can add or delete from favourite list.
– Rename Favourites: Assign your own favourite channel name.
– Aerial: Select the desired broadcasting signal.
– Edit Channel: Go to Edit Channel screen directly.
– Information: Display details of the selected programme.
English
◀ ▶
❑ Locking Programme
■ Programme Rating Lock
(depending on the country)
O MENUm → Broadcasting → Programme Rating Lock → ENTERE
Prevent unauthorized users, such as children, from watching unsuitable
programme with a user-defined 4-digit PIN code. If the selected channel is
locked, the “\” symbol will be displayed.
N The items of Programme Rating Lock differs depending on the country.
English
◀ ▶
■ Channel Lock
O MENUm → Broadcasting → Channel Lock → ENTERE
Lock channels in Channel menu to prevent unauthorized users, such as children,
from watching unsuitable programme.
N Available only when the Source is set to TV.
English
◀ ▶
❑ Other Features
■ Channel Settings
O MENUm → Broadcasting → Channel Settings → ENTERE
● Country (Area)
(depending on the country)
The PIN input screen appears. Enter your 4 digit PIN number.
Digital Channel: Change the country for digital channels.
Analogue Channel: Change the country for analogue channels.
English
◀ ▶
● Manual Tuning
Scans for a channel manually and stores in the TV.
N If a channel is locked, the PIN input window appears.
N According to the channel source, Manual Tuning may be supported.
● Digital Channel Tuning: Scans for a digital channel manually and stores
in the TV. Press the New button to search the digital channels. When
scanning has finished, a channel is updated in the channel list.
– When selecting Aerial → Air: Channel, Frequency, Bandwidth
– When selecting Aerial → Cable: Frequency, Modulation, Symbol
Rate
English
◀ ▶
● Analogue Channel Tuning: Scans for an analogue channel. Press the
New button to search the channels by adjusting the Programme, Colour
System, Sound System, Channel, Search.
N Channel mode
– P (programme mode): When tuning is complete, the broadcasting
stations in your area have been assigned to the position numbers
from P0 to P99. You can select a channel by entering the position
number in this mode.
– C (aerial channel mode) / S (cable channel mode): These two
modes allow you to select a channel by entering the assigned
number for each aerial broadcasting station or cable channel.
English
◀ ▶
● Fine Tune
(analogue channels only)
If the signal is weak or distorted, fine tune the channel manually.
N Fine tuned channels are marked with an asterisk “*”.
N To reset the fine-tuning, select Reset.
● Transfer Channel List
(depending on the country)
Imports or exports the channel map. You should connect a USB storage to
use this function.
N The PIN number input screen appears. Enter your 4 digit PIN number.
N Supported file systems are FAT and exFAT.
● Delete CAM Operator Profile: Selects the CAM operator to delete.
English
◀ ▶
■
O
Subtitle
MENU
t
m → Broadcasting → Subtitle → ENTERE
Use this menu to set the Subtitle mode.
● Subtitle: Switches subtitles on or off.
● Subtitle Mode: Sets the subtitle mode.
● Subtitle Language: Sets the subtitle language.
N If the programme you are watching does not support the Hearing
Impaired function, Normal automatically activates even if the Hearing
Impaired mode is selected.
N English is the default in cases where the selected language is unavailable
in the broadcast.
● Primary Subtitle: Sets the primary subtitle.
● Secondary Subtitle: Sets the secondary subtitle.
English
◀ ▶
■ Audio Options
(digital channels only)
O MENUm → Broadcasting → Audio Options → ENTERE
● Audio Language
Change the default value for audio languages.
t
Primary Audio / Secondary Audio: You can set the primary or secondary
audio.
N The available language may differ depending on the broadcast.
English
◀ ▶
● Audio Format
When sound is emitted from both the main speaker and the audio receiver,
a sound echo may occur due to the decoding speed difference between
the main speaker and the audio receiver. In this case, use the TV Speaker
function.
N Audio Format option may differ depending on the broadcast. 5.1ch
Dolby digital sound is only available when connecting an external speaker
through an optical cable.
● Audio Description (not available in all locations)
This function handles the Audio Stream for the AD (Audio Description) which
is sent along with the Main audio from the broadcaster.
Audio Description: Turn the audio description function on or off.
Volume: Adjust the audio description volume.
English
◀ ▶
■ Teletext Language
(depending on the country)
O MENUm → Broadcasting → Teletext Language → ENTERE
● Teletext Language
N English is the default in cases where the selected language is unavailable
in the broadcast.
● Primary Teletext / Secondary Teletext
N Primary Teletext and Secondary Teletext may not be supported in
some locations.
English
◀ ▶
■ Digital Text
(UK only)
O MENUm → Broadcasting → Digital Text → ENTERE
If the programme broadcasts with digital text, this feature is enabled.
N MHEG (Multimedia and Hypermedia Information Coding Experts Group)
An International standard for data encoding systems used in multimedia and
hypermedia. This is at a higher level than the MPEG system which includes
data-linking hypermedia such as still images, character service, animation,
graphic and video files as well as multimedia data. MHEG is user runtime
interaction technology and is being applied to various fields including VOD
(Video-On-Demand), ITV (Interactive TV), EC (Electronic Commerce), tele
education, teleconferencing, digital libraries and network games.
English
◀ ▶
■ Common Interface
O MENUm → Broadcasting → Common Interface → ENTERE
● CI Menu: This enables the user to select from the CAM-provided menu.
Select the CI Menu based on the menu PC Card.
● CAM video transcoding: You can configure the setting to transcode the
video codec from the CAM automatically. Turn it Off if you do not want to use
it.
N You must use a CAM that supports transcoding the video codec.
English
◀ ▶
● Application Info: View information on the CAM inserted into the CI slot and
on the “CI or CI+ CARD” which is inserted into the CAM. You can install the
CAM anytime whether the TV is on or off.
1. Purchase a CI CAM module at your nearest dealer or by phone.
2. Firmly insert the “CI or CI+ CARD” into the CAM in the direction of the
arrow.
3. Insert the CAM with the “CI or CI+ CARD” into the common interface slot,
in the direction of the arrow so that it aligns parallel with the slot.
4. Check if you can see a picture on a scrambled signal channel.
English
◀ ▶
❑ Changing the Preset Picture Mode
■
O
Picture Mode
MENUm → Picture
t
→ Picture Mode → ENTERE
Select your preferred picture type.
N When connecting a PC, you can only make changes to the Entertain and
Standard.
● Dynamic: Suitable for a bright room.
● Standard: Suitable for a normal environment.
● Natural for LED 6 series : Suitable for reducing eye strain.
● Movie: Suitable for watching movies in a dark room.
● Entertain: Suitable for watching movies and games.
N It is only available when connecting a PC.
Basic Features
English
◀ ▶
❑ Adjusting Picture Settings
■ Samsung MagicAngle for LED 19", 22" models
O MENUm → Picture → Samsung MagicAngle → ENTERE
Adjust screen viewing Angle to optimize screen quality according to your viewing
position.
● Samsung MagicAngle: When viewing the screen at an angle from below or
above by setting the appropriate mode for each position, you can obtain a
similar picture quality as viewing the screen directly from the front.
Off: Select when viewing from the front position.
Lean Back Mode: Select when viewing from a slightly lower position.
Standing Mode: Select when viewing from the upper position.
● Mode: Adjust screen viewing angle.
N When Samsung MagicAngle is set to Lean Back Mode or Standing Mode,
Gamma is not available.
English
◀ ▶
■ Backlight for LED TV / Cell Light for PDP TV / Contrast / Brightness /
Sharpness / Colour / Tint (G/R)
Your television has several setting options for picture quality control.
N NOTE
● In analogue TV, Ext., AV modes of the PAL system, the Tint (G/R)
function is not available.
● When connecting a PC, you can only make changes to
Backlight for LED TV / Cell Light for PDP TV , Contrast, Brightness and
Sharpness.
● Settings can be adjusted and stored for each external device connected
to the TV.
● Lowering picture brightness reduces power consumption.
English
◀ ▶
■ Picture Size
O MENUm → Picture → Picture Size → ENTERE
Set the various picture options such as picture size and aspect ratio.
N The available items may differ depending on the selected mode.
N Depending on the input source, the picture size options may vary.
● Picture Size t: Your cable box/satellite receiver may have its own set
of screen sizes as well. However, we highly recommend you use 16:9 mode
most of the time.
Auto Wide: Automatically adjusts the picture size to the 16:9 aspect ratio.
16:9: Sets the picture to 16:9 wide mode.
Wide Zoom: Magnifies the picture size more than 4:3.
N Adjusts the Position by using ▲, ▼ buttons.
English
◀ ▶
Zoom: Magnifies the 16:9 wide pictures vertically to fit the screen size.
N Adjusts the Zoom or Position by using ▲, ▼ button.
4:3: Sets the picture to basic (4:3) mode.
N Do not watch in 4:3 format for a long time. Traces of borders displayed
on the left, right and centre of the screen may cause image retention
(screen burn) which are not covered by the warranty.
Screen Fit: Displays the full image without any cut-off when HDMI (720p /
1080i / 1080p) or Component (1080i / 1080p) signals are inputted.
English
◀ ▶
Smart View 1 for LED 6 series : Reduces original screen by 50%.
Smart View 2 for LED 6 series : Reduces original screen by 25%.
N NOTE
● Smart View 1 is enabled only in HDMI mode.
● Smart View 2 is enabled only in DTV and HDMI modes.
● The picture size can vary depending on the input resolution when
content is played using Videos under Media Play.
● Zoom/Position: Adjust the picture size and position. It is only available in
Zoom.
● Position: Adjust the picture position. It is only available in Screen Fit or Wide
Zoom.
English
◀ ▶
N NOTE
● After selecting Screen Fit in HDMI (1080i / 1080p) or Component (1080i
/ 1080p) mode, you may need to centre the picture:
1. Select the Position. Press the ENTERE button.
2. Press the ▲, ▼, ◄ or ► button to move the picture.
● If you want to reset the position you adjusted, select Reset in the
Position screen. The picture will be set to its default position.
● If you use the Screen Fit function with HDMI 720p input, 1 line will be cut
at the top, bottom, left and right as in the overscan function.
● 4:3 Screen Size: Available only when picture size is set to Auto Wide. You
can determine the desired picture size at the 4:3 WSS (Wide Screen Service)
size or the original size. Each European country requires different picture size.
English
◀ ▶
■
O
PIP
MENU
t
m → Picture → PIP → ENTERE
You can watch the TV tuner and one external video source simultaneously. For
example, if you have a cable box connected to the Cable In jack, you can use PIP
to watch programs from the cable box and watch a movie from a Blu-ray player
attached to the HDMI In jack.
N NOTE
● If you turn the TV off while watching in PIP mode, the PIP window will
disappear.
● You may notice that the picture in the PIP window becomes slightly
unnatural when you use the main screen to view a game or karaoke.
English
◀ ▶
● PIP settings
Main picture Sub picture
Component, HDMI TV
● PIP: Activate or deactivate the PIP function.
● Aerial: Select either Air or Cable as the input source for the sub-screen.
● Channel: Select the channel for the sub-screen.
● Size: Select a size for the sub-picture.
● Position: Select a position for the sub-picture.
● Sound Select: You can choose the desired sound in PIP mode.
English
◀ ▶
❑ Changing the Picture Options
■ Advanced Settings
O MENUm → Picture → Advanced Settings → ENTERE
(available in Standard / Movie mode)
You can adjust the detailed setting for the screen including colour and contrast.
N When connecting a PC, you can only make changes to the White Balance
and Gamma.
● Dynamic Contrast: Adjust the screen contrast.
● Black Tone: Select the black level to adjust the screen depth.
● Flesh Tone: Adjust the flesh tone colour.
English
◀ ▶
● RGB Only Mode: Displays the Red, Green and Blue colour for making fine
adjustments to the hue and saturation.
● Colour Space: Adjust the range of colours available to create the image.
N To adjust Colour, Red, Green, Blue and Reset, set Colour Space to
Custom. for PDP TV / LED 6 series
● White Balance: Adjust the colour temperature for a more natural picture.
R-Offset / G-Offset / B-Offset: Adjust each colour’s (red, green, blue)
darkness.
R-Gain / G-Gain / B-Gain: Adjust each colour’s (red, green, blue) brightness.
Reset: Resets the White Balance to its default settings.
English
◀ ▶
● 10p White Balance for PDP TV / LED 6 series : Controls the white balance in 10
point interval by adjusting the red, green, and blue brightness.
N Available when the picture mode is set to Movie and when the external
input is set to all input.
N Some external devices may not support this function.
Interval: Select interval to adjust.
Red: Adjust the red level.
Green: Adjust the green level.
Blue: Adjust the blue level.
Reset: Resets the 10p White Balance to its default settings.
● Gamma: Adjust the primary colour intensity.
English
◀ ▶
● Expert Pattern for PDP TV / LED 6 series : By running the Expert Pattern
function, the picture can be calibrated without a generator or filter. If the OSD
menu disappears or a menu other than the Picture menu is opened, the
calibration is saved and the Expert Pattern window disappears.
N While the Expert Pattern is running, sound is not outputted.
N Only enabled on Component / HDMI mode.
● Motion Lighting: Reduce power consumption by brightness control adapted
motion.
N This function is not supported in 3D mode. for PDP 4900 / LED 6 series
N Only available in Standard mode.
N When changing a setting value of Backlight for LED TV / Cell
Light for PDP TV , Brightness or Contrast, Motion Lighting will be set to
Off.
English
◀ ▶
■ Picture Options
O MENUm → Picture → Picture Options → ENTERE
N When connecting a PC, you can only make changes to the Colour Tone.
● Colour Tone
N Warm1 or Warm2 will be deactivated when the picture mode is
Dynamic.
N Settings can be adjusted and stored for each external device connected
to an input on the TV.
● Digital Clean View: If the broadcast signal received by your TV is weak, you
can activate the Digital Clean View feature to reduce any static and ghosting
that may appear on the screen.
N When the signal is weak, try other options until the best picture is
displayed.
English
◀ ▶
Auto Visualisation: When changing analogue channels, displays signal
strength.
N Only available for analogue channels.
N When the INFO button is pressed, the signal strength bar is displayed.
N When bar is green, you are receiving the best possible signal.
● MPEG Noise Filter: Reduces MPEG noise to provide improved picture
quality.
● HDMI Black Level: Selects the black level on the screen to adjust the screen
depth.
N Available only in HDMI mode (RGB signals).
English
◀ ▶
● Film Mode: Sets the TV to automatically sense and process film signals from
all sources and adjust the picture for optimum quality.
N The Cinema Smooth function is only activated when HDMI 24Hz signal
is inputted. for PDP TV
N Available in TV mode and external input mode which supports SD (480i /
576i) and HD (1080i) except in PC mode.
N If the screen does not seem natural, change its option to Off / Auto1 /
Auto2 in Film Mode.
English
◀ ▶
● Motion Plus for LED 6 series : Removes drag from fast scenes with a lot of
movement to provide a clearer picture.
N The Info screen on your TV displays the resolution and frequency of the
incoming signal (60Hz), but not the frequency the TV is generating for the
image it is displaying by using Motion Plus function.
N If noise occurs on the screen, please set up the Motion Plus to Off. If
Motion Plus is Custom, you can set up the Blur Reduction, Judder
Reduction or Reset manually.
N If Motion Plus is Demo, you can compare the difference of on and off
modes.
English
◀ ▶
Blur Reduction: Adjusts the blur reduction level from video sources.
Judder Reduction: Adjusts the judder reduction level from video sources
when playing films.
LED Clear Motion: Removes drag from fast scenes with a lot of movement
to provide a clear picture.
N It will be deactivated when the picture mode is set to Natural.
N The screen may become slightly darker when you play LED Clear
Motion.
Reset: Reset the custom settings.
● Black Optimiser for PDP TV : Realizes of the black colour deeply and expands
the contrast ratio.
N When connecting a PC, it will be set to off and deactivated.
N When the TV is operating other applications, it will be deactivated. (ex.
Media Play, PIP, Teletext)
English
◀ ▶
■
O
Picture Off
MENUm →
t
Picture → Picture Off → ENTERE
The screen is turned off but the sound remains on. Press any button except
volume button to turn on the screen.
■ Reset Picture
O MENUm → Picture → Reset Picture → ENTERE
Resets your current picture mode to its default settings.
English
◀ ▶
❑ Changing the Preset Sound Mode
■ Sound Mode
O MENUm → Sound → Sound Mode → ENTERE
● Standard: Selects the normal sound mode.
● Music: Emphasizes music over voices.
● Movie: Provides the best sound for movies.
● Clear Voice: Emphasizes voices over other sounds.
● Amplify: Increase the intensity of high-frequency sound to allow a better
listening experience for the hearing impaired.
N If Speaker Select is set to External Speaker, Sound Mode is disabled.
English
◀ ▶
❑ Adjusting Sound Settings
■ Sound Effect
(standard sound mode only)
O MENUm → Sound → Sound Effect → ENTERE
● DTS TruSurround
This function provides a virtual 5.1 channel surround sound experience
through a pair of speakers using HRTF (Head Related Transfer Function)
technology.
● DTS TruDialog
This function allows you to increase the intensity of a voice over background
music or sound effects so that dialogue can be heard more clearly.
English
◀ ▶
● Equaliser
Use Equaliser to customize sound setting for each speaker.
Balance: Adjusts the balance between the right and left speaker.
100Hz / 300Hz / 1kHz / 3kHz / 10kHz (Bandwidth Adjustment): Adjusts the
level of specific bandwidth frequencies.
Reset: Resets the equaliser to its default settings.
N If Speaker Select is set to External Speaker, Sound Effect is disabled.
■ 3D Audio for PDP 4900 / LED 6 series
O MENUm → Sound → 3D Audio → ENTERE
3D audio technology provides the immersive sound corresponding to the pop-up
effect of 3D video by audio depth control in perspective.
N Available in only when watching 3D image.
English
◀ ▶
■ Speaker Settings
O MENUm → Sound → Speaker Settings → ENTERE
● Speaker Select
A sound echo may occur due to a difference in decoding speed between
t
the main speaker and the audio receiver. In this case, set the TV to External
Speaker.
N When Speaker Select is set to External Speaker, the volume and
MUTE buttons will not operate and the sound settings will be limited.
N When Speaker Select is set to External Speaker.
● TV Speaker: Off, External Speaker: On
N When Speaker Select is set to TV Speaker.
● TV Speaker: On, External Speaker: On
N If there is no video signal, both speakers will be mute.
English
◀ ▶
● Auto Volume
To equalize the volume level on each channel, set to Normal.
Night: This mode provides an improved sound experience compared to
Normal mode, making almost no noise. It is useful at night.
N To use the volume control on the source device connected to the TV,
set Auto Volume to Off on the TV. Otherwise, a change to the volume
control of the source device may not be applied.
English
◀ ▶
■ Additional Settings
O MENUm → Sound → Additional Settings → ENTERE
● DTV Audio Level (digital channels only): This function allows you to reduce
the disparity of a voice signal (which is one of the signals received during a
digital TV broadcast) to a desired level.
N According to the type of broadcast signal, MPEG / HE-AAC can be
adjusted between -10dB and 0dB.
N To increase or decrease the volume, adjust between the range 0 and -10
respectively.
English
◀ ▶
● Digital Audio Out: Digital Audio out is used to provide digital sound, reducing
interference going to speakers and various digital devices such as a DVD
player.
Audio Format: You can select the Digital Audio output format. The available
Digital Audio output format may differ depending on the input source.
N By connecting to 5.1ch speakers in a Dolby Digital setup, maximize your
interactive 3D sound experience.
Audio Delay: Correct audio-video sync problems, when watching TV or
video, and when listening to digital audio output using an external device such
as an AV receiver (0ms ~ 250ms).
English
◀ ▶
● Dolby Digital Comp: This function minimizes signal disparity between a dolby
digital signal and a voice signal (i.e. MPEG Audio, HE-AAC, ATV Sound).
N Select Line to obtain dynamic sound, and RF to reduce the difference
between loud and soft sounds at night time.
Line: Set the output level for signals greater or less than -31dB (reference) to
either -20dB or -31dB.
RF: Set the output level for signals greater or less than -20dB (reference) to
either -10dB or -20dB.
■ Reset Sound
O MENUm → Sound → Reset Sound → ENTERE
Reset all sound settings to the factory defaults.
English
◀ ▶
❑ Selecting the Sound Mode
When you set to Dual I-II, the current sound mode is displayed on the screen.
t
Audio Type Dual I-II Default
A2 Stereo Mono Mono Automatic change
Stereo Stereo ↔ Mono
Dual Dual I ↔ Dual II Dual I
NICAM Stereo Mono Mono Automatic change
Stereo Mono ↔ Stereo
Dual Mono → Dual I
 Dual II 
Dual I
N If the stereo signal is weak and an automatic switching, occurs, then switch
to the mono.
N Only activated in stereo sound signal.
N Only available when the Source is set to TV.
English
◀ ▶
Preference Features
❑ Executing initial setup
■ Setup
O MENUm → System → Setup → ENTERE
Configure the channels and the time when setting up the TV for the first time or
when resetting the unit.
N Execute the initial setup following instructions that the TV guides.
English
◀ ▶
❑ Setting the Time
■ Time
O MENUm → System → Time → ENTERE
The current time will appear every time you press the INFO button.
● Clock: Setting the clock is for using various timer features of the TV.
N If you disconnect the power cord, you have to set the clock again.
Clock Mode: Set up the current time manually or automatically.
– Auto: Set the current time automatically using the time from a digital
channel.
N The aerial must be connected in order to set the time automatically.
– Manual: Set the current time manually.
N Depending on the broadcast station and signal, the auto time set up may
not be correct. In this case, set the time manually.
English
◀ ▶
Clock Set: Set the Date and Time.
N Available only when Clock Mode is set to Manual.
N You can set the Date and Time directly by pressing the number buttons
on the remote control.
Time Zone (depending on the country): Select your time zone.
N This function is only available when the Clock Mode is set to Auto.
N When selecting Manual in Time Zone, GMT and DST will be activated.
Time Offset (depending on the country) for PDP 4900 Series : Adjusts the time
when your TV receives the time information via Internet. Set the right time by
selecting an offset.
N The current time will be set through a network, if the TV fails to receive
the time information including the broadcast signal from TV stations. (ex:
Watching TV via set-top box, Satellite receiver, or etc)
English
◀ ▶
❑ Using the Sleep Timer
O MENUm → System → Time → Sleep Timer → ENTERE
● Sleep Timert: Automatically shuts off the TV after a preset period of
time. (30, 60, 90, 120, 150 and 180 minutes)
N Use the ▲/▼ buttons to select a period of time, and then press
ENTERE. To cancel the Sleep Timer, select Off.
English
◀ ▶
❑ Setting the On / Off Timer
O MENUm → System → Time → On Timer  Off Timer → ENTERE
● On Timer: You can set up three separate On Timer configurations. (On Timer
1, On Timer 2, On Timer 3)
Setup: Select Off, Once, Everyday, Mon~Fri, Mon~Sat, Sat~Sun or
Manual to set at your convenience. If you select Manual, you can set up the
day you want to activate the timer.
N The c mark indicates the day you’ve selected.
Time: Set the hour and minute.
Volume: Set the desired volume level.
English
◀ ▶
Source: To select the source of the content that will play when the TV turns
on. You can:
– Select TV and have the TV display a specific air or cable channel.
– Select USB and have the TV play back photo or audio files from a USB
device.
– Select a source on your TV that you have connected a set-top box to, and
have the TV display a channel from the set-top box.
N The USB device must be connected to your TV before you can select
USB.
English
◀ ▶
N If you select a source other than TV or USB, you must:
● Have a cable or satellite set-top box attached to that source
● Set the set-top box to the channel you want to watch when the TV
goes on
● Leave the set-top box turned on.
N When you select a source other than TV or USB, the Aerial and Channel
options will disappear.
Aerial (when the Source is set to TV): Select ATV or DTV.
Channel (when the Source is set to TV): Select the desired channel.
English
◀ ▶
Music / Photo (when the Source is set to USB): Select a folder in the USB
device containing music or photo files to be played when the TV is turned on
automatically.
– If there is no music file on the USB device or the folder containing a music
file is not selected, the timer function does not operate correctly.
– When there is only one photo file in the USB device, the slide show will not
play.
– If a folder name is too long, the folder cannot be selected.
– Each USB you use is assigned its own folder. When using more than one
of the same type of USB, make sure the folders assigned to each USB
have different names.
English
◀ ▶
– It is recommended that you use a USB memory stick and a multi card
reader when using On Timer.
– The On Timer function may not work with USB devices with a built-in
battery, MP3 players, or PMPs made by some manufacturers because
these devices take a long time to be recognized.
● Off Timer: You can set up three separate Off Timer configurations. (Off Timer
1, Off Timer 2, Off Timer 3)
Setup: Select Off, Once, Everyday, Mon~Fri, Mon~Sat, Sat~Sun or
Manual to set at your convenience. If you select Manual, you can set up the
day you want to activate the timer.
N The c mark indicates the day you’ve selected.
Time: Set the hour and minute.
English
◀ ▶
❑ Economical Solutions
■ Eco Solution
O MENUm → System → Eco Solution → ENTERE
● Energy Saving: This adjusts the brightness of the TV in order to reduce
power consumption.
● Eco Sensor for PDP TV / LED 6 series : To enhance your power savings; the
picture settings will automatically adapt to the light in the room.
N If you adjust the Backlight for LED TV / Cell Light for PDP TV , the Eco
Sensor will be set to Off.
Min. Backlight for LED TV / Min Cell Light for PDP TV : When Eco Sensor is
On, the minimum screen brightness can be adjusted manually.
N If Eco Sensor is On, the display brightness may change (become slightly
darker or brighter) depending on the surrounding light intensity.
English
◀ ▶
● No Signal Power Off: To avoid unnecessary energy consumption, set how
long you want the TV to remain on if it’s not receiving a signal.
N Disabled when the PC is in power saving mode.
● Auto Power Off: The TV will be automatically turned off when no user
operation is received for 4 hours.
N If the Auto Power Off option is set to Off, the TV will stay on even if no
operations are performed on the TV.
English
◀ ▶
❑ Other Features
■ Menu Language
O MENUm → System → Menu Language → ENTERE
Set the menu language.
■ Auto Protection Time for LED TV
O MENUm → System → Auto Protection Time → ENTERE
If the screen remains idle with a still image for a certain period of time defined by
the user, the screen saver is activated to prevent the formation of ghost images
on the screen.
English
◀ ▶
■ Screen Burn Protection for PDP TV
O MENUm → System → Screen Burn Protection → ENTERE
To reduce the possibility of screen burn, this unit is equipped with Pixel Shift
screen burn prevention technology. Pixel Shift moves the picture slightly on the
screen. The Time function setting allows you to programme the time between
movement of the picture in minutes.
Your TV also has the following additional screen burn protection functions:
● Pixel Shift
● Auto Protection Time
● Scrolling
● Side Grey
English
◀ ▶
● Pixel Shift: Using this function, you can set the TV to move pixels minutely on
the PDP screen in a horizontal or vertical direction to minimize after images on
the screen.
N Available Pixel Shift Settings and Optimum Settings
Item TV / HDMI
Horizontal 0~4 4
Vertical 0~4 4
Time (minute) 1~4 min 4 min
N The Pixel Shift value may differ depending on the monitor size (inches)
and mode.
N This function is not available in the Screen Fit mode.
● Auto Protection Time: If the screen displays a still image for a certain period
of time you define, the TV activates the screen saver to prevent the formation
of burnt in ghost images on the screen.
English
◀ ▶
● Scrolling: This function removes after-images on the screen by illuminating all
the pixels on the PDP according to a pattern. Use this function when there are
after images or symbols on the screen, especially when you displayed a still
image on the screen for a long time.
N The after-image removal function has to be executed for a long time
(approximately 1 hour) to effectively remove after-images on the screen.
If the after-image is not removed after you apply the function, repeat the
function again.
N Press any key on the remote control to cancel this feature.
● Side Grey: When you watch TV with the screen ratio set to 4:3, using the
Side Grey function can prevent damage to the edges of the screen by
adjusting the white balance on the extreme left and right sides.
English
◀ ▶
■ General
O MENUm → System → General → ENTERE
● Game Mode: When connecting to a game console such as PlayStation™ or
Xbox™, you can enjoy a more realistic gaming experience by selecting game
mode.
N NOTE
● Precautions and limitations for game mode
– To disconnect the game console and connect another external
device, set Game Mode to Off in the setup menu.
– If you display the TV menu in Game Mode, the screen shakes
slightly.
● Game Mode is not available in TV mode.
● After connecting the game console, set Game Mode to On.
Unfortunately, you may notice reduced picture quality.
English
◀ ▶
● If Game Mode is On:
– Picture Mode is set to Standard and Sound Mode is set to
Movie.
● Panel Lock: Lock or unlock all the keys on the panel.
● Boot Logo: Display Samsung logo when the TV is turned on.
■ Change PIN
O MENUm → System → Change PIN → ENTERE
Change your password required to set up the TV.
N The PIN input screen appears before the setup screen.
N Enter your 4-digit PIN. Change the PIN using the Change PIN option.
English
◀ ▶
■ DivX® Video On Demand
O MENUm → System → DivX® Video On Demand → ENTERE
Shows the registration code authorized for the TV. If you connect to the DivX
web site and register with 10-digit registration code, you can download the VOD
activation file.
Once you play it using Videos, the registration is completed.
N For more information on DivX® VOD, visit http://vod.divx.com.
English
◀ ▶
Advanced Features
❑ Using the Source List
■ Source List
O MENUm → Applications → Source List → ENTERE
N When you press the SOURCE button, Source screen will be displayed at
once.
N You can only choose external devices that are connected to the TV. In
Source, connected inputs are highlighted.
N For the detailed information, refer to “Changing the Input Source” in User
Manual.
English
◀ ▶
❑ Connecting a USB Device
1. Turn on your TV.
2. Connect a USB device containing photo, music and movie files to the USB
port on the side of the TV.
3. When USB is connected to the TV, popup window appears. You can select
the Photos, Videos or Music directly.
English
◀ ▶
N It might not work properly with unlicenced multimedia files.
N Need-to-Know List before using Media Contents
● MTP (Media Transfer Protocol) is not supported.
● Supported file systems are FAT and exFAT.
● Certain types of USB Digital camera and audio devices may not be
compatible with this TV.
● Media Contents only supports sequential jpeg format.
● Media Contents only supports USB Mass Storage Class (MSC) devices.
MSC is a Mass Storage Class Bulk-Only Transport device. Examples
of MSC are Thumb drives, Flash Card Readers (USB HUB are not
supported). Devices should be connected directly to the TV’s USB port.
English
◀ ▶
● Before connecting your device to the TV, please back up your files to
prevent them from damage or loss of data. SAMSUNG is not responsible
for any data file damage or data loss.
● The HDD (Hard Disk Drive) connected to USB is not supported.
● Do not disconnect the USB device while it is loading.
● The higher the resolution of the image, the longer it takes to display on
the screen.
● The maximum supported JPEG resolution is 15360 x 8640 pixels.
● For unsupported or corrupted files, the “Not Supported File Format”
message is displayed.
● The scene search and thumbnail functions are not supported in the
Videos.
English
◀ ▶
● MP3 files with DRM that have been downloaded from a non-free site
cannot be played. Digital Rights Management (DRM) is a technology that
supports the creation, distribution and management of the content in an
integrated and comprehensive way, including the protection of the rights
and interests of the content providers, the prevention of the illegal copying
of contents, as well as managing billings and settlements.
● PTP connection mode is fully available only with digital cameras. When
connecting a smartphone or tablet to the TV using PTP mode, it may not
be recognized.
● A USB device that requires high power (more than 500mA or 5V) may not
be supported.
● If the TV has been no input during time set in Auto Protection Time, the
screen saver will run.
English
◀ ▶
● The power-saving mode of some external hard disk drives may be
released automatically when connected to the TV.
● If a USB extension cable is used, the USB device may not be recognized
or the files on the device may not be read.
● If a USB device connected to the TV is not recognized, the list of files on
the device is corrupted or a file in the list is not played, connect the USB
device to the PC, format the device and check the connection.
● If a file deleted from the PC is still found when Media Contents is run, use
the “Empty the Recycle Bin” function on the PC to permanently delete the
file.
● If the number of files and folders saved on a USB storage device is
approximately over 4000, the files and folders may not appear and some
folders may not be opened.
English
◀ ▶
Disconnecting a USB Device
1. Press the SOURCE button.
2. Select a desired USB device, and then press the TOOLS button. The Tools
menu appears.
3. Select Disconnect USB Device, and then wait until the selected USB device
is disconnected. You can remove a USB device from the TV.
N To remove a USB device from the TV, we recommend use Disconnect USB
Device function.
English
◀ ▶
❑ Using the Media Contents
O MENUm → Applications → Media Play → ENTERE
Enjoy photos, music and movie files saved on a USB Mass Storage Class (MSC)
device.
1. Press the MEDIA.P button.
2. Press ◄/► button to select desired menu (Photos, Videos, Music), then
press the ENTERE button.
3. Press ◄/► button to select desired device, then press the ENTERE button
again.
4. Press the ▲/▼/◄/► button to select the desired file in the list, then press the
ENTERE button or ∂ (Play) button.
English
◀ ▶
Playing the selected files
1. Press the ▲ button to select Options at the top of each main screen and
select Play Selected.
2. Select the desired files.
N The check box appears to the left of the selected files.
N Press ENTERE button again to deselect the file.
3. Press the ▲ button to select Play.
N You can select or deselect all files pressing the Select All / Deselect All.
English
◀ ▶
❑ Playing the Photos / Videos / Music
During playing a file, press the ▲/▼/◄/► button to select the desired menu.
N When the option menu is not displayed, press the TOOLS button or
ENTERE button.
N You can also use ∂/∑/∫/π/µ buttons on the remote control during
playback.
N If you press the INFO button during playback, you can view the playback
information.
English
◀ ▶
Playback menu
Button Operation Photos Videos Music
 / Previous / Next ●
 / Start Slide Show / Stop Slide Show ●
Play / Pause Mini Player* ● ●
 / Previous / Next Mini Player* ● ●
 / Rewind / Fast forward ● ●
* When setting the Background Music to Mini Player in Photos, these buttons appear.
English
◀ ▶
Setting menu
● Photos
Button Operation
Slideshow Settings You can set the Speed and Effects during the slide show.
Zoom You can zoom into images in full screen mode.
Rotate You can rotate images in full screen mode.
Background Music /
Mini Player
You can set background music when watching a slide show. /
You can control simple playback menus.
Settings Picture Mode / Sound Mode: You can adjust the picture or
sound setting.
Information: You can see detailed information about the played
file.
English
◀ ▶
N During the slide show, all files in the file list will be displayed in order.
N When you press the ∂ (Play) button (or ▲ button → Options → Slide
Show) in the file list, slide show will be started immediately.
N During the slide show, you can adjust the slide show speed using π (REW)
or µ (FF) button.
● Supported Photo Formats
N For the details, refer to “Specifications” in User Manual.
English
◀ ▶
● Videos
Button Operation
Search Search Titles: You can move the other file directly.
Search Time Bar: You can search the video using ◄ and ► button
at one minute interval or entering the number directly.
N It may not be supported depending on the input source.
Repeat Mode You can play movie files repeatedly.
Picture Size You can adjust the picture size to your preference.
Settings Subtitle Settings: You can play the video with subtitles. This function
only works if the subtitles are the same file name as the video.
Picture Mode / Sound Mode: You can adjust the picture or sound
setting.
Audio Language: You can change the audio language if the video
has more than one language.
Information: You can see detailed information about the played file.
English
◀ ▶
N If video time information is unknown, play time and progress bar are not
displayed.
N In this mode, you can enjoy movie clips contained on a Game, but you
cannot play the Game itself.
● Supported Subtitle / Video Formats
N For the details, refer to “Specifications” in User Manual.
English
◀ ▶
● Music
Button Operation
Repeat You can play music files repeatedly.
Shuffle You can play the music randomly.
Sound Mode You can adjust the sound setting.
N Only displays the files with supported music file extension. Other file
extensions are not displayed, even if they are saved on the same USB device.
N If the sound is abnormal when playing music files, adjust the Equaliser in the
Sound menu. (An over-modulated music file may cause a sound problem.)
● Supported Music Formats
N For the details, refer to “Specifications” in User Manual.
English
◀ ▶
Setting the Encoding language
Set the encoding language if the text is not supported.
1. Press the ▲ button to select Options at the top of music main screen and
select Encoding.
2. Select the desired encoding language.
English
◀ ▶
❑ Using the 3D function
 for PDP 4900 / LED 6 series
Viewing TV using the 3D function
IMPORTANT HEALTH AND SAFETY INFORMATION FOR 3D PICTURES.
Read and understand the following safety information before using the TV’s 3D
function.
[WARNING
● Some viewers may experience discomfort while viewing 3D TV such as
dizziness, nausea and headaches. If you experience any such symptom,
stop viewing 3D TV, remove 3D Active Glasses and rest.
● Watching 3D images for an extended period of time may cause eye
strain. If you feel eye strain, stop viewing 3D TV, remove your 3D Active
Glasses and rest.
English
◀ ▶
● A responsible adult should frequently check on children who are using the
3D function. If there are any reports of tired eyes, headaches, dizziness,
or nausea, have the child stop viewing 3D TV and rest.
● Do not use the 3D Active Glasses for other purposes (such as general
eyeglasses, sunglasses, protective goggles, etc.)
● Do not use the 3D function or 3D Active Glasses while walking or moving
around. Using the 3D function or 3D Active Glasses while moving around
may result in injuries due to running into objects, tripping, and/or falling.
Before using 3D function...
● 3D Active Glasses from Samsung’s previous product (IR type) or other
manufacturers not be supported.
● When the TV is initially powered on, may take some time until the 3D display
is optimized.
English
◀ ▶
● The 3D Active Glasses may not work properly if there is any other 3D product
or electronic devices turned on near the glasses or TV. If there is a problem,
keep other electronic devices as far away as possible from the 3D Active
Glasses.
● Be sure to stay within the viewing angle and optimum TV viewing distance
when watching 3D pictures. Otherwise, you may not be able to enjoy proper
3D effects.
● The ideal viewing distance should be three times or more the height of the
screen. We recommend sitting with viewer’s eyes on a level with the screen.
● If you can not play 3D videos in some of the BD players, take out the disk
from player and put it again, or restart the BD player.
English
◀ ▶
■ 3D
O MENUm → Picture → 3D → ENTERE
This exciting new feature enables you to view 3D content.
N "Full HD 3D Glasses™" Logo indicates compatibility between display
products and 3D Glasses which are compliant with the "Full HD 3D
Glasses™" format, and does not indicate picture quality of display products.
N Some 3D modes may not be available depending on the format of the image
source.
N When you watch 3D images under flickering lighting such as a fluorescent
lamp (50Hz ~ 60Hz) or a 3 wavelength lamp, you may notice some screen
flickering. If this occurs, dim or turn off the light.
English
◀ ▶
● 3D Mode
If you want to feel the 3D effect fully, please wear the 3D Active Glasses
first, and then select 3D Mode from the list below that provides the best 3D
viewing experience.
3D Mode Operation
Off Off Turns the 3D function off.
2D → 3D Changes a 2D image to 3D.
N Some file format may not be supported.
Side by Side Displays two images next to each other.
Top & Bottom Displays one image above another.
N 3D Mode is set to Off automatically when you access Media Play or
e-Manual functions.
N 3D Mode is set to memorised configuration value automatically, when
changing the input source.
English
◀ ▶
● 3D Perspective: Adjust overall 3D perspective of on-screen image.
● Depth: Adjust overall depth.
● L/R Change: Swap the left and right pictures.
● 3D → 2D: Displays the image for the left eye only.
N This function is deactivated when 3D Mode set to “ ” or “ Off ”.
Support resolution (16:9 only)
● HDMI
Source Resolution Frequency (Hz)
 / 1280 x 720p 50 / 59.94 / 60 Hz
1920 x 1080i 50 / 59.94 / 60 Hz
1920 x 1080p 23.98 / 24 / 25 / 29.97 / 30 / 50 / 59.94 / 60 Hz
Frame Packing 1280 x 720p 50 / 59.94 / 60 Hz
1920 x 1080i 50 / 59.94 / 60 Hz
1920 x 1080p 23.98 / 24 / 25 / 29.97 / 30 Hz
English
◀ ▶
● Components & DTV
Source Resolution Frequency (Hz)
Components 1280 x 720p 50 / 59.94 / 60 Hz
1920 x 1080i 50 / 59.94 / 60 Hz
1920 x 1080p 23.98 / 24 / 25 / 29.97 / 30 / 50 / 59.94 / 60 Hz
DTV 1280 x 720p 50 / 59.94 / 60 Hz
1920 x 1080i 50 / 59.94 / 60 Hz
1920 x 1080p 25 Hz
● Videos / Photos (In Media Play)
For the details, refer to “Specifications” in User Manual.
English
◀ ▶
❑ Viewing the e-Manual
■ e-Manual
O MENUm → Support → e-Manual → ENTERE
You can read the introduction and instructions about the TV features stored in
your TV.
N For the detailed information about e-Manual Screen, refer to “How to use the
e-Manual” in User Manual.
Other Features
English
◀ ▶
❑ Using the Self Diagnosis
■ Self Diagnosis
O MENUm → Support → Self Diagnosis → ENTERE
● Self Diagnosis might take few seconds, this is part of the normal operation of
the TV.
● Picture Test: Use to check for picture problems.
● Sound Test: Use the built-in melody sound to check for sound problems.
N If you hear no sound from the TV’s speakers, before performing the
sound test, make sure Speaker Select is set to TV Speaker in the
Sound menu.
N The melody will be heard during the test even if Speaker Select is set to
External Speaker or the sound is muted by pressing the MUTE button.
English
◀ ▶
● Signal Information (digital channels only): HDTV channel’s reception quality
is either perfect or the channels are unavailable. Adjust your aerial to increase
signal strength.
● Reset: Reset all settings to the factory defaults except network settings.
N The PIN input screen appears before the setup screen.
N Enter your 4-digit PIN. Change the PIN using the Change PIN option.
English
◀ ▶
❑ Updating the Software
■ Software Update
O MENUm → Support → Software Update → ENTERE
The Software Update menu lets you upgrade your TV’s software to the latest
version.
Current version: This is the software version already installed in the TV.
N When software is upgraded, video and audio settings you have made will
return to their default settings. We advise you to write down your settings so
that you can easily reset them after the upgrade.
English
◀ ▶
● Update now
– By USB: Insert a USB drive containing the firmware upgrade file,
downloaded from “www.samsung.com” into the TV.
N Please be careful not to disconnect the power or remove the USB
drive until upgrades are complete. The TV will be turned off and on
automatically after completing the firmware upgrade.
– By Channel: Upgrade the software using the broadcasting signal.
N If the function is selected during the software transmission period,
software will be automatically searched and downloaded.
N The time required to download the software is determined by the
signal status.
● Auto update: A manual upgrade will be automatically performed at selected
time. Since the power of the unit is turned on internally, the screen may be
turned on slightly for the product. This phenomenon may continue for more
than 1 hour until the software upgrade is complete.
English
◀ ▶
❑ Changing the Use Mode
■ Use Mode
O MENUm → Support → Use Mode → ENTERE
Select the Use Mode suitable for your place. We strongly recommend you select
Home Use.
● Home Use: Home Use is the default setting.
● Store Demo: Store Demo is for retail environments only. If you select Store
Demo, some functions will not work, and the picture settings will be reset
every 30 minutes.
English
◀ ▶
❑ Viewing the Contact Samsung
■ Contact Samsung
O MENUm → Support → Contact Samsung → ENTERE
View this information when your TV does not work properly or when you want to
upgrade the software. You can find information regarding our call centres, and
how to download products and software.
English
◀ ▶
❑ Using the Sports Mode
■
O
Sports Mode
MENUm → Applications
t
→ Sports Mode → ENTERE
This mode provides optimized condition for watching sports games.
N When the sports mode is on, the picture and sound modes are set to
Stadium automatically.
N If you turn the TV off while watching Sports Mode, the Sports Mode will be
disable.
English
◀ ▶
❑ Using the Satellite System
 for LED 6170 series
● Auto Tuning
O MENUm → Broadcasting → Auto Tuning → ENTERE
When Aerial Source is set to Satellite
– Channel Type: Select the Channel Type to memorise.
– Satellite: Selects the satellite to scan. The option may differ depending on
country.
– Scan Mode: Select a scan mode for the selected satellite.
– Re-initialise: Selects the scanning mode of the selected satellite.
N This function is available after connecting to satellite aerial and set
the channels.
– Search Mode: Sets search mode using up/down buttons.
English
◀ ▶
● Manual Tuning
O MENUm → Broadcasting → Channel Settings → Manual Tuning →
ENTERE
Scan Satellite
Transponder: Selects the transponder using the up/down buttons.
Scan Mode: Selects either free or all channels to store.
Network Search: Select to search network or not.
Signal Quality: Display the current status of broadcasting signal.
N Information on a satellite and its transponder is subject to change
depending on the broadcasting conditions.
N When setting is completed, move to Search and press the ENTERE
button. Channel scan is started.
English
◀ ▶
● Satellite System
O MENUm → Broadcasting → Channel Settings → Satellite System →
ENTERE
The PIN input screen appears. Enter your 4 digit PIN number. Satellite
System is available when Aerial is set to Satellite. Before running Auto
Tuning, set Satellite System. Then channel scan is run normally.
● Satellite Selection: You can choose the satellites for this TV.
● LNB Power: Enables or disables the power supply for the LNB.
English
◀ ▶
● LNB Settings: Configures the outdoor equipment.
N It is available when LNB Power is set to On.
Satellite: Selects the satellite for receiving digital broadcasts.
Transponder: Selects a transponder from the list or adds a new
transponder.
DiSEqC Mode: Selects DiSEqC mode for the selected LNB.
Lower LNB Oscillators: Sets the LNB oscillators to a lower frequency.
Upper LNB Oscillators: Sets the LNB oscillators to a higher frequency.
Tone 22 kHz: Selects the Tone 22 kHz depending on the LNB type. For a
universal LNB it should be Auto.
Signal Quality: Display the current status of broadcasting signal.
English
◀ ▶
● SatCR/Unicable Settings: Configure single cable installation.
N SatCR is short for satellite channel router.
N This function may not support depending on the country.
SatCR/Unicable: Enables or disable single cable installation support.
● Positioner Settings: Configures the aerial positioner.
N It is available when LNB Power is set to On.
Positioner: Enables or disables the positioned control.
Positioner Type: Sets the positioned type between DiSEqC 1.2 and
USALS(Universal Satellite Automatic Location System).
– My Longitude: Sets the longitude for my location.
– My Latitude: Sets the latitude for my location.
– Satellite Longitude Settings: Sets the longitude of user defined
satellites.
English
◀ ▶
User Mode: Sets the position of satellite aerial according to each satellite.
If you store the current position of satellite aerial according to a certain
satellite, when the signal of that satellite is needed, the satellite aerial can
be moved to pre-populated position.
– Satellite: Selects the satellite to set the position for.
– Transponder: Selects a transponder from the list for signal reception.
– Moving Mode: Selects the movement mode between discrete and
continuous movement.
– Step Size: Adjusts the step size degrees for the aerial rotation. It is
available when Moving Mode is set to Step.
English
◀ ▶
– Go To Stored Position: Rotates the aerial to the stored satellite
position.
– Aerial Position: Adjusts and stores the aerial position for the selected
satellite.
– Store Current Position: Stores current position as the selected
positioner limit.
– Signal Quality: Display the current status of broadcasting signal.
English
◀ ▶
Installer Mode: Sets limits to the scope of movement of satellite aerial or
reset the position. Generally, installation guide uses this function.
– Limit Position: Selects the direction of the positioner Limit.
– Aerial Position: Adjusts and stores the aerial position for the selected
satellite.
– Store Current Position: Stores the current position as the selected
positioner Limit.
– Go to zero: Moves the aerial to the reference position.
– Reset positioner limit: Allows the aerial to rotate over the full arc.
● Reset all settings: All satellite settings will be reset to the initial values.
English
◀ ▶
❑ Using the Wireless Network
 for PDP 4900 series
Using wireless IP sharer (router or modem), you can connect your TV to the
wireless network.
N For detailed settings for wireless network connection, refer to the User
Manual.
N NOTE
● To use a wireless network, your TV must be connected to a wireless IP
sharer (either a router or a modem). If the wireless IP sharer supports
DHCP, your TV can use a DHCP or static IP address to connect to the
wireless network.
● Select a channel for the wireless IP sharer that is not currently being used.
If the channel set for the wireless IP sharer is currently being used by
another device nearby, this will result in interference and communication
failure.
English
◀ ▶
● You need to change the wireless router's security settings to AES. WEP
security settings don't support WPS Connection.
● If HIGH PURE THROUGHPUT (Greenfield) 802.11n mode is selected and
the Encryption type is set to WEP for your wireless router, Samsung TVs
will not support a connection in compliance with new Wi-Fi certification
specifications.
● If your wireless router supports WPS (Wi-Fi Protected Setup), you can
connect to the network via PBC (Push Button Configuration) or PIN
(Personal Identification Number). WPS will automatically configure the
SSID and WPA key in either mode.
English
◀ ▶
● If your router, modem, or device is not certified, it may not connect to the
TV via the “Samsung Wireless LAN Adapter”.
● Connection Methods: You can setup the wireless network connection like
below.
– Auto Setup (Using the Auto Network Search function)
– Manual Setup
– WPS(PBC)
– Wi-Fi Direct
English
◀ ▶
● Ensure the TV is turned off before you connect the Samsung Wireless
LAN Adapter.
● The Samsung Wireless LAN Adapter may not be recognized when using
a connection via a USB hub or via a USB extension cable other than the
cable supplied.
● You must use the “Samsung Wireless LAN Adapter” (WIS12ABGNX,
WIS09ABGNX) to use a wireless network. Samsung Wireless LAN
Adapter and the USB extension Cable are sold separately and are offered
by select retailers and Ecommerce sites.
English
◀ ▶
How to connect the Samsung Wireless LAN Adapter
1 Connect using the USB right angle adapter.
2 Connect via an extension cable
1 2
N The picture may appear corrupted or have static for some channels when
the TV is connected to the Samsung Wireless LAN Adapter. In such a case,
connect the Samsung Wireless LAN Adapter using a USB cable in a place
that is not affected by radio interference.
N The position of port may differ depending on the model.
English
◀ ▶
■ Network Status
O MENUm → Network → Network Status → ENTERE
You can check the current network and Internet status.
■ Network Settings
O MENUm → Network → Network Settings → ENTERE
Set the network connection to use AllShare™.
N The Internet can't be used other than content sharing via AllShare™.
English
◀ ▶
■ Auto Network Setup
Most wireless networks have an optional security system that requires devices
that access the network to transmit an encrypted security code called an Access
or Security Key. The Security Key is based on a Pass Phrase, typically a word or a
series of letters and numbers of a specified length you were asked to enter when
you set up wireless security for your wireless network. If you use this method of
setting up the network connection, and have a Security Key for your wireless
network, you will have to enter the Pass Phrase during the setup process.
N When connecting Samsung Wireless LAN Adapter, the screen pop-up
appears directly to set wireless network.
English
◀ ▶
1. Go to Network Settings screen.
(Network → Network Settings)
2. The Network function searches for available wireless networks. When done, it
displays a list of the available networks.
3. In the list of networks, press the ▲ or ▼ button to select a network, and then
press ENTERE button.
N If the wireless router is set to Hidden (Invisible), you have to select Add
Network and enter the correct network name and Security key to
establish the connection.
4. If the Security screen pop-up appears, go to step 6. The wireless router which
does not have wireless security, go to step 7.
English
◀ ▶
5. Enter the security key using ▲/▼/◄/► buttons, and then select Done.
N You can also enter numbers by pressing the number buttons
N You should be able to find the Pass Phrase on one of the set up screens
you used to set up your router or modem.
6. The network connection screen appears, and network setting is done.
N If it fails to set Security key (Security or PIN), select Retry or IP Settings.
N If you want to set connection manually, select the IP Settings. Refer to
following “How to set up manually”.
N If you select Change Network, you can select other wireless networks.
English
◀ ▶
How to set up WPS(PBC)
If your router has a WPS(PBC) button, follow these steps:
1. The Network function searches for available wireless networks. When done, it
displays a list of the available networks.
2. Select the WPS(PBC).
3. Press the WPS(PBC) button on your router within 2 minutes. Your TV
automatically acquires all the network setting values it needs and connects to
your network.
4. The network connection screen appears, and network setting is done.
English
◀ ▶
■ Manual Network Setup
Use the Manual Network Setup when connecting your TV to a network that
requires a Static IP address.
N You can find the network connection values in control panel of Windows
computers.
How to set up manually
To set up your TV’s cable network connection manually, follow these steps:
1. Select the IP Settings on network connection screen.
N When it fails to connect the network automatically, the IP Settings is
available to select.
2. Set IP setting to Enter manually.
3. Move to each field using ▲/▼/◄/► buttons. Enter the network connection
values, and then select OK.
4. The network connection screen appears, and network setting is done.
English
◀ ▶
The check list for wireless network connection failure
When wireless network connection failed, try to apply the following information to
each issue.
Issues Solutions and Explanations
Wireless network
connection failed.
•	 No wireless router selected. Go to Network Settings to select your
router.
•	 Samsung Wireless LAN adapter is required to use a wireless network.
•	 Make sure the TV is connected to a wireless IP sharer (Router).
IP auto setting failed. •	 Try the following to set your IP address automatically or set your IP
address manually by selecting IP Settings.
•	 Ensure DHCP server is enabled on router and unplug and re-plug-in the
router.
•	 Check if you need to enter a security key to use the router.
•	 Contact your Internet Service Provider for more information.
English
◀ ▶
Issues Solutions and Explanations
Unable to connect to
wireless router.
•	 Check that the router is turned on, and if it is on, try turning it off and
on again.
•	 Check if you need to enter a security key to use the router.
Unable to connect to the
network.
•	 Check if your IP address is set correctly in IP Settings.
•	 Check if you need to enter a security key to use the router.
•	 Contact your Internet Service Provider for more information.
Connected to your local
network, but cannot
connect to the Internet.
•	 Check your Internet LAN cable is connected correctly to LAN port of
router.
•	 Check the DNS settings in IP Settings.
•	 If the problem persists, contact your Internet Service Provider to
access the Internet.
Network setup complete,
but cannot connect to the
Internet.
•	 Confirm that your router is connected to the Internet.
•	 If the problem persists, contact your Internet Service Provider to
access the Internet.
English
◀ ▶
❑ Using the Wired Network
 UK only
■ Wired Network Connection
You can attach your TV to your LAN using cable in three ways:
● Connecting the LAN port on your TV to an external modem
● Connecting the LAN port on your TV to a IP Sharer which is connected to an
external modem
● Connecting the LAN port on your TV directly to a network wall outlet
N To use this way, wall outlet is attached to a modem or router elsewhere in
your house.
N For detailed settings for wired network connection, refer to the User Manual.
English
◀ ▶
● If your network requires a Dynamic IP address, you should use an ADSL
modem or router that supports Dynamic Host Configuration Protocol (DHCP).
Modems and routers that support DHCP automatically provide the IP
address, subnet mask, gateway, and DNS values your TV needs to access
the Internet so you do not have to enter them manually. Most home networks
use a Dynamic IP address. Some networks require a Static IP address. If your
network requires a Static IP address, you must enter the IP address, subnet
mask, gateway, and DNS values manually on your TV’s Cable Setup Screen
when you set up the network connection. To get the IP address, subnet
mask, gateway, and DNS values, contact your Internet Service Provider (ISP).
If you have a Windows computer, you can also get these values through your
computer.
N You can use ADSL modems that support DHCP if your network requires
a Static IP address. ADSL modems that support DHCP also let you use
Static IP addresses.
English
◀ ▶
■ Network Setup
Use the Automatic Network Setup when connecting your TV to a network that
supports DHCP. To set up your TV’s cable network connection automatically,
follow these steps:
1. Go to Network Status screen.
(Network → Network Status)
2. You can check the connected status on the screen.
N If it fails to set automatically, check the connection of LAN port.
English
◀ ▶
N If you cannot find network connection values or if you want to set connection
manually:
1. Select the IP Settings on Network Status screen.
N When it fails to connect the network automatically, the IP Settings is
available to select.
2. Set IP setting to Enter manually.
3. Move to each field using ▲/▼/◄/► buttons. Enter the network
connection values, and then select OK.
4. The network connection screen appears, and network setting is done.
English
◀ ▶
The check list for wired network connection failure
When wired network connection failed, try to apply the following information to
each issue.
Issues Solutions and Explanations
No network cable
found.
•	 Check that your network cable is plugged in.
•	 If it is connected, make sure that the router is turned on; if it is on, try
turning it off and on again.
IP auto setting failed. Try the following to set your IP address automatically or set your IP address
manually by selecting IP Settings.
•	 Ensure DHCP server is enabled on router and unplug and re-plug-in the
router.
•	 Contact your Internet Service Provider for more information.
English
◀ ▶
Issues Solutions and Explanations
Unable to connect to the
network.
•	 Check if your IP address is set correctly in IP Settings.
•	 Contact your Internet Service Provider for more information.
Connected to your local
network, but cannot
connect to the Internet.
•	 Check your Internet LAN cable is connected correctly to LAN port of
router.
•	 Check the DNS settings in IP Settings.
•	 If the problem persists, contact your Internet Service Provider to
access the Internet.
Network setup complete,
but cannot connect to the
Internet.
•	 Confirm that your router is connected to the Internet.
•	 If the problem persists, contact your Internet Service Provider to
access the Internet.
English
◀ ▶
If Your TV Fails to Connect to the Internet
Your TV may not be able to connect to the Internet because your ISP has permanently
registered the MAC address (a unique identifying number) of your PC or modem, which
it then authenticates each time you connect to the Internet as a way of preventing
unauthorized access. As your TV has a different MAC address, your ISP can not
authenticate its MAC address, and your TV can not connect.
To resolve this problem, ask your ISP about the procedures required to connect devices
other than a PC (such as your TV) to the Internet.
If your Internet service provider requires an ID or password to connect to the Internet,
your TV may not be able to connect to the Internet. If this is the case, you must enter
your ID or password when connecting to the Internet.
The internet connection may fail because of a firewall problem. If this is the case, contact
your Internet service provider.
If you cannot connect to the Internet even after you have followed the procedures of your
Internet service provider, please contact Samsung Electronics.
English
◀ ▶
❑ Managing the Network Connected Devices
 for PDP 4900 series
■ Wi-Fi Direct
O MENUm → Network → Wi-Fi Direct → ENTERE
Set to connect the TV to wireless mobile devices. Using this function, you can
connect wireless mobile devices with your TV directly without a wireless router.
N You can use this function when connecting the Samsung Wireless LAN
Adapter.
N It only supports Media Play function.
N It may not be supported depending on the mobile device.
English
◀ ▶
How to connect the device to your TV using Wi-Fi Direct function
N Using this function, you must turn on Wi-Fi Direct function on your device.
1. Go to Wi-Fi Direct screen. The TV starts to search devices.
(Network → Wi-Fi Direct)
2. Select the desired device, and then press the ENTERE button.
3. When connection message appears on your device, let you allow it. Your TV
automatically acquires all the network setting values it needs and connects to
your network.
N If you want to disconnect the device, select the connected device, and press
the ENTERE button to select Disconnect.
English
◀ ▶
■ AllShare Settings
O MENUm → Network → AllShare Settings → ENTERE
Set whether to allow a network connected device like a smartphone or tablet
to share content or control TV using an application downloaded on your mobile
device. For details, refer to the “Using the AllShare Settings function”.
■ Device Name
O MENUm → Network → Device Name → ENTERE
Change the TV’s name.
N When selecting User Input, you can key in a name for your TV manually. Use
▲/▼/◄/► buttons to select characters, and then select Done.
English
◀ ▶
❑ Using the DLNA Functions
 for PDP 4900 series
N This model only supports DLNA functions in AllShare™.
You can play media contents including videos, photos and music saved on your
mobile phones or the other devices (such as your PC) by controlling them on the
TV via the network.
N First, configure your network. For detailed procedures on using the Network
Setup, refer to the “Network Settings” instructions.
N For more information, visit “www.samsung.com” or contact the Samsung call
centre. Mobile devices may need additional software installation. For details,
refer to each device’s user’s guide.
N If your Samsung TV connects to a non-Samsung DLNA server, a compatibility
issue may occur during video playback.
English
◀ ▶
N By connecting your Samsung TV to a network via AllShare™, you can use
Samsung’s original functions as follows:
– Playback of various video formats (DivX, MP4, 3GPP, AVI, ASF, MKV,
etc.)
– Bookmark function (to resume video playback)
– Auto-chaptering (scene navigation)
– Digital content management
– Compatibility with various subtitle formats (SRT, SMI, SUB, TXT, TTXT)
– And many others
N To use the original DLNA functions of Samsung fully, it is recommended that
you use the AllShare™ software provided with your TV.
English
◀ ▶
Playing the media contents saved on the devices
1. Connect the mobile phone or other devices which support AllShare™
function, and then play the media contents of each device. The popup screen
appears on the bottom of your TV.
2. Select the Allow to accept the connected devices. The media contents of the
devices can be playing on your TV.
N You can find the allowed devices on the AllShare Settings.
English
◀ ▶
Using the Media Play function, play the media contents of the devices connected
to DLNA function.
1. Press the MEDIA.P button to select Media Play.
2. Press ▲/▼ button to select desired menu (Videos, Photos, Music), then
press the ENTERE button.
3. When the DLNA device is selected, press the ENTERE button again.
4. Press the ▲/▼/◄/► button to select the desired file.
5. Press the ENTERE button.
English
◀ ▶
N NOTE
● Contents may not be played on your TV depending on their resolution
and format.
● The ENTERE and ◄/► buttons may not work depending on the type
of media content.
● Using the mobile device, you can control the media playing. For details,
refer to each mobile’s user’s guide.
English
◀ ▶
Using the AllShare Settings function
O MENUm → Network → AllShare Settings → Content Sharing →
ENTERE
Shows a list of mobile phones or connected devices which have been set up with
this TV for using the AllShare Settings function.
N The AllShare Settings function is available in all devices which support DLNA
DMC.
● Allow / Deny: Allows/Blocks the devices.
● Delete: Deletes the devices from the list.
N This function only deletes the name of the devices from the list. If the
deleted device is turned on or tries to connect to the TV, it may appear
on the list again.
English
◀ ▶
Connecting to the PC through network
You can play pictures, music and videos saved on your PC through a network
connection in the Media Play mode over your TV.
N If you want to use Media Play to play files saved on your PC over your TV,
you should download “AllShare PC Software” and users manual from “www.
samsung.com”.
1. For more information on how to configure your network, refer to the “Network
Settings”.
– You are recommended to locate both TV and PC in same subnet. The
first 3 parts of the IP address of the TV and PC should be the same and
only the last part (the host address) should be changed. (e.g. IP Address:
123.456.789.**)
English
◀ ▶
2. Connect the PC on which you will install or have installed AllShare PC
software and your TV to the same network.
N Functions that are not supported when connecting to a PC through a
network:
● Background music when watching a slide show.
● The π (REW) or µ (FF) button while a movie is playing.
N The DivX DRM, Multi-audio, embedded caption does not supported.
N AllShare PC Software should be permitted by the firewall programme on your
PC.
English
◀
N When you use Media Play mode through a network connection, according
to functions of the provided server:
● The sorting method may vary.
● The π (REW), µ (FF) or ∑ (Pause) buttons may not work depending
on the content information.
N When playing the video through network, it may not work depending on the
network status. When you play video over a network connection, the video
may not be played smoothly.
English
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❑ Utilisation du bouton INFO (Guide Maintenant et Après)
L'affichage identifie la chaîne en cours et l'état de certains paramètres audio et
vidéo.
Le Guide Maintenant et Après affiche des informations quotidiennes sur les
programmes de télévision pour chaque chaîne en fonction de l'heure de diffusion.
N Lorsque vous appuyez sur le bouton INFO, un bandeau d'information sur
les chaînes apparaît en haut de l'écran. Puis, lorsque vous appuyez sur le
bouton ENTERE, les détails du programme s'affichent.
● Faites défiler à l'aide des boutons ◄ et ► pour afficher des informations
sur le programme de votre choix, tout en regardant la chaîne actuelle.
● Faites défiler à l'aide des boutons ▲ et ▼ pour afficher des informations
sur d'autres chaînes.
Réglage des canaux
Français
◀ ▶
❑ Mémorisation de chaînes
■ Antenne
O MENUm → Diffusion → Antenne → ENTERE
Avant que votre téléviseur ne puisse commencer à mémoriser les chaînes
disponibles, vous devez spécifier le type de la source du signal reliée au téléviseur.
Français
◀ ▶
■ Recherche automatique
(en fonction du pays)
O MENUm → Diffusion → Recherche automatique → ENTERE
N Il est possible que les numéros de programme attribués automatiquement ne
correspondent pas aux numéros de programme souhaités ou réels. Si une
chaîne est verrouillée, la fenêtre de saisie du code PIN s'affiche.
● Recherche automatique
Antenne (Hertzien / Câble): permet de sélectionner la source d'antenne à
mémoriser.
N La sélection de la fonction Hertzien permet de rechercher
automatiquement une chaîne et de l'enregistrer dans le téléviseur.
Type de canal (Numér. et Anal. / Numérique / Analogique): permet de
sélectionner la source de chaîne à mémoriser.
Français
◀ ▶
Lors de la sélection de Câble → Numér. et Anal., Numérique ou
Analogique
– Sélection opérateur (selon le pays): sélecionne un fournisseur de diffusion
par câble.
– Mode de rech.: permet de rechercher toutes les chaînes dont les stations
émettent et les mémorise.
N Si vous sélectionnez Rapide, vous pouvez définir Réseau, ID
réseau, Fréquence, Modulation et Taux de symbole manuellement
en appuyant sur les boutons numériques de la télécommande.
– Réseau: permet de sélectionner le mode de réglage ID réseau Auto. ou
Manuel.
● ID réseau: si Réseau est défini sur Manuel, vous pouvez configurer
un ID réseau à l'aide des touches numériques.
Français
◀ ▶
● Fréquence: affiche la fréquence correspondant à la chaîne (différente
dans chaque pays).
● Modulation: affiche les valeurs de modulation disponibles.
● Taux de symbole: affiche les taux de symboles disponibles.
● Option de rech. de câble
(Varie d'un pays à l'autre et pour les chaînes câblées uniquement.)
Définit des options de recherche supplémentaires, telles que la fréquence et le
taux de symboles pour la recherche de réseaux câblés.
Fréq. Début / Fréquence de fin.: définit la fréquence de départ ou de fin
(différente dans chaque pays).
Taux de symbole: affiche les taux de symboles disponibles.
Modulation: affiche les valeurs de modulation disponibles.
Français
◀ ▶
❑ Utilisation du menu Canal
O MENUm → Diffusion → Liste des chaînes → ENTERE
■ Liste des chaînes
La Liste des chaînes contient les chaînes que peut afficher votre téléviseur
lorsque vous appuyez sur le bouton des chaînes. Vous pouvez afficher les
informations sur les chaînes: Tous, TV, Radio, Données/autres , Analogique ou
Favoris 1-5.
Appuyez sur le bouton ► (Mode) pour modifier le mode chaîne, ou appuyez sur
le bouton ◄ (Tri) pour modifier l'ordre des chaînes en fonction du numéro ou du
nom de la chaîne dans la liste.
N Lorsque vous appuyez sur la touche CH LIST de la télécommande, l'écran
Liste des chaînes s'affiche.
Français
◀ ▶
Tri des canaux
● Numéro / Nom: organise l'ordre des canaux en fonction du numéro ou du
nom de la chaîne dans la liste.
Mode des canaux
● Hertzien / Câble: permet de basculer vers Hertzien ou Câble.
● Modif. favoris: permet de définir comme favorites les chaînes que vous
regardez souvent.
N Pour obtenir des informations détaillées sur l'utilisation de Modif. favoris,
reportez-vous au chapitre "Modif. favoris".
● Favoris 1-5: permet d'afficher toutes les chaînes favorites, réparties dans
un ensemble maximal de cinq groupes. Chaque groupe possède un écran
distinct.
N Votre téléviseur affichera uniquement des Favoris 1-5 si vous avez ajouté
des chaînes favorites en utilisant Modif. favoris.
Français
◀ ▶
● Tous: affiche toutes les chaînes actuellement disponibles.
● TV: affiche toutes les chaînes de télévision actuellement disponibles.
● Radio: affiche toutes les stations de radio actuellement disponibles.
● Données/autres : affiche toutes les chaînes MHP ou autres actuellement
disponibles.
● Analogique: affiche toutes les chaînes analogiques actuellement disponibles.
Français
◀ ▶
■ Guide
O MENUm → Diffusion → Guide → ENTERE
Les informations du Guide électronique des programmes (EPG) sont fournies par
les diffuseurs. Les programmes planifiés fournis par les diffuseurs vous permettent
de planifier les émissions que vous souhaitez regarder, de telle sorte que le
téléviseur change automatiquement de chaîne à l'heure indiquée. Des entrées de
programmes peuvent être vides ou ne pas être à jour en raison de l'état d'une
chaîne.
● a Rouge (Nav. rapide): permet de parcourir rapidement les programmes de
télévision sur la liste à l'aide des boutons ▲/▼/◄/►.
● b Vert (Catégorie de chaîne): permet de sélectionner le type de chaînes que
vous voulez afficher.
● { Jaune (Gestionnaire prog.): permet d'accéder aux programmes réservés
dans Gestionnaire prog..
Français
◀ ▶
■ Gestionnaire prog.
O MENUm → Diffusion → Gestionnaire prog. → ENTERE
Vous pouvez programmer l'affichage automatique d'une chaîne de votre choix à
l'heure prévue. De plus, vous pouvez voir, modifier ou supprimer une chaîne que
vous avez réservée.
N Avant d'utiliser cette fonction, vous devez régler l'heure en utilisant la fonction
Heure → Horloge du menu Système.
1. Appuyez sur Programmer sur l'écran Gestionnaire prog.. Le menu
Programmer visionnage apparaît.
2. Appuyez sur les boutons ▲/▼/◄/► pour définir chaque menu d'options.
● Antenne: permet de sélectionner le signal de diffusion souhaité.
● Canal: permet de sélectionner la chaîne souhaitée.
Français
◀ ▶
● Répétition: sélectionnez Une fois, Manuel, Sam~Dim, Lun~Ven ou
Quotid. pour définir l'option suivant vos besoins. Si vous sélectionnez
Manuel, vous pouvez définir le jour de votre choix.
N Le symbole (c) indique le jour sélectionné.
● Date: permet de définir la date de votre choix.
N Cette option est disponible lorsque vous sélectionnez Une fois sous
Répétition.
● Heure de début: permet de définir l'heure de début de votre choix.
N Pour modifier ou annuler la programmation, sélectionnez le programme
réservé sous Gestionnaire prog.. Puis, appuyez sur le bouton ENTERE et
sélectionnez la fonction Editer ou Supprimer.
Français
◀ ▶
■ Modifier la chaîne
O MENUm → Diffusion → Modifier la chaîne → ENTERE
Vous pouvez modifier ou supprimer des chaînes.
1. Accédez à l'écran Modifier la chaîne.
2. Appuyez sur les boutons ▲/▼ pour sélectionner la chaîne de votre choix,
puis sur ENTERE. Le symbole (c) indique la chaîne que vous avez
sélectionnée.
N Vous pouvez sélectionner plusieurs chaînes.
N Appuyez à nouveau sur le bouton ENTERE pour annuler la sélection de
la chaîne.
Français
◀ ▶
N Utilisation des boutons de couleur et de fonction avec Modifier la chaîne.
● a Rouge (Changer numéro): modifie l'ordre des chaînes dans la liste
des chaînes.
● b Vert (Verrouil. / Déverr.): vous pouvez verrouiller une chaîne afin qu'elle
ne puisse être ni sélectionnée, ni visualisée. / Déverrouille une chaîne que
vous aviez verrouillée.
N Cette fonction n'est disponible que si l'option Verr. chaîne est définie
sur Activé.
N L’écran de saisie du code PIN apparaît. Entrez votre code PIN à
quatre chiffres. Modifiez le code PIN à l’aide de l’option Modifier
PIN.
● { Jaune (Supprimer): Supprime une chaîne dans la liste.
Français
◀ ▶
● } Bleu (Sélectionner tout / Tout désélectionner): sélectionne ou
désélectionne toutes les chaînes en même temps.
● (Accéder à): permet d'accéder directement à une chaîne en
appuyant sur les numéros (0 à 9).
● k (Page): permet de passer à la page suivante ou précédente.
● E (Terminé): Valide le changement d'ordre des chaînes.
● T (Outils): affiche le menu d'options. Les éléments de menu qui
s'affichent peuvent varier en fonction de l'état et du type de chaîne.
– Tri (chaînes numériques uniquement): Permet de changer l'ordre des
chaînes classées par numéro ou par nom.
– Antenne: permet de sélectionner le signal de diffusion souhaité.
Français
◀ ▶
– Catégorie : permet de basculer le mode chaîne vers Tous, TV, Radio,
Données/autres , Analogique, Regardées récemment, Fréquem.
regardées. Le mode chaîne sélectionné s'affiche.
– Modif. favoris: Accédez directement à l'écran Modif. favoris.
– Renom. chaîne (chaînes analogiques uniquement): Vous pouvez
attribuer un nom allant de un à cinq caractères à une chaîne. Par
exemple, Mode, Sport, etc. Ceci facilite vos recherches ultérieures.
– Info chaîne: Permet d'afficher des détails sur la chaîne sélectionnée.
– Information: affiche des détails sur le programme sélectionné.
Français
◀ ▶
■
O
Modif. favoris
MENUm → Diffusion
t
→ Modif. favoris → ENTERE
Vous pouvez ajouter, modifier ou supprimer des chaînes favorites.
1. Accédez à l'écran Modif. favoris.
2. Appuyez sur les boutons ▲/▼ pour sélectionner la chaîne de votre choix,
puis sur ENTERE.
3. Choisissez une liste spécifique de chaînes favorites parmi Favoris 1-5 à l'aide
du bouton b (Modif. fav.), puis appuyez sur le bouton { (Ajouter). La chaîne
sélectionnée a été ajoutée dans Favoris 1-5.
N Vous pouvez affecter une chaîne favorite qui sera incluse dans la liste
Favoris 1-5.
Français
◀ ▶
N Utilisation des boutons de couleur et de fonction avec Modif. favoris.
● a Rouge (Catégorie / Modif. ordre)
– Catégorie: permet de basculer le mode chaîne vers Tous, TV, Radio,
Analogique, Données/autres , Regardées récemment, Fréquem.
regardées. Le mode chaîne sélectionné s'affiche.
– Modif. ordre: Modifie l'ordre des chaînes favorites.
– E (Terminé): Valide le changement d'ordre des chaînes.
● b Vert (Modif. fav.): permet de modifier la liste des chaînes favorites
parmi Favoris 1-5.
● { Jaune (Ajouter / Supprimer)
– Ajouter: Permet d'ajouter des chaînes sélectionnées à Favoris 1-5.
– Supprimer: permet de supprimer la chaîne favorite de Favoris 1-5.
● } Bleu (Sélectionner tout / Tout désélectionner): sélectionne ou
désélectionne toutes les chaînes en même temps.
Français
◀ ▶
● (Accéder à): permet d'accéder directement à une chaîne en
appuyant sur les numéros (0 à 9).
● k (Page): permet de passer à la page suivante ou précédente.
● T (Outils): affiche le menu d'options. Les éléments de menu qui
s'affichent peuvent varier en fonction de l'état et du type de chaîne.
– Copier dans Favoris: permet de modifier la chaîne favorite
sélectionnée dans Favoris 1-5. Vous pouvez ajouter ou supprimer une
chaîne de la liste de favoris.
– Renommer favoris: permet d'attribuer le nom de votre choix à la
chaîne favorite.
– Antenne: permet de sélectionner le signal de diffusion souhaité.
– Modifier la chaîne: Accédez directement à l'écran Modifier la
chaîne.
– Information: affiche des détails sur le programme sélectionné.
Français
◀ ▶
❑ Verrouillage des programmes
■ Contrôle Parental
(en fonction du pays)
O MENUm → Diffusion → Contrôle Parental → ENTERE
cette fonction permet d'empêcher certains utilisateurs, tels que des enfants, de
regarder des émissions qui ne leur sont pas destinées, à l'aide d'un code PIN à 4
chiffres défini par l'utilisateur. Si la chaîne sélectionnée est verrouillée, le symbole
“\” apparaît.
N Les options de Contrôle Parental diffèrent selon le pays.
Français
◀ ▶
■ Verr. chaîne
O MENUm → Diffusion → Verr. chaîne → ENTERE
vous pouvez verrouiller des chaînes dans le menu Canal afin d'empêcher certains
utilisateurs, tels que des enfants, de regarder des émissions qui ne leur sont pas
destinées.
N Disponible uniquement lorsque la Source est définie sur TV.
Français
◀ ▶
❑ Autres fonctionnalités
■ Paramètres chaînes
O MENUm → Diffusion → Paramètres chaînes → ENTERE
● Pays (zone)
(en fonction du pays)
L’écran de saisie du code PIN apparaît. Entrez votre code PIN à quatre
chiffres.
Chaîne numérique: modifiez le pays pour obtenir les chaînes numériques qui
y sont diffusées.
Chaîne analogique: modifiez le pays pour obtenir les chaînes analogiques
qui y sont diffusées.
Français
◀ ▶
● Recherche manuelle
Recherche manuellement une chaîne et la mémorise dans le téléviseur.
N Si une chaîne est verrouillée, la fenêtre de saisie du code PIN s'affiche.
N En fonction de la source des chaînes, il se peut que la fonction
Recherche manuelle soit prise en charge.
● Réglage des chaînes numériques: recherche manuellement une chaîne
numérique et la mémorise dans le téléviseur. Appuyez sur le bouton
Nouveau pour lancer la recherche des chaînes numériques. Au terme de
la recherche, les chaînes de la liste sont mises à jour.
– Lorsque vous sélectionnez Antenne → Hertzien: Canal, Fréquence,
Bande passante
– Lorsque vous sélectionnez Antenne → Câble: Fréquence,
Modulation, Taux de symbole
Français
◀ ▶
● Réglage des chaînes analogiques: recherche une chaîne analogique.
Appuyez sur le bouton Nouveau pour démarrer la recherche des chaînes
en réglant les valeurs Programme, Système de Couleur, Système
Sonore, Canal, Recherche.
N Mode Canal
– P (mode de programme): A la fin du réglage, des numéros de
position compris entre P0 et P99 sont attribués aux stations
de radiodiffusion de votre région. Dans ce mode, vous pouvez
sélectionner une chaîne en saisissant son numéro de position.
– C (mode de canal Hertzien) / S (mode de canal Câble): ces
deux modes vous permettent de sélectionner une chaîne en
entrant le numéro attribué à chaque chaîne câblée ou station de
radiodiffusion hertzienne.
Français
◀ ▶
● Réglage fin
(chaînes analogiques uniquement)
Si le signal est faible ou déformé, vous devez effectuer manuellement un
réglage fin de la chaîne.
N Les chaînes qui ont fait l'objet d'un réglage fin sont indiquées par un
astérisque "*".
N Pour réinitialiser le réglage fin, sélectionnez Réinit..
● Transf. liste chaînes
(en fonction du pays)
Importe ou exporte la carte des chaînes. Vous devez connecter un
périphérique de stockage USB pour utiliser cette fonction.
N L'écran de saisie du code PIN s'affiche. Entrez votre code PIN à quatre
chiffres.
N Les systèmes de fichiers pris en charge sont FAT et exFAT.
● Supprimer profil opérateur CAM: Permet de sélectionner l'opérateur CAM à
supprimer.
Français
◀ ▶
■
O
Sous-titres
MENUm →
t
Diffusion → Sous-titres → ENTERE
Utilisez ce menu pour définir le mode Sous-titres.
● Sous-titres: active ou désactive les sous-titres.
● Mode sous-titre: configure le mode des sous-titres.
● Langue des sous-titres: définit la langue des sous-titres.
N Si le programme visionné ne prend pas en charge la fonction
Malentendant, le mode Normal est automatiquement activé, même si le
mode Malentendant est sélectionné.
N L’anglais est utilisé par défaut si la langue sélectionnée n’est pas diffusée.
● Sous-titre principal: Permet de définir le sous-titre principal.
● Sous-titre secondaire: Permet de définir le sous-titre secondaire.
Français
◀ ▶
■ Options audio
(chaînes numériques uniquement)
O MENUm → Diffusion → Options audio → ENTERE
● Langue audio
Permet de modifier la valeur par défaut des langues audio.
t
Audio principal / Audio secondaire: permet de définir la langue audio
primaire ou secondaire.
N La langue disponible peut varier en fonction de l’émission.
Français
◀ ▶
● Format Audio
Lorsque le son est émis à la fois par le haut-parleur principal et le récepteur
audio, un effet d’écho peut se produire en raison de la différence de vitesse
de décodage entre le hautparleur principal et le récepteur audio. Dans ce cas,
utilisez la fonction Haut-parleur TV.
N L’option Format Audio peut varier en fonction de l’émission. Le son
Dolby Digital 5.1 est disponible uniquement en cas de connexion d’un
haut parleur externe au moyen d’un câble optique.
● Description audio (non disponible dans toutes les régions)
Cette fonction traite le flux audio relatif à la description audio (AD) lorsqu’il est
envoyé avec le son principal par le radiodiffuseur.
Description audio: active ou désactive la fonction de description audio.
Volume: permet de régler le volume de description audio.
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■ Langue du télétexte
(en fonction du pays)
O MENUm → Diffusion → Langue du télétexte → ENTERE
● Langue du télétexte
N L’anglais est utilisé par défaut si la langue sélectionnée n’est pas diffusée.
● Télétexte principal / Télétexte secondaire
N Il se peut que les options Télétexte principal et Télétexte secondaire
ne soient pas prises en charge dans tous les pays.
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■ Texte numérique
(Royaume-Uni uniquement)
O MENUm → Diffusion → Texte numérique → ENTERE
Si le programme diffuse du texte numérique, cette fonction est activée.
N MHEG (Multimedia and Hypermedia Information Coding Experts Group)
Norme internationale pour les systèmes de codage des données utilisés
avec le multimédia et l'hypermédia. Niveau supérieur à celui du système
MPEG, qui inclut de l'hypermédia à liaison de données tel que des images
fixes, le service de caractères, l'animation, les fichiers graphiques et vidéo
et les données multimédia. MHEG est une technologie d'interaction de
l'utilisateur en cours d'utilisation appliquée à divers domaines, dont la vidéo à
la demande (VOD), la télévision interactive (ITV), le commerce électronique, la
téléformation, la téléconférence, les bibliothèques numériques et les jeux en
réseau.
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■ Interface commune
O MENUm → Diffusion → Interface commune → ENTERE
● CI Menu: permet à l’utilisateur d’opérer une sélection dans le menu du
module CAM. Sélectionnez le menu CI en fonction du menu PC Card.
● Transcodage vidéo CAM: Ce paramètre peut être configuré pour transcoder
automatiquement le codec vidéo depuis la CAM. Définissez-le sur Arrêt si
vous ne souhaitez pas l'utiliser.
N vous devez utiliser une CAM prenant en charge le transcodage du codec
vidéo.
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● Infos sur l'application: affiche des informations sur le module CAM inséré
dans l’emplacement CI et sur la "CARTE CI ou CI+" insérée dans le module
CAM. Vous pouvez installer le module CAM, que le téléviseur soit allumé ou
éteint.
1. Vous pouvez acheter un module CI CAM chez le revendeur le plus proche
ou le commander par téléphone.
2. Insérez fermement la "CARTE CI ou CI+" dans le module CAM en suivant
le sens de la flèche.
3. Insérez le module CAM avec la "CARTE CI ou CI+" dans la fente de
l’interface commune (dans le sens de la flèche), de telle sorte qu’il soit
aligné parallèlement à la fente.
4. Vérifiez si une image est visible sur une chaîne à signal brouillé.
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❑ Changement du mode Image prédéfini
■
O
Mode Image
MENUm →
t
Image → Mode Image → ENTERE
Sélectionnez le type d’image que vous préférez.
N Si vous connectez un PC, vous ne pouvez modifier que Loisirs et Standard.
● Dynamique: adapté à un environnement lumineux.
● Standard: adapté à un environnement normal.
● Naturel pour les téléviseurs LED de la série 6 : permet de réduire la fatigue oculaire.
● Cinéma: convient au visionnage de films dans une pièce sombre.
● Loisirs: adapté au visionnage de films et de jeux vidéo.
N Cette option n’est disponible que si vous connectez un PC.
Fonctions de base
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❑ Réglages des paramètres de l’image
■ Samsung MagicAngle pour les modèles LED 19", 22"
O MENUm → Image → Samsung MagicAngle → ENTERE
Ajustez l’angle de visualisation afin d’optimiser la qualité d’image en fonction de
votre angle de vue.
● Samsung MagicAngle: lorsque vous visionnez l'écran d'un point de
vueinférieur ou supérieur à celui-ci, vous pouvez obtenir une qualité d'image
similaire à celle que vous auriez en face de l'écran, et ce en le réglant sur le
mode approprié à chaque position.
Arrêt: sélectionnez cette option pour la vue de face.
Mode Penché: sélectionnez ce bouton lorsque vous vous situez d’un point
de vue légèrement inférieur à l’écran.
Mode Debout: sélectionnez cette option pour une vue supérieure.
● Mode: règle l'angle de visualisation de l'écran.
N Lorsque l'option Samsung MagicAngle est définie sur Mode Penché ou
Mode Debout, la fonction Gamma n'est pas disponible.
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■ Rétroéclairage pour les téléviseurs LED / Lum. Cellules pour les téléviseurs plasma
/ Contraste / Luminosité / Netteté / Couleur / Teinte (V/R)
Votre téléviseur dispose de plusieurs options de réglage pour le contrôle de la
qualité d’image.
N REMARQUE
● La fonction Teinte (V/R) n’est pas disponible dans les modes TV, Ext.,
AV analogiques du système PAL.
● Lors de la connexion à un ordinateur, vous pouvez uniquement apporter
des modifications aux options Rétroéclairage pour les téléviseurs LED /
Lum. Cellules pour les téléviseurs plasma , Contraste, Luminosité et
Netteté.
● Les paramètres peuvent être réglés et mémorisés pour chaque dispositif
externe connecté au téléviseur.
● La réduction de la luminosité de l’image se traduit par une consommation
d’énergie moindre.
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■ Format de l'image
O MENUm → Image → Format de l'image → ENTERE
Définissez les différentes options d'image (par exemple, le format de l'image et le
rapport de format).
N Les options disponibles peuvent varier en fonction du mode sélectionné.
N Les options de taille de l’image peuvent varier en fonction de la source
d’entrée.
● Format de l'image t: il se peut que votre décodeur câble / récepteur
satellite dispose de son propre jeu de tailles d’écran. Il est toutefois vivement
conseillé d’utiliser le mode 16:9.
16:9 Auto: règle automatiquement la taille de l'image sur le format 16:9.
16:9: règle l'image en mode large, c'est-à-dire en 16:9.
Zoom large: agrandit l’image à une taille supérieure à 4:3.
N Réglez la Position à l’aide des boutons ▲, ▼.
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Zoom: agrandit l’image en 16:9 (dans le sens vertical) pour l’adapter à la taille
de l’écran.
N Réglez la Zoom ou la Position à l’aide des boutons ▲, ▼.
4:3: règle l'image en mode normal, c'est-à-dire en 4:3.
N Ne regardez pas un film au format 4:3 pendant une période prolongée.
Les traces de bordures situées sur la gauche, sur la droite et au centre
de l’écran peuvent donner lieu au phénomène de rémanence (brûlure
d’écran) non couvert par la garantie.
Adapter à l’écran: affiche l’intégralité de l’image sans coupure lors de l’entrée
de signaux HDMI (720p / 1080i / 1080p) ou Composant (1080i / 1080p).
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Smart View 1 pour les téléviseurs LED de la série 6 : permet de réduire la taille de
l'écran de 50%.
Smart View 2 pour les téléviseurs LED de la série 6 : permet de réduire la taille de
l'écran de 25%.
N REMARQUE
● L'option Smart View 1 est uniquement activée en mode HDMI.
● L'option Smart View 2 est uniquement activée avec les modes DTV
et HDMI.
● Le format de l'image peut varier en fonction de la résolution d'entrée
en cas de lecture du contenu à l'aide de l'option Vidéos sous Media
Play.
● Zoom/Position: permet de régler la taille et la position de l'image. Cette
option est uniquement disponible avec la fonction Zoom.
● Position: permet de régler la position de l'image. Cette option est uniquement
disponible avec la fonction Adapter à l’écran ou Zoom large.
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N REMARQUE
● Après avoir sélectionné Adapter à l’écran en mode HDMI (1080i /
1080p) ou Composant (1080i / 1080p), il se peut que vous deviez centrer
l’image:
1. Sélectionnez l'option Position. Appuyez sur le bouton ENTERE.
2. Appuyez sur le bouton ▲, ▼, ◄ ou ► pour déplacer l’image.
● Si vous souhaitez réinitialiser la position que vous avez réglée,
sélectionnez l'option Réinit. de l'écran Position. L'image est alors définie
sur sa position par défaut.
● Si vous utilisez la fonction Adapter à l’écran avec l’entrée HDMI 720p,
une ligne sera coupée en haut, en bas, à gauche et à droite, comme c’est
le cas avec la fonction Overscan.
● Taille d'écran 4:3: disponible uniquement lorsque la taille d’image est définie
sur 16:9 Auto. Vous pouvez déterminer la taille d’image souhaitée sur 4:3
WSS (Wide Screen Service) ou sur la taille d’origine. Chaque pays européen
impose une taille d’image différente.
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■
O
PIP
MENU
t
m → Image → PIP → ENTERE
Vous pouvez regarder simultanément le tuner TV et une source vidéo externe. Par
exemple, si un boîtier décodeur de réseau câblé est connecté à la prise Cable
In, vous pouvez utiliser la fonction PIP pour regarder des programmes depuis ce
décodeur tout en regardant un film depuis le lecteur Blu-ray connecté à la prise
HDMI In.
N REMARQUE
● Si vous éteignez le téléviseur alors que le mode PIP est activé, la fenêtre
PIP disparaît lorsque vous le rallumez.
● Il est possible que l’image affichée dans la fenêtre PIP semble légèrement
moins naturelle lorsque vous utilisez l’écran principal pour un jeu ou un
karaoké.
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● Réglages PIP
Image principale Image secondaire
Composant, HDMI TV
● PIP: active ou désactive la fonction PIP.
● Antenne: sélectionnez soit l'option Hertzien, soit l'option Câble comme
source d'entrée pour le sous-écran.
● Canal: permet de choisir la chaîne affichée dans l’écran secondaire.
● Taille: sélectionnez la taille de l’image secondaire.
● Position: permet de sélectionner une position pour l'image secondaire.
● Sélection du son: Vous pouvez sélectionner le mode audio de votre
choix en mode PIP.
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❑ Modification des options d’image
■ Paramètres avancés
O MENUm → Image → Paramètres avancés → ENTERE
(Disponible en mode Standard / Cinéma)
Vous pouvez régler les paramètres avancés de votre écran, notamment la couleur
et le contraste.
N Si vous connectez un PC, vous ne pouvez modifier que Balance blancs et
Gamma.
● Contraste Dyn.: permet de régler le contraste de l’écran.
● Nuance de noir: sélectionnez le niveau de noir afin de régler la profondeur
d’écran.
● Carnation: permet de régler la couleur de carnation.
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● RVB uniquement: affiche les couleurs Rouge, Vert et Bleu afin de permettre
un réglage précis de la teinte et de la saturation.
● Espace de couleur: permet de régler la gamme des couleurs disponibles
pour créer l'image.
N Pour régler les options Couleur, Rouge, Vert, Bleu
et Réinit., réglez l'option Espace de couleur sur
Personnalisé. pour les téléviseurs plasma et les téléviseurs LED de la série 6
● Balance blancs: permet de régler la température des couleurs afin d’obtenir
une image plus naturelle.
Aj. Rouge / Aj. Vert / Aj. Bleu: permet de régler la profondeur de chaque
couleur (rouge, vert, bleu).
Régl. Rouge / Régl. vert / Régl. bleu: permet de régler la profondeur de
chaque couleur (rouge, vert, bleu).
Réinit.: rétablit les paramètres par défaut de l’option Balance blancs.
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● Balance Blancs 10p pour les téléviseurs plasma et les téléviseurs LED de la série 6 :
Permet de contrôler la balance des blancs par intervalles de 10 points en
réglant la luminosité des couleurs rouge, vert et bleu.
N Ce mode est disponible lorsque le mode d'image est défini sur Cinéma
et lorsque l'entrée externe est définie sur toutes les entrées.
N Cette fonction n'est pas prise en charge par tous les dispositifs externes.
Intervalle: permet de sélectionner l'intervalle à ajuster.
Rouge: permet de régler le niveau de rouge.
Vert: permet de régler le niveau de vert.
Bleu: permet de régler le niveau de bleu.
Réinit.: rétablit les paramètres par défaut de l’option Balance Blancs 10p.
● Gamma: permet de régler l’intensité des couleurs primaires.
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● Mire Expert pour les téléviseurs plasma et les téléviseurs LED de la série 6 : en exécutant
la fonction Mire Expert, l'image peut être calibrée sans générateur ni filtre.
Si le menu à l'écran disparaît ou si un menu autre que Image s'ouvre, le
calibrage est enregistré et la fenêtre Mire Expert se ferme.
N Pendant l'exécution de Mire Expert, aucun son n'est émis.
N Activé uniquement en mode Composant / HDMI.
● Lumin./Mouvement: permet de réduire la consommation d'énergie en
contrôlant la luminosité par rapport au mouvement.
N Cette fonction n'est pas prise en charge en mode
3D. pour les téléviseurs à écran plasma de la série 4900 ou LED de la série 6
N Disponible uniquement en mode Standard.
N Lorsque vous modifiez une valeur de Rétroéclairage pour un téléviseur LED
/ Lum. Cellules pour un téléviseur plasma , Luminosité or Contraste, l'option
Lumin./Mouvement sera réglée sur Arrêt.
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■ Options d'image
O MENUm → Image → Options d'image → ENTERE
N Si vous connectez un PC, vous ne pouvez modifier que Nuance Coul..
● Nuance Coul.
N Les options Chaude 1 ou Chaude 2 sont désactivées lorsque le mode
d’image est Dynamique.
N Les paramètres peuvent être réglés et mémorisés pour chaque dispositif
externe connecté à une entrée du téléviseur.
● Digital Clean View: Si le signal de radiodiffusion reçu par votre téléviseur
est faible, vous pouvez activer la fonction Digital Clean View pour faciliter la
réduction d'imagesfantômes ou statiques qui peuvent apparaître à l'écran.
N Lorsque le signal est faible, sélectionnez une autre option jusqu'à
obtention de la meilleure image possible.
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Visualisation auto: Lors du changement des chaînes analogiques, il affiche
l'intensité du signal.
N Disponible uniquement pour les chaînes analogiques.
N Une pression sur le bouton INFO affiche la barre de puissance du signal.
N Lorsque la barre est verte, vous recevez le meilleur signal possible.
● Filtre Bruit MPEG: réduit le bruit MPEG afin d’offrir une meilleure qualité
d’image.
● Niv. noir HDMI: permet de choisir le niveau de noir pour régler la profondeur
de l’écran.
N Disponible uniquement en mode HDMI (signaux RVB).
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● Mode Film: ègle le téléviseur de sorte qu’il détecte et traite automatiquement
les signaux de cinéma en provenance de toutes les sources et adapte l’image
afin d’obtenir une qualité optimale.
N La fonction Cinema Smooth n'est activée que lors de l'application d'un
signal HDMI de 24 Hz. pour les téléviseurs plasma
N Disponible en mode TV et en mode d'entrée externe supportant SD (480i
/ 576i) et HD (1080i), à l'exception du mode PC.
N Si l’image à l’écran ne semble pas naturelle, définissez sa configuration
sur Arrêt / Auto.1 / Auto.2 dans Mode Film.
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● Motion Plus pour les téléviseurs LED de la série 6 : Permet de supprimer les traînées
des scènes rapides avec beaucoup de mouvements, ce qui rend l'image plus
nette.
N L'écran Info (Infos) de votre téléviseur affiche la résolution et la fréquence
du signal entrant (60 Hz), et non la fréquence générée par le téléviseur
pour l'image affichée à l'aide de la fonction Motion Plus.
N Si des parasites apparaissent sur l'écran, configurez la fonction Motion
Plus sur Arrêt. Si la fonction Motion Plus est définie sur Personnalisé,
vous pouvez configurer manuellement l'option Réduction de flou,
Värinän vähent. ou Réinit..
N Si la fonction Motion Plus est définie sur Démo, vous pouvez comparer
la différence entre les modes Arrêt et Activé.
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Réduction de flou: règle le niveau de réduction du flou à partir des sources
vidéo.
Värinän vähent.: règle le niveau de réduction des vibrations à partir des
sources vidéo lors de la lecture de films.
LED Clear Motion: Permet de supprimer les traînées des scènes rapides
avec beaucoup de mouvements, ce qui rend l'image plus claire.
N Il est désactivé lorsque le mode d’image est défini sur Naturel.
N L'écran est susceptible de légèrement s'assombrir lors de l'utilisation de
la fonction LED Clear Motion.
Réinit.: restaure les paramètres par défaut.
● Optimiseur noir pour les téléviseurs plasma : permet d'optimiser le noir et
d'améliorer le rapport de contraste.
N Lors de la connexion à un ordinateur, cette fonction est désactivée.
N Lorsque le téléviseur exécute d'autres applications, cette fonction est
désactivée. (ex. : AllShare Play, PIP, télétexte)
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■
O
Image désactivée
MENUm → Image
t
→ Image désactivée → ENTERE
L'écran est éteint, mais le son reste activé. Appuyez sur n'importe quel bouton,
excepté celui du volume, pour allumer l'écran.
■ Réinit. param. img
O MENUm → Image → Réinit. param. img → ENTERE
Rétablit les paramètres par défaut du mode d’image actuel.
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❑ Changement du mode Son prédéfini
■ Mode Son
O MENUm → Son → Mode Son → ENTERE
● Standard: sélectionne le mode son normal.
● Musique: accentue la musique par rapport aux voix.
● Cinéma: offre le meilleur son pour les films.
● Voix claire: accentue les voix par rapport aux autres sons.
● Amplifier: augmente l’intensité du son aigu pour garantir une meilleure écoute
aux personnes malentendantes.
N Si Sélection Haut-parleur est défini sur Haut-parleur ext, l'option Mode
Son est désactivée.
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❑ Réglage des paramètres sonores
■ Effet sonore
(mode de son standard uniquement)
O MENUm → Son → Effet sonore → ENTERE
● DTS TruSurround
Cette fonction garantit un son surround virtuel 5.1 canaux par le biais de deux
haut-parleurs grâce à la technologie HRTF (Head Related Transfer Function -
Fonction de transfert asservie aux mouvements de la tête).
● DTS TruDialog
Cette fonction permet d’accentuer l’intensité d’une voix par rapport au fond
musical ou aux effets sonores, de manière à rendre les dialogues plus clairs
lorsque vous regardez une émission.
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● Egaliseur
Utilisez l’égaliseur pour personnaliser les paramètres de son de chaque hautparleur.
Balance: règle la balance entre les haut-parleurs droit et gauche.
100Hz / 300Hz / 1kHz / 3kHz / 10kHz (Réglage de la bande passante): règle
le niveau des fréquences de bande passante spécifiques.
Réinit.: rétablit les paramètres par défaut de l’égaliseur.
N Si Sélection Haut-parleur est défini sur Haut-parleur ext, l'option Effet
sonore est désactivée.
■ Audio 3D pour les téléviseurs à écran plasma de la série 4900 ou LED de la série 6
O MENUm → Son → Audio 3D → ENTERE
La technologie audio 3D vous plonge dans un environnement sonore
correspondant à l'effet en relief de la vidéo 3D grâce à un contrôle de la
profondeur audio.
N Disponible uniquement lors du visionnage de contenu 3D.
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■ Paramètres haut-parleur
O MENUm → Son → Paramètres haut-parleur → ENTERE
● Sélection Haut-parleur
Un effet d’écho peut se produire en raison de la différence de vitesse de
t
décodageentre le haut-parleur principal et le récepteur audio. Dans ce cas,
réglez le téléviseur sur Haut-parleur ext.
N Lorsque l'option Sélection Haut-parleur est définie sur Haut-parleur
ext, les boutons de volume et MUTE ne sont pas opérationnels et les
paramètres sonores sont limités.
N Lorsque l'option Sélection Haut-parleur est définie sur Haut-parleur
ext.
● Haut-parleur TV: Arrêt, Haut-parleur ext: Activé
N Lorsque l'option Sélection Haut-parleur est définie sur Haut-parleur
TV.
● Haut-parleur TV: Activé, Haut-parleur ext: Activé
N En l’absence de signal vidéo, les deux haut-parleurs sont coupés.
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● Volume auto
Pour équilibrer le niveau de volume sur chaque canal, définissez cette option
sur Normal.
Nuit: ce mode garantit un environnement sonore de meilleure qualité que le
mode Normal, avec une absence pratiquement totale de parasites. Il s’avère
particulièrement utile pendant la nuit.
N Pour contrôler le niveau de volume sur le périphérique source connecté
au téléviseur, définissez l’option Volume auto sur Arrêt sur le téléviseur.
Sinon, il se peut que les réglages du volume du périphérique source ne
soient pas appliqués.
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■ Paramètres supplém.
O MENUm → Son → Paramètres supplém. → ENTERE
● Niveau Audio DTV (chaînes numériques uniquement): cette fonction vous
permet de réduire la disparité d’un signal vocal (à savoir l’un des signaux
reçus lors d’une émission de télévision numérique) sur le niveau souhaité.
N En fonction du type de signal de radiodiffusion, les options MPEG / HEAAC
peuvent être réglées sur une valeur comprise entre -10 dB et 0 dB.
N Pour augmenter ou diminuer le volume, réglez ces valeurs entre 0 et -10,
respectivement.
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● Sortie audio numér.: La sortie audio numérique permet d'offrir un son
numérique et de réduire ainsi les interférences vers les haut-parleurs et divers
périphériques numériques, tels qu'un lecteur DVD.
Format Audio: Vous pouvez sélectionner le format de sortie audio numérique.
Le format de sortie audio numérique disponible peut varier en fonction de la
source d'entrée.
N La connexion de haut-parleurs 5.1 canaux dans un environnement Dolby
Digital vous permet d’optimiser votre environnement sonore 3D interactif.
Retard Audio: cette option permet de corriger le décalage audio/vidéo
lorsque vous regardez la télévision ou une vidéo et diffusez la sortie audio
numérique sur un dispositif externe tel qu’un récepteur AV (0ms ~ 250ms).
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● Comp Dolby Digital: cette fonction réduit la disparité entre un signal Dolby
Digital et un signal vocal (à savoir, Audio MPEG, HE-AAC, Son ATV).
N Sélectionnez Line pour obtenir un son dynamique et RF pour réduire la
différence entre les sons forts et faibles pendant la nuit.
Line: permet de définir le niveau de sortie des signaux supérieurs ou inférieurs
à -31 dB (référence) sur -20 dB ou -31 dB.
RF: permet de définir le niveau de sortie des signaux supérieurs ou inférieurs
à -20 dB (référence) sur -10 dB ou -20 dB.
■ Réinit. son
O MENUm → Son → Réinit. son → ENTERE
Rétablit les paramètres sonores par défaut définis en usine.
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❑ Sélection du mode Son
Lorsque vous définissez cette option sur
t
Dual I-II, le mode son actuel est affiché
à l’écran.
Type d'audio Dual I-II Par défaut
Stéréo A2 Mono Mono Changement automatique
Stéréo Stéréo ↔ Mono
Dual Dual I ↔ Dual II Dual I
NICAM Stéréo Mono Mono Changement automatique
Stéréo Mono ↔ Stéréo
Dual Mono → Dual I
 Dual II 
Dual I
N Si le signal stéréo est faible et qu’une commutation automatique se produit,
passez en Mono.
N Cette fonction n’est activée qu’avec un signal sonore stéréo.
N Accessible uniquement lorsque la Source est définie sur TV.
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Fonctions de préférence
❑ Exécution de la configuration initiale
■ Configuration
O MENUm → Système → Configuration → ENTERE
Réglez les chaînes et l'heure si vous configurez le téléviseur pour la première fois
ou après une réinitialisation.
N Exécutez la configuration initiale en suivant les instructions fournies par le
téléviseur.
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❑ Réglage de l’heure
■ Heure
O MENUm → Système → Heure → ENTERE
L’heure actuelle s’affiche à chaque fois que vous appuyez sur le bouton INFO.
● Horloge: le réglage de l’heure est nécessaire pour utiliser différentes fonctions
de minuterie du téléviseur.
N Si vous débranchez le cordon d’alimentation, vous devez régler de
nouveau l’horloge.
Mode Horloge: permet de définir l'heure manuellement ou automatiquement.
– Auto.: règle automatiquement l'heure en fonction des signaux diffusés par
une chaîne numérique.
N L’antenne doit être connectée pour permettre le réglage automatique de
l’heure.
– Manuel: permet de régler l'heure manuellement.
N En fonction du signal et de la station de diffusion, il se peut que la
configuration automatique de l’heure soit incorrecte. Dans ce cas, réglez
l’heure manuellement.
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Réglage Horloge: permet de régler la Date et l'Heure.
N Disponible uniquement lorsque l’option Mode Horloge est définie sur
Manuel.
N Vous pouvez régler directement la Date et l'Heure en appuyant sur les
touches numériques de la télécommande.
Fuseau Horaire (selon le pays): sélectionnez votre fuseau horaire.
N Cette fonction est uniquement disponible lorsque Mode Horloge est
défini sur Auto..
N Si vous sélectionnez l’option Manuel dans Fuseau Horaire, GMT et
Heure d'été d'été sont activés.
Décalage horaire (selon le pays) pour les téléviseurs plasma de la série 4900 : Règle
l'heure lorsque votre téléviseur reçoit les informations relatives à l'heure via
Internet. permet de définir l'heure exacte en sélectionnant un décalage.
N L'heure actuelle est réglée par le biais d’un réseau si le téléviseur ne
parvient pas à recevoir les informations relatives à l’heure, y compris le
signal de radiodiffusion des chaînes de télévision (par exemple si vous
regardez la télévision par le biais d'un boîtier décodeur, d'un récepteur
satellite, etc.).
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❑ Utilisation de la veille
O MENUm → Système → Heure → Veille → ENTERE
● Veillet: éteint automatiquement le téléviseur après une période
déterminée. (30, 60, 90, 120, 150 ou 180 minutes)
N Utilisez les boutons ▲/▼ pour sélectionner un intervalle de temps, puis
appuyez sur ENTERE. Pour annuler la fonction Veille, sélectionnez
Arrêt.
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❑ Réglage de la minuterie de mise en marche / arrêt
O MENUm → Système → Heure → Progr. activ.  Progr. désact. →
ENTERE
● Progr. activ.: vous pouvez définir trois configurations Progr. activ. distinctes.
(Progr. activ. 1, Progr. activ. 2, Progr. activ. 3)
Configuration: sélectionnez Arrêt, Une fois, Quotid., Lun~Ven, Lun~Sam,
Sam~Dim ou Manuel pour définir l'option suivant vos besoins. Si vous
sélectionnez Manuel, vous pouvez choisir le jour d'activation de la minuterie.
N Le symbole c indique le jour sélectionné.
Heure: réglez les heures et les minutes.
Volume: sélectionnez le niveau de volume désiré.
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Source: permet de sélectionner la source du contenu lu au démarrage du
téléviseur. Vous pouvez:
– Sélectionner TV et faire en sorte que le téléviseur affiche une chaîne
hertzienne ou câblée spécifique.
– Sélectionner USB et faire en sorte que le téléviseur lise des fichiers photo
ou audio à partir d'un périphérique USB.
– Sélectionner une source sur le téléviseur auquel vous avez connecté un
boîtier décodeur et faire en sorte que le téléviseur affiche une chaîne à
partir du décodeur.
N Le périphérique USB doit être connecté à votre téléviseur avant de
pouvoir sélectionner la fonction USB.
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N Si vous sélectionnez une autre source que TV ou USB, vous devez:
● Disposer d'un câble ou d'un décodeur satellite connecté à cette
source
● Définir sur le décodeur la chaîne que vous souhaitez regarder au
démarrage du téléviseur
● Laisser le décodeur sous tension.
N Lorsque vous sélectionnez une autre source que TV ou USB, les options
Aerial (Antenne) et Channel (Chaîne) disparaissent.
Antenne (lorsque Source est réglé sur TV): sélectionnez ATV ou DTV.
Canal (lorsque Source est réglé sur TV): permet de sélectionner la chaîne
souhaitée.
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Musique / Photo (lorsque Source est réglé sur USB): sélectionnez un dossier
de la clé USB contenant les fichiers de musique ou les photos qui doivent être
lus lors de la mise sous tension automatique du téléviseur.
– Si le périphérique USB ne contient aucun fichier audio ou si le dossier
contenant un fichier audio n'est pas sélectionné, la fonction de veille ne
fonctionne pas correctement.
– Si le périphérique USB ne contient qu'un seul fichier photo, la fonction de
diaporama ne démarre pas.
– Les dossiers dont le nom est trop long ne peuvent pas être sélectionnés.
– Chaque périphérique USB utilisé se voit attribuer son propre dossier. Si
vous utilisez plusieurs périphériques USB du même type, assurez-vous
que les dossiers affectés à chacun d’eux portent des noms différents.
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– Il est conseillé d'utiliser une clé USB et un lecteur de cartes multiformat
lors de l'utilisation de la fonction Progr. activ..
– Il se peut que l'option Progr. activ. ne fonctionne pas avec certains
périphériques USB équipés d'une batterie intégrée, ainsi que des lecteurs
MP3 et lecteurs multimédias portables de certains fabricants, car leur
reconnaissance prend trop de temps.
● Progr. désact.: vous pouvez définir trois configurations Progr. désact.
distinctes. (Progr. désact. 1, Progr. désact. 2, Progr. désact. 3)
Configuration: sélectionnez Arrêt, Une fois, Quotid., Lun~Ven, Lun~Sam,
Sam~Dim ou Manuel pour définir l'option suivant vos besoins. Si vous
sélectionnez Manuel, vous pouvez choisir le jour d'activation de la minuterie.
N Le symbole c indique le jour sélectionné.
Heure: réglez les heures et les minutes.
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❑ Solutions économiques
■ Solution Eco
O MENUm → Système → Solution Eco → ENTERE
● Mode éco.: permet de régler la luminosité du téléviseur afin de réduire la
consommation d’énergie.
● Capteur Eco pour les téléviseurs plasma et les téléviseurs LED de la série 6 : cette fonction
permet d'optimiser vos économies d'énergie ; les réglages de l'image
s'adaptent automatiquement en fonction de la luminosité de la pièce.
N Si vous réglez l'option Rétroéclairage pour les téléviseurs LED / Lum.
Cellules pour les téléviseurs plasma , la fonction Capteur Eco sera définie sur
Arrêt.
Rétro-écl. min pour les téléviseurs LED / Lum. cellules
min. pour les téléviseurs plasma  : lorsque Capteur Eco est défini sur Activé, la
luminosité d'écran minimale peut être réglée manuellement.
N Si Capteur Eco est Activé, la luminosité de l'écran peut changer
(ildevient plus ou moins lumineux) en fonction de l'intensité de la lumière
environnante.
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● Veille si aucun signal: pour éviter toute consommation d'énergie inutile,
définissez la durée d'activation du téléviseur lorsqu'il ne reçoit pas de signal.
N Il est désactivé lorsque le PC est en mode d’économie d’énergie.
● Hors ten. auto: le téléviseur s'éteint automatiquement si aucune activité n'est
détectée pendant 4 heures.
N Si l'option Hors ten. auto est définie sur Arrêt, le téléviseur restera
allumé même si aucune opération n'y est effectuée.
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❑ Autres fonctionnalités
■ Langue des menus
O MENUm → Système → Langue des menus → ENTERE
définissez la langue des menus.
■ Temps protection auto pour les téléviseurs LED
O MENUm → Système → Temps protection auto → ENTERE
Si l’écran est inutilisé et affiche une image fixe pendant une durée définie par
l’utilisateur, l’économiseur d’écran est activé de manière à prévenir la formation
d’images parasites sur l’écran.
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■ Protec brûl. écran pour les téléviseurs plasma
O MENUm → Système → Protec brûl. écran → ENTERE
Afin de réduire le risque de brûlure d'écran, cet écran est équipé d'une
technologie de prévention des brûlures Modif. pixel. La fonction Modif. pixel
déplace légèrement l'image à l'écran. La fonction Durée permet de programmer
la durée en minutes séparant les mouvements de l'image.
Votre téléviseur est également doté de ces fonctions de protection de brûlure
d'écran supplémentaires:
● Modif. pixel
● Temps protection auto
● Défilement
● Gris de bord
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● Modif. pixel: cette fonction permet de régler le téléviseur pour déplacer les
pixels sur l'écran plasma dans le sens vertical ou horizontal, afin d'éviter une
image résiduelle sur l'écran.
N Réglages des modifications de pixels disponibles et réglages optimaux
Elément TV / HDMI
Horizontal 0~4 4
Vertical 0~4 4
Durée (minute) 1~4 min 4 min
N La valeur Modif. pixel peut changer selon le mode et la taille de l’écran.
N Cette fonction n’est pas disponible en mode Adapter à l’écran.
● Temps protection auto: si l'écran affiche une image fixe pendant une certaine
période que vous définissez, le téléviseur active l'économiseur d'écran pour
éviter la formation d'images fantômes.
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● Défilement: cette fonction permet d'éviter le phénomène de rémanence en
illuminant tous les pixels de l'écran plasma suivant un modèle. Utilisez cette
fonction lorsque des images résiduelles ou des symboles apparaissent à
l'écran, en particulier lorsque vous affichez une image fixe à l'écran longtemps.
N La fonction de suppression d’images résiduelles doit être exécutée
pendant longtemps (environ une heure) pour supprimer efficacement
les images résiduelles. Si l'image résiduelle n'est pas supprimée après
l'exécution de cette fonction, répétez l'opération.
N Appuyez sur n'importe quelle touche de la télécommande pour annuler
cette fonction.
● Gris de bord: lorsque vous regardez la télévision avec un format d'écran
4:3, la fonction Gris de bord permet d'éviter des dommages sur les bords
de l'écran par un réglage de la balance des blancs aux extrêmes gauche et
droite.
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■ Général
O MENUm → Système → Général → ENTERE
● Mode Jeu: lorsque vous connectez une console de jeux, telle qu’une
PlayStation™ ou Xbox™, vous pouvez bénéficier d’une expérience ludique
encore plus réaliste en sélectionnant le mode Jeu.
N REMARQUE
● Précautions et restrictions du mode Jeu
– Pour déconnecter la console de jeux et connecter un autre
périphérique externe, définissez Mode Jeu sur Arrêt dans le
menu de configuration.
– Si vous affichez le menu du téléviseur en Mode Jeu, l’écran
tremble légèrement.
● Le Mode Jeu n'est pas disponible en mode TV.
● Après avoir connecté la console de jeux, définissez le Mode Jeu sur
Activé. Malheureusement, il se peut que la qualité d'image soit moins
bonne.
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● Si Mode Jeu est défini sur Activé:
– Le Mode Image est défini sur Standard et le Mode Son sur
Cinéma.
● Verr. Touches: permet de verrouiller ou déverrouiller toutes les touches du
panneau.
● Affich. logo: affichez le logo Samsung au démarrage de la TV.
■ Modifier PIN
O MENUm → Système → Modifier PIN → ENTERE
Une modification de votre mot de passe est requise pour pouvoir configurer le
téléviseur.
N L’écran de saisie du code PIN s’affiche après l’écran de configuration.
N Entrez votre code PIN à quatre chiffres. Modifiez le code PIN à l’aide de
l’option Modifier PIN.
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■ DivX® Vidéo à la demande
O MENUm → Système → DivX® Vidéo à la demande → ENTERE
affiche le code d’enregistrement autorisé pour le téléviseur. Connectez-vous au
site Web DivX et enregistrez-vous à l’aide du code d’enregistrement à 10 chiffres
pour pouvoir télécharger le fichier d’activation VOD.
Une fois que vous exécutez ce dernier à l’aide de Vidéos, l’enregistrement est
terminé.
N Pour plus d'informations sur DivX® VOD, rendez-vous sur le site Web http://
vod.divx.com.
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Fonctions avancées
❑ Utilisation de la liste des sources
■ Liste Source
O MENUm → Applications → Liste Source → ENTERE
N Lorsque vous appuyez sur le bouton SOURCE, l'écran Source s'affiche
immédiatement.
N Vous pouvez uniquement choisir des périphériques externes connectés au
téléviseur. Les entrées connectées sont mises en surbrillance dans la liste
Source.
N Pour plus d'informations, consultez le chapitre "Modification de la source
d'entrée" dans le manuel utilisateur.
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❑ Connexion d'un périphérique USB
1. Allumez votre téléviseur.
2. Connectez un périphérique USB contenant des photos ou des fichiers
musicaux au port USB sur le côté du téléviseur.
3. Lorsqu'un périphérique USB est connecté au téléviseur, une fenêtre
contextuelle s'ouvre. Vous pouvez sélectionner directement Photos, Vidéos
ou Musique.
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N Il se peut que le fonctionnement ne soit pas correct avec des fichiers
multimédia sans licence.
N Liste des choses à savoir avant d'utiliser le contenu multimedia
● Le protocole MTP (Media Transfer Protocol) n'est pas pris en charge.
● Les systèmes de fichiers pris en charge sont FAT et exFAT.
● Il est possible que certains types d'appareils photo numériques et de
périphériques audio USB ne soient pas compatibles avec ce téléviseur.
● Le contenu multimédia prend uniquement en charge le format JPEG
séquentiel.
● Media Contents ne prend en charge que les périphériques de stockage
de masse USB. Ceux-ci sont dédiés aux périphériques de transport
de masse uniquement. Il s'agit notamment des clés USB et lecteurs
de cartes Flash (les concentrateurs USB ne sont pas pris en charge).
Les périphériques doivent être connectés directement au port USB du
téléviseur.
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● Avant de connecter l'appareil au téléviseur, sauvegardez vos fichiers afin
d'éviter qu'ils ne soient endommagés ou que des données ne soient
perdues. SAMSUNG ne saurait, en aucun cas, être tenu responsable de
la perte de données ou de l'endommagement d'un fichier de données.
● Le disque dur connecté au port USB n'est pas pris en charge.
● Ne déconnectez pas le périphérique USB en cours de chargement.
● Plus la résolution de l'image est élevée, plus le temps d'affichage à
l'écran sera long.
● La résolution JPEG maximale prise en charge est de 15360 x 8640
pixels.
● Pour les fichiers non pris en charge ou endommagés, le message "Not
Supported File Format" s'affiche.
● Les fonctions de recherche de scène et de miniature ne sont pas prises
en charge dans l'option Vidéos.
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● Les fichiers MP3 avec gestion des droits numériques (DRM) téléchargés
à partir d'un site payant ne peuvent pas être lus. La technologie DRM
(Gestion des droits numériques) prend en charge la création de contenu,
la distribution et la gestion intégrales du contenu (par exemple, la
protection des droits et des intérêts des fournisseurs de contenu, la
prévention de la copie illégale du contenu), ainsi que la gestion de la
facturation et des règlements.
● Le mode de connexion PTP n'est entièrement disponible qu'avec des
appareils photo numériques. Lorsque vous connectez un smartphone ou
une tablette au téléviseur à l'aide du mode PTP, cet appareil risque de ne
pas être reconnu.
● Un périphérique USB nécessitant beaucoup de puissance (plus de 500
mA ou 5 V) ne sera peut-être pas pris en charge.
● Si le téléviseur ne reçoit aucun signal d'entrée pendant la période
configurée sous l'option Temps protection auto, l'économiseur d'écran
s'active.
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● Le mode d'économie d'énergie de certains disques durs externes peut
être désactivé automatiquement lors d'une connexion au téléviseur.
● Si un câble d'extension USB est utilisé, il se peut que le périphérique
USB ne soit pas reconnu ou que les fichiers qui y sont stockés ne soient
pas lus.
● Si un périphérique USB connecté au téléviseur n'est pas reconnu, si la
liste des fichiers qui y sont stockés est altérée ou si un fichier de la liste
est illisible, connectez le périphérique en question à l'ordinateur, formatez
le périphérique et vérifiez la connexion.
● Si un fichier supprimé depuis le PC apparaît encore lors de l'utilisation du
contenu multimedia, utilisez la fonction "Vider la Corbeille" de l'ordinateur
pour supprimer définitivement ce fichier.
● Si le nombre de fichiers et dossiers enregistrés sur un périphérique de
stockage USB est supérieur à environ 4 000, certains peuvent ne pas
apparaître et certains dossiers sont susceptibles de ne pas pouvoir être
ouverts.
Français
◀ ▶
Déconnexion d'un périphérique USB
1. Appuyez sur le bouton SOURCE.
2. Sélectionnez le périphérique USB souhaité, puis appuyez sur le bouton
TOOLS. Le menu Outils apparaît.
3. Sélectionnez Retirer USB, puis attendez que le périphérique USB soit
déconnecté. Vous pouvez retirer le périphérique USB du téléviseur.
N Pour retirer un périphérique USB du téléviseur, nous vous recommandons
d'utiliser la fonction Retirer USB.
Français
◀ ▶
❑ Utilisation du contenu multimedia
O MENUm → Applications → Media Play → ENTERE
Profitez des photos, des fichiers musicaux et des films enregistrés sur un
périphérique de stockage de masse USB de la classe MSC.
1. Appuyez sur le bouton MEDIA.P.
2. Appuyez sur le bouton ◄/► pour sélectionner le menu de votre choix (Photos,
Vidéos, Musique), puis sur ENTERE.
3. Appuyez sur le bouton ◄/► pour sélectionner le périphérique de votre choix,
puis sur ENTERE.
4. Appuyez sur le bouton ▲/▼/◄/► pour sélectionner le fichier voulu dans la
liste, puis sur ENTERE ou ∂ (Lecture).
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Lecture des fichiers sélectionnés
1. Appuyez sur le bouton ▲ pour sélectionner Options dans le haut de chaque
écran principal, et sélectionnez Lire élém. sél..
2. Sélectionnez les fichiers de votre choix.
N Une marque de sélection s'affiche à gauche des fichiers sélectionnés.
N Appuyez de nouveau sur le bouton ENTERE pour désélectionner le
fichier.
3. Appuyez sur le bouton ▲ pour sélectionner Lecture.
N Vous pouvez sélectionner ou désélectionner tous les fichiers en appuyant
sur Sélectionner tout / Tout désélectionner.
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❑ Lecture des photos / vidéos / fichiers musicaux
Pendant la lecture d'un fichier, appuyez sur le bouton ▲/▼/◄/► pour
sélectionner le menu voulu.
N Lorsque le menu d'options ne s'affiche pas, appuyez sur le bouton TOOLS
(Outils) ou ENTERE.
N Vous pouvez aussi utiliser les boutons ∂/∑/∫/π/µ de la
télécommande pendant la lecture.
N En appuyant sur le bouton INFO pendant la lecture, vous pouvez consulter
les informations de lecture.
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Menu Lecture
Bouton Opération Photos Vidéos Musique
 / Précédent / Suivant ●
 / Lancer le diaporama / Arrêter le diaporama ●
Lecture / Pause Mini-lecteur* ● ●
 / Précédent / Suivant Mini-lecteur* ● ●
 / Rembobiner / Avance rapide ● ●
* Ces boutons s'affichent lorsque l'option Fond musical est réglée sur Mini-lecteur dans Photos.
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Menu Configuration
● Photos
Bouton Opération
Paramètres du
diaporama
Vous pouvez définir les options Vitesse et Effets pendant le
diaporama.
Zoom Vous pouvez effectuer un zoom sur des images lorsque vous
êtes en mode Plein écran.
Pivoter Vous pouvez faire pivoter des images lorsque vous êtes en
mode Plein écran.
Fond musical / Minilecteur

Vous pouvez définir le fond musical d'un diaporama. / Vous
pouvez contrôler des menus de lecture simples.
Paramètres Mode Image / Mode Son: vous permet de régler la
configuration de l'image ou du son.
Information: Vous pouvez consulter des informations détaillées
sur le fichier en cours de lecture.
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N Pendant le diaporama, tous les fichiers de la liste sont affichés dans l'ordre.
N Lorsque vous appuyez sur le bouton ∂ (Lecture) (ou le bouton ▲ →
Options → Diaporama) dans la liste des fichiers, le diaporama démarre
immédiatement.
N Pendant le diaporama, vous pouvez régler la vitesse de défilement à l'aide du
bouton π (REW) ou µ (FF).
● Formats de photo pris en charge
N Pour plus de détails, reportez-vous au chapitre "Caractéristiques
techniques" du manuel utilisateur.
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● Vidéos
Bouton Opération
Recherche Rech. titres: Vous pouvez directement déplacer l'autre fichier.
Rech. barre de temps: Vous pouvez rechercher la vidéo à l'aide
des boutons ◄ et ► toutes les minutes ou en entrant directement
le numéro correspondant.
N Cette fonction peut ne pas être prise en charge, en fonction de
la source.
Mode Répétition Vous pouvez lire des fichiers films en boucle.
Format de l'image Vous pouvez régler le format de l'image selon vos besoins.
Paramètres Param. de sous-titre: Vous pouvez visionner la vidéo avec des
sous-titres. Cette fonction n'est active que lors de la lecture de
fichiers de type streaming prenant en charge plusieurs formats
audio.
Mode Image / Mode Son: vous permet de régler la configuration
de l'image ou du son.
Langue audio: Vous pouvez modifier la langue audio si la vidéo en
comporte plusieurs.
Information: Vous pouvez consulter des informations détaillées sur
le fichier en cours de lecture.
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N Si les informations sur la durée de la vidéo sont inconnues, la durée de
lecture et la barre de progression ne s'affichent pas.
N Ce mode vous permet de profiter des séquences vidéo d'un jeu vidéo, mais
pas de jouer au jeu proprement dit.
● Formats sous-titrage/vidéo pris en charge
N Pour plus de détails, reportez-vous au chapitre "Caractéristiques
techniques" du manuel utilisateur.
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● Musique
Bouton Opération
Répétition Vous pouvez lire des fichiers musicaux en boucle.
Aléatoire vous pouvez lire la musique de manière aléatoire.
Mode Son Vous pouvez régler les paramètres sonores.
N Seuls les fichiers musicaux dont l'extension est prise en charge sont affichés.
Les autres extensions de fichier ne sont pas affichées, même si elles sont
enregistrées sur le même périphérique USB.
N Si un son anormal est émis lors de la lecture de fichiers musicaux, réglez
l'option Egaliseur dans le menu Son. (Un fichier musical surmodulé peut être
à l'origine d'un problème sonore.)
● Formats musicaux pris en charge
N Pour plus de détails, reportez-vous au chapitre "Caractéristiques
techniques" du manuel utilisateur.
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Définition de la langue d'encodage
Définissez la langue d'encodage si le texte n'est pas pris en charge.
1. Appuyez sur le bouton ▲ pour sélectionner Options dans le haut de l'écran
principal Musique et sélectionnez Encodage.
2. Sélectionnez la langue d'encodage souhaitée.
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❑ Utilisation de la fonction 3D
 pour les téléviseurs à écran plasma de la série 4900 ou LED de la série 6
Regarder la télévision à l'aide de la fonction 3D
INFORMATIONS IMPORTANTES SUR LA SECURITE ET LA PROTECTION DE LA
SANTE CONCERNANT LES IMAGES EN 3D.
Il est important de lire attentivement et de bien comprendre les informations de
sécurité suivantes avant d'utiliser la fonction 3D de votre téléviseur.
[AVERTISSEMENT
● Certaines personnes peuvent être victimes de vertiges, nausées et maux
de tête lorsqu'elles regardent la télévision en 3D. Si vous présentez des
symptômes de ce type, arrêtez de regarder la télévision en 3D, retirez les
lunettes actives 3D et reposez-vous.
● Le fait de regarder des images 3D pendant une période prolongée peut
causer une fatigue oculaire. Si vous présentez ce type de symptôme,
arrêtez de regarder le téléviseur 3D, retirez les lunettes actives 3D et
reposez-vous.
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● Des adultes doivent régulièrement vérifier que tout se passe bien pour
les enfants qui utilisent la fonction 3D. Si un enfant se plaint de fatigue
oculaire, de maux de tête, de vertiges ou de nausées, demandez-lui
d'arrêter de regarder la télévision en 3D et de se reposer.
● N'utilisez pas les lunettes actives 3D à d'autres fins (par exemple, comme
lunettes de vue, de soleil ou de protection).
● N'utilisez pas la fonction 3D ou les lunettes actives 3D lorsque vous
marchez ou vous vous déplacez. Si vous utilisez la fonction 3D ou les
lunettes actives 3D en vous déplaçant, vous pouvez vous blesser en
trébuchant, en chutant et/ou en percutant des objets.
Avant d'utiliser la fonction 3D...
● Il se peut que les lunettes actives 3D d'un modèle antérieur de Samsung (de
type IR) ou d'autres fabricants ne soient pas prises en charge.
● Lors de la mise en marche initiale du téléviseur, l'optimisation de l'écran 3D
peut prendre quelques instants.
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● En cas de proximité avec un autre appareil 3D ou électronique, il est possible
que les lunettes actives 3D ne fonctionnent pas correctement. En cas de
problème, placez les autres appareils électroniques le plus loin possible des
lunettes actives 3D .
● Veillez à rester dans l'angle de visualisation et à une distance de visualisation
du téléviseur optimale lorsque vous regardez des images 3D. Sinon, vous
risquez de ne pas pouvoir profiter des effets 3D attendus.
● La distance de visualisation idéale doit correspondre à au moins trois fois la
hauteur de l'écran. Nous recommandons à l'utilisateur de s'asseoir de sorte
que ses yeux soient au même niveau que l'écran.
● Si la lecture de vidéos 3D ne fonctionne pas sur un lecteur BD, retirez le
disque du lecteur puis réinsérez-le, ou redémarrez le lecteur BD.
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■ 3D
O MENUm → Image → 3D → ENTERE
Cette nouvelle fonctionnalité vous permet de regarder du contenu 3D.
N Le logo "Full HD 3D Glasses™" indique une compatibilité entre les produits
d'affichage et les lunettes 3D conformes au format "Full HD 3D Glasses™".
Cela n'indique pas la qualité d'image des produits d'affichage.
N Selon le format de l'image source, certains modes 3D peuvent ne pas être
disponibles.
N Lorsque vous regardez des images 3D sous une lumière tremblotante
comme une lampe fluorescente (50 Hz ~ 60 Hz) ou une lampe à 3 longueurs
d'onde, il se peut que l'écran scintille légèrement. Si tel est le cas, atténuez
l'intensité de l'éclairage ou éteignez la lumière.
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● Mode 3D
Pour profiter pleinement de l'effet 3D, mettez les lunettes actives 3D, puis
sélectionnez l'un des modes Mode 3D décrits dans la liste ci-dessous pour
obtenir une qualité 3D optimale .
Mode 3D Opération
Off Arrêt Désactive la fonction 3D.
2D → 3D Change une image 2D en 3D.
N Certains formats de fichier peuvent ne pas être pris en charge.
Côte à côte Affiche deux images côte à côte.
Haut & Bas Affiche les images l'une au-dessus de l'autre.
N Le Mode 3D est défini automatiquement sur Off lorsque vous accédez
aux fonctions Media Play ou e-Manual.
N Le Mode 3D est défini automatiquement sur la valeur de configuration
mémorisée en cas de changement de la source d'entrée.
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● Perspective 3D: permet de régler la perspective 3D globale de l'image à
l'écran.
● Profondeur: permet de régler la profondeur globale.
● Modification G/D: intervertit les images gauche et droite.
● 3D → 2D: permet d'afficher uniquement l'image pour l'œil gauche.
N Cette fonction est désactivée lorsque 3D Mode est défini sur " " ou "
Off ".
Résolution prise en charge (16:9 uniquement)
● HDMI
Source Résolution Fréquence (Hz)
 / 1280 x 720p 50 / 59.94 / 60 Hz
1920 x 1080i 50 / 59.94 / 60 Hz
1920 x 1080p 23.98 / 24 / 25 / 29.97 / 30 / 50 / 59.94 / 60 Hz
Frame Packing 1280 x 720p 50 / 59.94 / 60 Hz
1920 x 1080i 50 / 59.94 / 60 Hz
1920 x 1080p 23.98 / 24 / 25 / 29.97 / 30 Hz
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● Composant & DTV
Source Résolution Fréquence (Hz)
Composant 1280 x 720p 50 / 59.94 / 60 Hz
1920 x 1080i 50 / 59.94 / 60 Hz
1920 x 1080p 23.98 / 24 / 25 / 29.97 / 30 / 50 / 59.94 / 60 Hz
DTV 1280 x 720p 50 / 59.94 / 60 Hz
1920 x 1080i 50 / 59.94 / 60 Hz
1920 x 1080p 25 Hz
● Vidéos / Photos (dans Media Play)
Pour plus de détails, reportez-vous au chapitre "Caractéristiques techniques"
du manuel utilisateur.
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❑ Affichage du manuel électronique
■ e-Manual
O MENUm → Assistance → e-Manual → ENTERE
Vous pouvez lire l'introduction et les instructions relatives aux fonctions de votre
TV.
N Pour plus d'informations sur l'écran du Manuel électronique, reportez-vous à
la section "Consultation du manuel électronique" du Manuel de l'utilisateur.
Autres fonctionnalités
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❑ Utilisation du diagnostic automatique
■ Diagnost. auto.
O MENUm → Assistance → Diagnost. auto. → ENTERE
● Le Diagnost. auto. peut prendre quelques secondes; ce phénomène est
normal.
● Test de l'image: Utilisez cette option pour rechercher d'éventuels problèmes
d'image.
● Test du son: utilisez la mélodie intégrée pour rechercher d’éventuels
problèmes sonores.
N Si les haut-parleurs du téléviseur restent muets, avant d’effectuer le test
du son, vérifiez que l’option Sélection Haut-parleur est réglée sur Hautparleur
TV dans le menu Son.
N La mélodie est diffusée pendant le test, même si l’option Sélection Hautparleur
est réglée sur Haut-parleur ext ou si le son a été désactivé en
appuyant sur le bouton MUTE.
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● Informations de signal (chaînes numériques uniquement): soit la qualité
de réception des chaînes HDTV est parfaite, soit les chaînes ne sont pas
disponibles. Réglez votre antenne afin d’augmenter l’intensité du signal.
● Réinit.: rétablit tous les paramètres par défaut, à l'exception des paramètres
réseau.
N L’écran de saisie du code PIN s’affiche après l’écran de configuration.
N Entrez votre code PIN à quatre chiffres. Modifiez le code PIN à l’aide de
l’option Modifier PIN.
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❑ Mise à jour du logiciel
■ Mise à jour du logiciel
O MENUm → Assistance → Mise à jour du logiciel → ENTERE
Le menu Mise à jour du logiciel vous permet de mettre à niveau le logiciel de
votre téléviseur vers la dernière version.
Version actuelle: il s'agit de la version du logiciel installée sur votre téléviseur.
N Lorsque la mise à niveau du logiciel est terminée, les paramètres vidéo
et audio par défaut sont réinitialisés. Il est conseillé de prendre note des
paramètres afin de pouvoir les rétablir facilement après la mise à niveau.
Français
◀ ▶
● MàJ maintenant
– USB: insérez la clé USB contenant le fichier de mise à niveau du
microprogramme téléchargé sur www.samsung.com dans le téléviseur.
N Veillez à ne pas couper l’alimentation, ni retirer la clé USB tant que
les mises à niveau ne sont pas terminées. Une fois la mise à niveau
du microprogramme terminée, le téléviseur se met automatiquement
hors tension, puis se rallume.
– Canal: met à niveau le logiciel en utilisant le signal de télédiffusion.
N Si la fonction est sélectionnée pendant la période de transmission du
logiciel, ce dernier est automatiquement recherché et téléchargé.
N Le temps nécessaire au téléchargement du logiciel dépend de l’état
du signal.
● Mise à jour auto: une mise à niveau manuelle sera automatiquement
effectuée au moment que vous avez choisi. Etant donné que le courant est
activé de façon interne, l'écran peut s'allumer brièvement pour le produit. Ce
phénomène peut se produire pendant plus d'une heure, jusqu'à ce que la
mise à jour logiciel soit terminée.
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❑ Changement du mode d'utilisation
■ Mode Utilisation
O MENUm → Assistance → Mode Utilisation → ENTERE
Sélectionnez le Mode Utilisation adapté à votre situation. Nous vous
recommandons vivement de sélectionner le mode Util. domicile.
● Util. domicile: le réglage par défaut est Util. domicile.
● Util. magasin: le mode Util. magasin est uniquement prévu pour un usage
en magasin. Si vous sélectionnez Util. magasin, certaines fonctions ne
fonctionneront pas et les paramètres d'image seront redéfinis toutes les 30
minutes.
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❑ Affichage de Contacter Samsung
■ Contacter Samsung
O MENUm → Assistance → Contacter Samsung → ENTERE
Consultez ces informations si le téléviseur ne fonctionne pas correctement ou
si vous voulez mettre à niveau le logiciel. Vous y trouverez des informations
concernant nos centres d’appel, ainsi que le téléchargement de nos produits et
logiciels.
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❑ Utilisation du mode Sport
■
O
Mode Sport
MENUm →
t
Applications → Mode Sport → ENTERE
Ce mode optimise les conditions pour regarder des compétitions sportives.
N Lorsque le mode sport est activé, les modes d'image et de son sont
automatiquement définis sur Stade.
N Si vous éteignez le téléviseur alors que vous regardez le mode Mode Sport,
le Mode Sport sera désactivé.
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❑ Utilisation du système satellite
 pour les téléviseurs LED de la série 6170
● Recherche automatique
O MENUm → Diffusion → Recherche automatique → ENTERE
Lorsque la source Antenne est définie sur Satellite
– Type de canal: permet de sélectionner le type de canal à mémoriser.
– Satellite: permet de sélectionner le satellite à rechercher. L'option peut
varier en fonction du pays.
– Mode Recherche: permet de sélectionner un mode de recherche pour le
satellite sélectionné.
– Réinitialiser: permet de sélectionner le mode de balayage du satellite
sélectionné.
N Cette fonction est disponible après connexion à une antenne satellite
et paramétrage des chaînes.
– Mode de rech.: permet de sélectionner le mode de recherche avec les
boutons de navigation.
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● Recherche manuelle
O MENUm → Diffusion → Paramètres chaînes → Recherche manuelle
→ ENTERE
Rechercher satellite
Transpondeur: permet de sélectionner le transpondeur à l'aide des boutons
de navigation.
Mode Recherche: permet de sélectionner les chaînes gratuites ou toutes les
chaînes à enregistrer.
Rech. réseau: permet de sélectionner ou non la recherche réseau.
Qualité du signal: permet d'afficher l'état actuel du signal de diffusion.
N Les informations concernant un satellite et son transpondeur sont
sujettes à des modifications selon les conditions de diffusion.
N Une fois le paramétrage terminé, allez sur Recherche et appuyez sur le
bouton ENTERE. La recherche des chaînes commence.
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● Système satellite
O MENUm → Diffusion → Paramètres chaînes → Système satellite →
ENTERE
L’écran de saisie du code PIN apparaît. Entrez votre code PIN à quatre
chiffres. La fonction Système satellite est disponible lorsque l'option
Antenne est définie sur Satellite. Avant d'exécuter la fonction Recherche
automatique, définissez l'option Système satellite. La recherche des
chaînes est alors exécutée normalement.
● Sélection du satellite: vous pouvez choisir les satellites pour ce
téléviseur.
● Alimentation du LNB: permet d'activer ou de désactiver l'alimentation
du LNB.
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● Réglages LNB: permet de configurer l'équipement extérieur.
N Cette fonction est disponible lorsque l'option Alimentation du LNB
est réglé sur Activé.
Satellite: sélectionnez le satellite pour la réception des émissions
numériques.
Transpondeur: permet de sélectionner un transpondeur dans la liste ou
d'en ajouter un nouveau.
Mode DiSEqC: permet de sélectionner le mode DiSEqC pour le LNB
sélectionné.
Osc. LNB plus bas: permet de régler les oscillateurs LNB sur une
fréquence inférieure.
Osc. LNB plus hauts: permet de régler les oscillateurs LNB sur une
fréquence supérieure.
Tone 22 kHz: permet de sélectionner la tonalité 22kHz en fonction du
type de LNB. Pour un LNB universel, elle doit être sur Auto..
Qualité du signal: permet d'afficher l'état actuel du signal de diffusion.
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● Param. SatCR/Unicable: configurez l'installation à câble unique.
N SatCR désigne le routeur de chaînes satellites.
N Cette fonction n'est pas prise en charge dans tous les pays.
SatCR/Unicable: activez ou désactivez la prise en charge de l'installation
à câble unique.
● Réglages du positionneur: configure le positionneur de l'antenne.
N Cette fonction est disponible lorsque l'option Alimentation du LNB
est réglé sur Activé.
Positionneur: permet d'activer ou de désactiver le contrôle du
positionneur.
Type de posit.: permet de régler le type de positionneur entre DiSEqC 1.2
et USALS (Universal Satellite Automatic Location System).
– Longitude: définissez la longitude de votre emplacement.
– Latitude: définissez la latitude de votre emplacement.
– Réglages longitude satellite: définissez la longitude des satellites
définis par l'utilisateur.
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Mode Utilisateur: permet de définir la position de l'antenne satellite en
fonction de chaque satellite. Si vous mémorisez la position actuelle de
l'antenne satellite en fonction d'un satellite donné, lorsque le signal de
ce satellite est requis, l'antenne satellite peut se placer dans la position
prédéfinie.
– Satellite: permet de sélectionner le satellite pour lequel la position
doit être définie.
– Transpondeur: sélectionnez un transpondeur dans la liste pour la
réception du signal.
– Mode Déplacement: permet de choisir entre le mode de
déplacement individuel ou continu.
– Taille des pas: permet de régler les degrés de la taille des pas pour
la rotation de l'antenne. Cette fonction est disponible lorsque l'option
Mode Déplacement est réglé sur Pas.
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– Aller à une pos. enregistrée: permet de faire pivoter l'antenne
jusqu'à la position de satellite mémorisée.
– Position de l'antenne: ajuste et mémorise la position de l'antenne
pour le satellite sélectionné.
– Mémoriser la position actuelle: mémorise la position actuelle
comme limite du positionneur sélectionné.
– Qualité du signal: permet d'afficher l'état actuel du signal de
diffusion.
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Mode Installateur: permet de définir les limites de l'étendue du
mouvement de l'antenne satellite ou de réinitialiser sa position. En règle
générale, le guide d'installation utilise cette fonction.
– Position limite: permet de sélectionner la direction de la limite du
positionneur.
– Position de l'antenne: ajuste et mémorise la position de l'antenne
pour le satellite sélectionné.
– Mémoriser la position actuelle: mémorise la position actuelle
comme limite du positionneur sélectionnée.
– Réinitialiser la position: déplacez l'antenne jusqu'à la position de
référence.
– Redéfinir limite positionneur: autorisez l'antenne à effectuer un arc
complet.
● Réinit. tous les paramètres: toutes les valeurs initiales des paramètres
du satellite seront réinitialisées.
Français
◀ ▶
❑ Utilisation du réseau sans fil
 pour les téléviseurs plasma de la série 4900
Vous pouvez connecter votre téléviseur au réseau sans fil à l'aide d'un routeur IP
sans fil (ou d'un modem).
N Pour connaître en détail les paramètres pour une connexion à un réseau sans
fil, reportez-vous au manuel utilisateur.
N REMARQUE
● Pour utiliser un réseau sans fil, vous devez connecter le téléviseur à
un routeur IP sans fil (un routeur ou un modem). Si ce routeur prend
en charge le protocole DHCP, le téléviseur peut utiliser DHCP ou une
adresse IP statique pour se connecter au réseau sans fil.
● Sélectionnez un canal inutilisé pour le routeur IP sans fil. Si le canal affecté
au routeur IP sans fil est actuellement utilisé par un autre périphérique
dans le voisinage, il y aura des interférences et la communication peut
échouer
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● Changez les paramètres de sécurité du routeur sans fil pour les définir
sur AES. Les paramètres de sécurité WEP ne prennent pas en charge la
connexion WPS.
● Si le mode HIGH PURE THROUGHPUT (Greenfield) 802.11n est
sélectionné et que le type de cryptage est défini sur WEP pour votre
routeur sans fil, les téléviseurs Samsung ne prendront pas en charge la
connexion, conformément aux nouvelles spécifications de certification
Wi-Fi.
● Si votre routeur sans fil prend en charge le WPS (Wi-Fi Protected
Setup), vous pouvez vous connecter au réseau via PBC (Push Button
Configuration) ou à l'aide d'un code PIN (Personal Indentification
Number). La fonction WPS configurera automatiquement le SSID et la clé
WPA dans ces deux modes.
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● Si votre routeur, modem ou appareil n'est pas certifié, il risque de ne pas
pouvoir se connecter au téléviseur via l'adaptateur LAN sans fil Samsung.
● Méthodes de connexion: Vous pouvez configurer la connexion réseau
sans fil de la manière indiquée ci-dessous.
– Auto. (Utilisation de la fonction Auto Network Search)
– Manuel
– WPS(PBC)
– Wi-Fi Direct
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● Veillez à ce que le téléviseur soit éteint avant de connecter l’adaptateur
LAN sans fil Samsung.
● L'adaptateur LAN sans fil Samsung peut ne pas être reconnu si vous
utilisez une connexion par hub USB ou par câble d'extension USB autre
que le câble fourni.
● Vous devez employer l'adaptateur LAN sans fil Samsung (WIS12ABGNX,
WIS09ABGNX) pour utiliser un réseau sans fil. L’adaptateur LAN sans fil
Samsung et le câble d’extension USB sont vendus séparément, et sont
disponibles auprès de certains revendeurs et sur les sites de commerce
électronique.
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Connexion de l'adaptateur LAN sans fil Samsung
1 Connexion à l'aide de l'adaptateur USB à angle droit.
2 Connexion via un câble d'extension
1 2
N L'image peut apparaître altérée ou statique pour certaines chaînes lorsque
le téléviseur est connecté à l'adaptateur LAN sans fil Samsung. Le cas
échéant, branchez l'adaptateur LAN sans fil Samsung avec un câble USB à
un emplacement préservé de toute interférence radio.
N L'emplacement du port peut varier en fonction du modèle.
Français
◀ ▶
■ État du réseau
O MENUm → Réseau → État du réseau → ENTERE
Vérifiez l'état Internet et du réseau.
■ Paramètres réseau
O MENUm → Réseau → Paramètres réseau → ENTERE
Définissez la connexion réseau pour utiliser AllShare™.
N L'Internet ne peut être utilisé pour autre chose que le partage de contenu via
AllShare™.
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■ Configuration automatique du réseau
La plupart des réseaux sans fil disposent d'un système de sécurité en option
nécessitant l'accès de périphériques au réseau pour transmettre un code de
sécurité crypté appelé clé d'accès ou de sécurité. Le code de sécurité repose
sur une phrase secrète, qui correspond généralement à un mot ou une série
de lettres et de chiffres d'une longueur définie, que vous devez saisir lors de la
configuration de la sécurité sans fil au niveau de votre réseau sans fil. Si vous
optez pour cette méthode de configuration pour la connexion réseau et que vous
disposez d'un code de sécurité pour votre réseau sans fil, vous devrez entrer la
phrase secrète lors de la procédure de configuration.
N Lors de la connexion d'un adaptateur LAN sans fil Samsung, la fenêtre
contextuelle s'affiche automatiquement pour vous permettre de configurer le
réseau sans fil.
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1. Accédez à l'écran Paramètres réseau.
(Réseau → Paramètres réseau)
2. La fonction Réseau recherche les réseaux sans fil disponibles. Lorsque vous
avez terminé, la liste des réseaux disponibles s'affiche.
3. Dans la liste des réseaux, appuyez sur le bouton ▲ ou ▼ pour sélectionner
un réseau, puis sur le bouton ENTERE.
N Si le routeur sans fil est caché (Invisible), vous devez sélectionner l'option
Ajouter réseau, et entrer le nom de réseau et le code de sécurité
corrects pour établir la connexion.
4. Si la fenêtre contextuelle Sécurité s'affiche, passez à l'étape 6. Si le routeur
sans fil n'est pas doté d'une fonction de sécurité sans fil, allez à l'étape 7.
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5. Entrez la clé de sécurité à l'aide des boutons ▲/▼/◄/►, puis sélectionnez
Terminé.
N Vous pouvez également entrer des numéros en appuyant sur les touches
numériques.
N Vous devriez retrouver la phrase secrète dans l'un des écrans de
configuration utilisés pour la configuration de votre routeur ou modem.
6. L'écran de connexion réseau s'affiche et la configuration du réseau est
effectuée.
N Si la définition du code de sécurité (Sécurité ou PIN) échoue, sélectionnez
Réessayer ou Param. IP.
N Si vous souhaitez définir manuellement la connexion, sélectionnez l'option
Param. IP. Reportez-vous à la section "Procédure de configuration
manuelle" ci-après.
N Si vous sélectionnez Modifier réseau, vous pouvez sélectionner d'autres
réseaux sans fil.
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Configuration à l'aide de la méthode WPS(PBC)
Si votre routeur est pourvu d'un bouton WPS(PBC), procédez comme suit :
1. La fonction Réseau recherche les réseaux sans fil disponibles. Lorsque vous
avez terminé, la liste des réseaux disponibles s'affiche.
2. Sélectionnez l'option WPS(PBC).
3. Appuyez sur le bouton WPS(PBC) de votre routeur dans les deux minutes.
Votre téléviseur récupère automatiquement tous les paramètres réseau dont il
a besoin et se connecte à votre réseau.
4. L'écran de connexion réseau s'affiche et la configuration du réseau est
effectuée.
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■ Configuration manuelle du réseau
Utilisez l'option de configuration manuelle du réseau lors de la connexion du
téléviseur à un réseau qui nécessite une adresse IP statique.
N Les paramètres de connexion réseau se trouvent dans le panneau de
configuration des ordinateurs Windows.
Procédure de configuration manuelle
Pour configurer automatiquement la connexion réseau par câble de votre
téléviseur, procédez comme suit :
1. Sélectionnez Param. IP dans l'écran de test du réseau.
N En cas d'échec de la connexion automatique au réseau, vous pouvez
sélectionner l'option Param. IP.
2. Définissez l'option Config. IP sur Entrer manuellement.
3. Passez d'un champ à l'autre à l'aide des boutons ▲/▼/◄/►. Entrez les
paramètres de connexion réseau, puis sélectionnez OK.
4. L'écran de connexion réseau s'affiche et la configuration du réseau est
effectuée.
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Echec au niveau de la liste de contrôle pour la connexion réseau sans fil
Lorsque la connexion réseau sans fil échoue, essayez d'appliquer les informations
suivantes à chaque problème.
Problèmes Solutions et explications
La connexion au réseau
sans fil a échoué.
•	 Aucun routeur sans fil sélectionné. Allez dans Paramètres réseau pour
sélectionner votre routeur.
•	 L'adaptateur LAN sans fil Samsung est nécessaire pour utiliser un
réseau sans fil.
•	 Assurez-vous que le téléviseur est connecté à un routeur IP sans fil.
Echec de la définition
automatique de
l'adresse IP.
•	 Tentez l'opération suivante pour définir automatiquement votre adresse
IP ou définissez-la manuellement en sélectionnant Param. IP.
•	 Assurez-vous que le serveur DHCP est activé sur le routeur, puis
débranchez et rebranchez le routeur.
•	 Vérifiez si vous devez entrer un code de sécurité pour utiliser le routeur.
•	 Contactez votre fournisseur d'accès Internet pour plus d'informations.
Français
◀ ▶
Problèmes Solutions et explications
Connexion au routeur
sans fil impossible.
•	 Vérifiez que le routeur est sous tension ; le cas échéant, essayez de
l'éteindre, puis de le rallumer.
•	 Vérifiez si vous devez entrer un code de sécurité pour utiliser le
routeur.
Connexion au réseau
impossible.
•	 Vérifiez si votre adresse IP est définie correctement dans Param. IP.
•	 Vérifiez si vous devez entrer un code de sécurité pour utiliser le
routeur.
•	 Contactez votre fournisseur d'accès Internet pour plus
d'informations.
Connexion à votre
réseau local établie, mais
connexion à Internet
impossible.
•	 Vérifiez que votre câble LAN est connecté correctement au port LAN
du routeur.
•	 Vérifiez les paramètres DNS dans Param. IP.
•	 Si le problème persiste, contactez votre fournisseur d'accès Internet
pour pouvoir accéder à Internet.
Configuration du réseau
terminée, mais connexion
à Internet impossible.
•	 Vérifiez que votre routeur est connecté à Internet.
•	 Si le problème persiste, contactez votre fournisseur d'accès Internet
pour pouvoir accéder à Internet.
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❑ Utilisation du réseau câblé
 Royaume-Uni uniquement
■ Connexion réseau câblée
Vous pouvez connecter votre téléviseur au réseau local avec un câble de trois
manières différentes:
● Connexion du port LAN du téléviseur à un modem externe
● Connexion du port LAN du téléviseur à un routeur IP connecté à un modem
externe
● Connexion directe du port LAN du téléviseur à une prise réseau murale
N Pour ce type d'utilisation, la prise murale est reliée à un modem ou un
routeur installé quelque part chez vous.
N Pour connaître en détail les paramètres pour une connexion à un réseau
câblé, reportez-vous au manuel utilisateur.
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● Si votre réseau requiert une adresse IP dynamique, vous devez utiliser
un routeur ou un modem ADSL prenant en charge le protocole DHCP
(Dynamic Host Configuration Protocol). Les modems de ce type fournissent
automatiquement l'adresse IP, le masque de sous-réseau, la passerelle et les
valeurs DNS dont votre téléviseur a besoin pour accéder à Internet. Aucune
saisie manuelle n'est donc requise. La plupart des réseaux domestiques
utilisent une adresse IP dynamique. Certains réseaux nécessitent une adresse
IP statique. Si tel est votre cas, vous devez saisir manuellement l'adresse
IP, le masque de sous-réseau, la passerelle et les valeurs DNS dans l'écran
de configuration câblée de votre téléviseur lors de la configuration de la
connexion réseau. Pour obtenir l'adresse IP, le masque de sous-réseau, la
passerelle et les valeurs DNS, contactez votre fournisseur d'accès Internet. Si
vous possédez un ordinateur Windows, vous pouvez également obtenir ces
valeurs par le biais de ce dernier.
N Si votre réseau nécessite une adresse IP statique, vous pouvez utiliser un
modem ADSL prenant en charge le protocole DHCP. Les modems ADSL
prenant en charge le protocole vous permettent également d'utiliser des
adresses IP statiques.
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■ Configuration du réseau
Utilisez l'option de configuration automatique du réseau lors de la connexion du
téléviseur à un réseau prenant en charge le protocole DHCP. Pour configurer
automatiquement la connexion réseau par câble de votre téléviseur, procédez
comme suit:
1. Accédez à l'écran État du réseau.
(Réseau → État du réseau)
2. Vous pouvez vérifiez l'état de connexion sur l'écran.
N Si la configuration automatique échoue, vérifiez la connexion du port LAN.
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N Si les valeurs de connexion réseau sont introuvables ou si vous souhaitez
définir la connexion manuellement :
1. Sélectionnez le Param. IP dans l'écran État du réseau.
N En cas d'échec de la connexion automatique au réseau, vous
pouvez sélectionner l'option Param. IP.
2. Définissez l'option Config. IP sur Entrer manuellement.
3. Passez d'un champ à l'autre à l'aide des boutons ▲/▼/◄/►. Entrez les
paramètres de connexion réseau, puis sélectionnez OK.
4. L'écran de connexion réseau s'affiche et la configuration du réseau est
effectuée.
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Liste de contrôle relative à l'échec de la connexion réseau câblée
Lorsque la connexion réseau câblée échoue, essayez d'appliquer les informations
suivantes à chaque problème.
Problèmes Solutions et explications
Aucun câble détecté. •	 Vérifiez que votre câble réseau est branché.
•	 Si tel est le cas, assurez-vous que le routeur est sous tension ; le cas
échéant, essayez de l'éteindre, puis de le rallumer.
Echec de la définition
automatique de
l'adresse IP.
Tentez l'opération suivante pour définir automatiquement votre adresse IP
ou définissez-la manuellement en sélectionnant Param. IP.
•	 Assurez-vous que le serveur DHCP est activé sur le routeur, puis
débranchez et rebranchez le routeur.
•	 Contactez votre fournisseur d'accès Internet pour plus d'informations.
Français
◀ ▶
Problèmes Solutions et explications
Connexion au réseau
impossible.
•	 Vérifiez si votre adresse IP est définie correctement dans Param. IP.
•	 Contactez votre fournisseur d'accès Internet pour plus
d'informations.
Connexion à votre
réseau local établie, mais
connexion à Internet
impossible.
•	 Vérifiez que votre câble LAN est connecté correctement au port LAN
du routeur.
•	 Vérifiez les paramètres DNS dans Param. IP.
•	 Si le problème persiste, contactez votre fournisseur d'accès Internet
pour pouvoir accéder à Internet.
Configuration du réseau
terminée, mais connexion
à Internet impossible.
•	 Vérifiez que votre routeur est connecté à Internet.
•	 Si le problème persiste, contactez votre fournisseur d'accès Internet
pour pouvoir accéder à Internet.
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Si le téléviseur ne parvient pas à se connecter à Internet
Il se peut que votre téléviseur ne parvienne pas à se connecter à Internet du fait que
votre fournisseur d'accès a enregistré de manière permanente l'adresse MAC (numéro
d'identification unique) de votre PC ou modem, qui est authentifiée à chaque connexion à
Internet afin d'éviter tout accès non autorisé. Dans la mesure où votre téléviseur possède
une adresse MAC différente, votre fournisseur d'accès Internet ne peut pas l'authentifier,
ce qui rend impossible toute connexion.
Pour remédier à ce problème, demandez à votre fournisseur d’accès la procédure à
suivre pour connecter des appareils autres que votre PC (votre téléviseur, par exemple) à
Internet.
Si votre fournisseur d'accès exige un identifiant (ID) ou un mot de passe pour la
connexion à Internet, votre téléviseur ne pourra peut-être pas se connecter à Internet.
Si tel est le cas, vous devez entrer l'identifiant ou le mot de passe lors de la connexion à
Internet.
La connexion à Internet peut échouer à cause d’un problème de pare-feu. Dans ce cas,
contactez votre fournisseur d'accès Internet.
Si vous ne parvenez toujours pas à vous connecter à Internet après avoir suivi les
procédures indiquées par votre fournisseur d'accès, contactez Samsung Electronics.
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❑ Gestion des périphériques connectés au réseau
 pour les téléviseurs plasma de la série 4900
■ Wi-Fi Direct
O MENUm → Réseau → Wi-Fi Direct → ENTERE
Utilisez cette option pour connecter le téléviseur à des périphériques mobiles
sans fil. A l'aide de cette fonction, vous pouvez connecter directement des
périphériques mobiles sans fil à votre téléviseur sans passer par un routeur san fil.
N Vous pouvez utiliser cette fonction lors de la connexion de l'adaptateur LAN
sans fil Samsung.
N Ne prend en charge que la fonction Media Play.
N Cette fonction peut ne pas être prise en charge, en fonction du périphérique
mobile.
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Comment connecter votre périphérique à votre téléviseur à l'aide de la
fonction Wi-Fi Direct
N Pour utiliser cette fonction, vous devez activer la fonction Wi-Fi Direct de
votre périphérique.
1. Accédez à l'écran Wi-Fi Direct. Le téléviseur lance une recherche de
périphériques.
(Réseau → Wi-Fi Direct)
2. Sélectionnez le périphérique souhaité, puis appuyez sur le bouton ENTERE.
3. Lorsque le message de connexion s'affiche sur votre périphérique, autorisezla.
Votre téléviseur récupère automatiquement tous les paramètres réseau
dont il a besoin et se connecte à votre réseau.
N Pour déconnecter le périphérique, sélectionnez-le, puis appuyez sur le
bouton ENTERE afin de sélectionner Déconnexion.
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■ Paramètres AllShare
O MENUm → Réseau → Paramètres AllShare → ENTERE
Indique si un périphérique connecté au réseau, tel qu'un smartphone ou une
tablette, doit être autorisé ou non à partager du contenu ou à commander le
téléviseur à l'aide d'une application téléchargée. Pour en savoir plus, reportezvous
au chapitre "Utilisation de la fonction AllShare Settings (Paramètres
AllShare)".
■ Nom du périph.
O MENUm → Réseau → Nom du périph. → ENTERE
Changez le nom du téléviseur.
N Vous pouvez saisir manuellement un nom pour votre téléviseur en
sélectionnant Entrée util.. Utilisez les boutons ▲/▼/◄/► pour sélectionner
des caractères, puis sélectionnez Terminé.
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❑ Utilisation des fonctions DLNA
 pour les téléviseurs plasma de la série 4900
N Ce modèle prend uniquement en charge les fonctions DLNA dans AllShare™.
Vous pouvez lire du contenu multimédia (photos, vidéos et musique) enregistré
sur votre téléphone portable ou d'autres appareils (un PC, par exemple) en le
contrôlant sur le téléviseur via le réseau.
N Commencez par configurer votre réseau. Pour plus d'informations sur
l'utilisation de la fonction Configuration du réseau, reportez-vous à la section
"Paramètres réseau".
N Pour plus d’informations, rendez-vous sur "www.samsung.com" ou
contactez le centre d’appel Samsung. Il peut s’avérer nécessaire d’installer
des logiciels supplémentaires sur l’appareil mobile. Pour plus d’informations à
ce sujet, reportez-vous au mode d’emploi qui accompagne l’appareil mobile.
N Si votre téléviseur Samsung est connecté à un serveur DLNA d'une autre
marque, une erreur de compatibilité peut survenir lors de la lecture de vidéos.
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N La connexion de votre téléviseur Samsung à un réseau via AllShare™ vous
permet d'utiliser les fonctions originales de Samsung suivantes :
– Lecture de différents formats vidéo (DivX, MP4, 3GPP, AVI, ASF, MKV,
etc.)
– Fonction de signet (pour la reprise de la lecture d'une vidéo)
– Chapitrage automatique (navigation entre les scènes)
– Gestion de contenu numérique
– Compatibilité avec différents formats de sous-titres (SRT, SMI, SUB,
TXT, TTXT)
– Et plus encore
N Pour utiliser toutes les fonctions DLNA originales de Samsung, il est
recommandé d'utiliser le logiciel AllShare™ fourni avec votre téléviseur.
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Lecture du contenu multimédia enregistré sur les périphériques
1. Connectez le téléphone mobile ou d'autres périphériques prenant en
charge la fonction AllShare™, puis lisez le contenu multimédia de chaque
périphérique. L'écran contextuel s'affiche au bas du téléviseur.
2. Sélectionnez Autor. pour accepter les périphériques connectés. La lecture du
contenu multimédia des périphériques peut être en cours sur votre téléviseur.
N Les périphériques autorisés sont indiqués dans le Paramètres AllShare.
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Utilisez la fonction Media Play pour lire le contenu multimédia des périphériques
connectés à la fonction DLNA.
1. Appuyez sur le bouton MEDIA.P pour sélectionner Media Play.
2. Appuyez sur le bouton ▲/▼ afin de sélectionner le menu de votre choix
(Vidéos, Photos, Musique), puis appuyez sur le bouton ENTERE.
3. Une fois le périphérique DLNA sélectionné, appuyez à nouveau sur le bouton
ENTERE.
4. Appuyez sur le bouton ▲/▼/◄/► pour sélectionner le fichier de votre choix.
5. Appuyez sur le bouton ENTERE.
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N REMARQUE
● En fonction de sa résolution et de son format, il se peut que le contenu
ne soit pas lu sur le téléviseur.
● se peut que les boutons ENTERE et ◄/► ne fonctionnent pas avec
certains types de contenu multimédia.
● Il est possible de contrôler la lecture à l'aide de l'appareil mobile. Pour
plus d'informations, reportez-vous au mode d'emploi de l'appareil
concerné.
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Utilisation de la fonction Paramètres AllShare
O MENUm → Réseau → Paramètres AllShare → Partage de contenu →
ENTERE
Affiche la liste des téléphones portables ou appareils connectés qui ont été
configurés avec ce téléviseur en vue d'utiliser la fonction Paramètres AllShare.
N La fonction Paramètres AllShare est disponible sur tous les périphériques
prenant en charge la fonction DLNA DMC.
● Autor. / Refuser: autorise/bloque les appareils.
● Supprimer: supprime les appareils de la liste.
N Cette fonction efface uniquement de la liste le nom des appareils. Si
l'appareil effacé s'allume ou tente de se reconnecter au téléviseur, il est
possible qu'il s'affiche à nouveau.
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Connexion à l'ordinateur par le biais du réseau
Vous pouvez lire les images, la musique et les vidéos enregistrées sur votre
ordinateur à l'aide d'une connexion réseau en mode Media Play sur votre
téléviseur.
N Si vous souhaitez utiliser la fonction Media Play pour lire sur votre téléviseur
des fichiers enregistrés sur votre PC, vous devez télécharger "AllShare PC
Software" et le manuel utilisateur sur le site Web "www.samsung.com".
1. Pour plus d'informations sur la configuration de votre réseau, reportez-vous
au chapitre "Paramètres réseau".
– Nous recommandons de placer le téléviseur et l'ordinateur sur le même
sous-réseau. Les 3 premières parties de l’adresse IP du téléviseur et de
l’ordinateur doivent être les mêmes. Seule la dernière partie (adresse de
l’hôte) doit être modifiée. (par exemple, Adresse IP : 123.456.789.**)
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2. Connectez le PC sur lequel vous voulez installer ou avez installé le logiciel
AllShare PC et votre téléviseur au même réseau.
N Fonctions non prises en charge lors de la connexion à un ordinateur via un
réseau:
● Fond musical d'un diaporama.
● Le bouton π (Retour arrière) ou µ (Avance rapide) pendant la lecture
d'un film.
N Les sous-titres intégrés multi-audio DivX DRM ne sont pas pris en charge.
N AllShare PC Software doit être autorisé par le pare-feu de l'ordinateur.
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N Lors de l'utilisation du mode Media Play sur une connexion réseau, selon les
fonctions du serveur fourni :
● La méthode de tri peut varier.
● Il se peut que le bouton π (Retour arrière), µ (Avance rapide) ou ∑
(Pause) ne fonctionne pas suivant les informations de contenu.
N Lors de la lecture de la vidéo via le réseau, il se peut que celle-ci échoue
en fonction de l'état du réseau. Si vous lisez une vidéo sur une connexion
réseau, des saccades risquent d’apparaître.
Français
BASIC
User’s Guide
BASIC
User’s Guide
This guide provides information concerning the installation, basic operation
and troubleshooting on windows.
ADVANCED
This guide provides information about the installation, advanced configuration, operation
and troubleshooting on various OS environments.
Some features may not be available depending on models or countries.
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1. Introduction
This chapter provides information you need to know before using the machine.
• Key benefits 5
• Features by models 7
• Useful to know 12
• About this user’s guide 13
• Safety information 14
• Machine overview 19
• Control panel overview 23
• Turning on the machine 27
• Installing the driver locally 28
• Reinstalling the driver 29
Key benefits
Environmentally friendly
• To save toner and paper, this machine supports Eco feature (see "Eco
printing" on page 54).
• To save paper, you can print multiple pages on one single sheet of paper
(see "Using advanced print features" on page 204).
• To save paper, you can print on both sides of the paper (double-sided
printing) (Manual) (see "Using advanced print features" on page 204).
• To save electricity, this machine automatically conserves electricity by
substantially reducing power consumption when not in use.
• We recommend using recycled paper for saving energy.
Fast high resolution printing
• You can print with a resolution of up to 1,200 x 1,200 dpi effective output.
• Fast, on-demand printing.
- M207x series
▪ For single-side printing, 20 ppm (A4) or 21 ppm (Letter).
- M2074 series
▪ For single-side printing, 18 ppm (A4) or 19 ppm (Letter).
Convenience
• Easy Capture Manager allows you to easily edit and print whatever you
captured using the Print Screen key on the keyboard (see "Easy Capture
Manager" on page 237).
• Samsung Easy Document Creator is an application to help users scan,
compile, and save documents in multiple formats, including .epub format.
These documents can be shared via social networking sites or fax (see"Using
Samsung Easy Document Creator" on page 243)
Key benefits
• AnyWeb Print helps you screen-capture, preview, scrap, and print the
screen of Windows Internet Explorer more easily, than when you use the
ordinary program (see "Samsung AnyWeb Print" on page 238).
• Smart Update allows you to check for the latest software and install the
latest version during the printer driver installation process. This is available
only for Windows.
• If you have Internet access, you can get help, support application, machine
drivers, manuals, and order information from the Samsung website,
www.samsung.com > find your product > Support or Downloads.
Wide range of functionality and application support
• Supports various paper sizes (see "Print media specifications" on page 106).
• Print watermark: You can customize your documents with words, such as
“Confidential” (see "Using advanced print features" on page 204).
• Print posters: The text and pictures of each page of your document are
magnified and printed across the multiple sheets of paper and can then be
taped together to form a poster (see "Using advanced print features" on
page 204).
• You can print in various operating systems (see "System requirements" on
page 109).
• Your machine is equipped with a USB interface and/or a network interface.
AirPrint
• AirPrint allows you to wirelessly print directly from iPhone, iPad and iPod
touch running iOS 4.2 or later.
Supports various wireless network setting method
• Using the WPS (Wi-Fi Protected Setup™) button
- You can easily connect to a wireless network using the WPS button on
the machine and the access point (a wireless router).
• Using the USB cable or a network cable
- You can connect and set various wireless network settings using a USB
cable or a network cable.
• Using the Wi-Fi Direct
- You can conveniently print from your mobile device using the Wi-Fi or
Wi-Fi Direct feature.
See "Introducing wireless set up methods" on page 149.
Features by models
Some features and optional goods may not be available depending on model or country.
Operating System
(●: Included, Blank: Not available)
Software
Operating System
M207x series
M207xW series
M207xF series
M207xFW series
M207xFH series
M207xHW series
Windows ● ●
Mac ● ●
Linux ● ●
Software M207x series
M207xW series
M207xF series
M207xFW series
M207xFH series
M207xHW series
SPL printer driver ● ●
PCL printer driver
PS printer driver
Features by models
(●: Included, Blank: Not available)
XPS printer drivera ● ●
Direct Printing Utility
Samsung Easy Printer Manager Scan to PC settings ● ●
Fax to PC settings ●
Device Settings ● ●
Samsung Easy Document Creator ● ●
Samsung Printer Status ● ●
AnyWeb Print ● ●
SyncThru™ Web Service ●
(M207xW series only)
●
(M207xFW series only)
SyncThru Admin Web Service ●
(M207xW series only)
●
(M207xFW series only)
Easy Eco Driver ● ●
Fax Samsung Network PC Fax ●
a. For XPS driver, it is only supported for Windows through the Samsung http://www.samsung.com
Software M207x series
M207xW series
M207xF series
M207xFW series
M207xFH series
M207xHW series
Features by models
Variety feature
Features
M207x series
M207xW series
M207xF series
M207xFW series
M207xFH series
M207xHW series
Hi-Speed USB 2.0 ● ●
Network Interface Ethernet 10/100 Base TX wired LAN ●
(M207xFW series /M207xHW series only)
Network Interface 802.11b/g/n wireless LANa ●
(M207xW series only)
●
(M207xFW series /M207xHW series only)
NFC printing/scanning ●
(M207xW series only)
●
(M207xFW series /M207xHW series only)
Eco printing (Control panel) ● ●
Duplex (2-sided) printing (Manual)b ● ●
USB memory interface
Memory module
Mass Storage Device (HDD)
Duplex Automatic Document Feeder (DADF)
Automatic Document Feeder (ADF) ●
Features by models
Fax Multi-send ●
Delay send ●
Priority send ●
Duplex send
Secure receive ●
Duplex print
Send/ Receive forward - fax ●
Send/ Receive forward - email
Send/ Receive forward - server
Scan Scanning to email
Scanning to SMB server
Scanning to FTP server
Duplex scan
Scan to PC ● ●
Scan to WSD ●
(M207xW series only)
●
(M207xFW series only)
Features
M207x series
M207xW series
M207xF series
M207xFW series
M207xFH series
M207xHW series
Features by models
(●: Included, Blank: Not available)
Copy ID card copying ● ●
Reduced or enlarged copying ● ●
Collation ● ●
Poster
Clone
Book
2-up/4-up ● ●
Adjust background ● ●
Margin shift
Edge erase
Gray enhance
Duplex copy
a. Depending on your country, wireless LAN card may not be available. For some counties, only 802.11 b/g can be applied. Contact your local Samsung dealer or the retailer where you
bought your machine.
b. Windows only.
Features
M207x series
M207xW series
M207xF series
M207xFW series
M207xFH series
M207xHW series
Useful to know
The machine does not print.
• Open the print queue list and remove the document from the
list (see "Canceling a print job" on page 51).
• Remove the driver and install it again (see "Installing the driver
locally" on page 28).
• Select your machine as your default machine in your Windows
(see "Setting your machine as a default machine" on page 203).
Where can I purchase accessories or supplies?
• Inquire at a Samsung distributor or your retailer.
• Visit www.samsung.com/supplies. Select your country/region
to view product service information.
The status LED flashes or remains constantly on.
• Turn the product off and on again.
• Check the meanings of LED indications in this manual and
troubleshoot accordingly (see "Understanding the status LED"
on page 95).
A paper jam has occurred.
• Open and close the scan unit (see "Front view" on page 20).
• Check the instructions on removing jammed paper in this
manual and troubleshoot accordingly (see "Clearing paper
jams" on page 91).
Printouts are blurry.
• The toner level might be low or uneven. Shake the toner
cartridge (see "Redistributing toner" on page 71).
• Try a different print resolution setting (see "Opening printing
preferences" on page 52).
• Replace the toner cartridge (see "Toner cartridge" on page 73).
Where can I download the machine’s driver?
• You can get help, support application, machine drivers,
manuals, and order information from the Samsung website,
www.samsung.com > find your product > Support or
Downloads.
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About this user’s guide
This user's guide provides information for your basic understanding of the
machine as well as detailed steps to explain machine usage.
• Read the safety information before using the machine.
• If you have a problem using the machine, refer to the troubleshooting
chapter.
• Terms used in this user’s guide are explained in the glossary chapter.
• All illustrations in this user’s guide may differ from your machine depending
on its options or model you purchased.
• The screenshots in this administrator’s guide may differ from your machine
depending on the machine’s firmware/driver version.
• The procedures in this user’s guide are mainly based on Windows 7.
1
Conventions
Some terms in this guide are used interchangeably, as below:
• Document is synonymous with original.
• Paper is synonymous with media, or print media.
• Machine refers to printer or MFP.
2
General icons
Icon Text Description
Caution
Gives users information to protect the machine from
possible mechanical damage or malfunction.
Note
Provides additional information or detailed
specification of the machine function and feature.
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Safety information
These warnings and precautions are included to prevent injury to you and
others, and to prevent any potential damage to your machine. Be sure to read
and understand all of these instructions before using the machine. After reading
this section, keep it in a safe place for future reference.
3
Important safety symbols
Explanation of all icons and signs used in this chapter
4
Operating environment
 Warning
Warning Hazards or unsafe practices that may result in severe
personal injury or death.
Caution Hazards or unsafe practices that may result in minor
personal injury or property damage.
Do not attempt.
Do not use if the power cord is damaged or if the electrical outlet is
not grounded.
This could result in electric shock or fire.
Do not place anything on top of the machine (water, small metal or
heavy objects, candles, lit cigarettes, etc.).
This could result in electric shock or fire.
• If the machine gets overheated, it releases smoke, makes
strange noises, or generates an odd odor, immediately turn off
the power switch and unplug the machine.
• The user should be able to access the power outlet in case of
emergencies that might require the user to pull the plug out.
This could result in electric shock or fire.
Do not bend, or place heavy objects on the power cord.
Stepping on or allowing the power cord to be crushed by a heavy
object could result in electric shock or fire.
Do not remove the plug by pulling on the cord; do not handle the
plug with wet hands.
This could result in electric shock or fire. 
Safety information
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 Caution
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Operating method
 Caution
During an electrical storm or for a period of non-operation,
remove the power plug from the electrical outlet.
This could result in electric shock or fire.
Be careful, the paper output area is hot.
Burns could occur.
If the machine has been dropped, or if the cabinet appears
damaged, unplug the machine from all interface connections and
request assistance from qualified service personnel.
Otherwise, this could result in electric shock or fire.
If the machine does not operate properly after these instructions
have been followed, unplug the machine from all interface
connections and request assistance from qualified service
personnel.
Otherwise, this could result in electric shock or fire.
If the plug does not easily enter the electrical outlet, do not
attempt to force it in.
Call an electrician to change the electrical outlet, or this could
result in electric shock.
Do not allow pets to chew on the AC power, telephone or PC
interface cords.
This could result in electric shock or fire and/or injury to your pet.
Do not forcefully pull the paper out during printing.
It can cause damage to the machine.
Be careful not to put your hand between the machine and paper
tray.
You may get injured.
Be care when replacing paper or removing jammed paper.
New paper has sharp edges and can cause painful cuts.
When printing large quantities, the bottom part of the paper
output area may get hot. Do not allow children to touch.
Burns can occur.
When removing jammed paper, do not use tweezers or sharp metal
objects.
It can damage the machine.
Do not allow too many papers to stack up in the paper output tray.
It can damage the machine. 
Safety information
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Installation / Moving
 Warning
Do not block or push objects into the ventilation opening. Caution
This could result in elevated component temperatures which can
cause damage or fire.
Use of controls or adjustments or performance of procedures other
than those specified herein may result in hazardous radiation
exposure.
This machine's power reception device is the power cord.
To switch off the power supply, remove the power cord from the
electrical outlet.
Do not place the machine in an area with dust, humidity, or water
leaks.
This could result in electric shock or fire.
Place the machine in the environment where it meets the
operating temperature and humidity specification.
Otherwise, quality problems can occur and cause damage to the
machine.
see "General specifications" on page 104.
Before moving the machine, turn the power off and disconnect all
cords. The information below are only suggestions based on the
units weight.If you have a medical condition that prevents you
from lifting, do not lift the machine. Ask for help, and always use
the appropriate amount of people to lift the device safety.
Then lift the machine:
• If the machine weighs under 20 kg (44.09 lbs), lift with 1 person.
• If the machine weighs 20 kg (44.09 lbs) - 40kg (88.18 lbs), lift
with 2 people.
• If the machine weighs more than 40 kg (88.18 lbs), lift with 4 or
more people.
The machine could fall, causing injury or machine damage.
Choose a flat surface with enough space for ventilation to place
the machine. Also consider the space required to open the cover
and trays.
The place should be well-ventilated and be far from direct light,
heat, and humidity.
When using the machine for a long period of time or printing a
large number of pages in a non-ventilated space, it could pollute
the air and be harmful to your health. Place the machine in a wellventilated
space or open a window to circulate the air periodically.
Do not place the machine on an unstable surface.
The machine could fall, causing injury or machine damage.
Safety information
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Maintenance / Checking
 Caution
Use only No.26 AWGa
 or larger, telephone line cord, if necessary.
Otherwise, it can cause damage to the machine.
Make sure you plug the power cord into a grounded electrical
outlet.
Otherwise, this could result in electric shock or fire.
Use the power cord supplied with your machine for safe
operation. If you are using a cord which is longer than 2 meters (6
feet) with a 110V machine, then the gauge should be 16 AWG or
larger.
Otherwise, it can cause damage to the machine, and could result
in electric shock or fire.
Do not put a cover over the machine or place it in an airtight
location, such as a closet.
If the machine is not well-ventilated, this could result in fire.
Do not overload wall outlets and extension cords.
This can diminish performance, and could result in electric shock
or fire.
The machine should be connected tothe power level which is
specified on the label.
If you are unsure and want to check the power level you are using,
contact the electrical utility company.
a. AWG: American Wire Gauge
Unplug this product from the wall outlet before cleaning the
inside of the machine. Do not clean the machine with benzene,
paint thinner or alcohol; do not spray water directly into the
machine.
This could result in electric shock or fire.
When you are working inside the machine replacing supplies or
cleaning the inside, do not operate the machine.
You could get injured.
Keep cleaning supplies away from children.
Children could get hurt.
Do not disassemble, repair or rebuild the machine by yourself.
It can damage the machine. Call a certified technician when the
machine needs repairing.
To clean and operate the machine, strictly follow the user's guide
provided with the machine.
Otherwise, you could damage the machine.
Safety information
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Supply usage
 Caution
Keep the power cable and the contact surface of the plug clean
from dust or water.
Otherwise, this could result in electric shock or fire.
• Do not remove any covers or guards that are fastened with
screws.
• Fuser units should only be repaired by a certified service
technician. Repair by non-certified technicians could result in
fire or electric shock.
• The machine should only be repaired by a Samsung service
technician.
Do not disassemble the toner cartridge.
Toner dust can be dangerous if inhaled or ingested.
Do not burn any of the supplies such as toner cartridge or fuser
unit.
This could cause an explosion or uncontrollable fire.
When storing supplies such as toner cartridges, keep them away
from children.
Toner dust can be dangerous if inhaled or ingested.
Using recycled supplies, such as toner, can cause damage to the
machine.
In case of damage due to the use of recycled supplies, a service
fee will be charged.
For supplies that contain toner dust (toner cartridge, waste toner
bottle, imaging unit, etc.) follow the instructions below.
• When disposing of the supplies, follow the instructions for
disposal. Refer to the reseller for disposal instructions.
• Do not wash the supplies.
• For a waste toner bottle, do not reuse it after emptying the
bottle.
If you do not follow the instructions above, it may cause machine
malfunction and environmental pollution. The warranty does not
cover damages caused by a user's carelessness.
When toner gets on your clothing, do not use hot water to wash
it.
Hot water sets toner into fabric. Use cold water.
When changing the toner cartridge or removing jammed paper,
be careful not to let toner dust touch your body or clothes.
Toner dust can be dangerous if inhaled or ingested.
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Machine overview
9
Accessories
Power cord Quick installation guide
Software CDa
a. The software CD contains the printer drivers and software applications.
Misc. accessoriesb
b. Miscellaneous accessories included with your machine may vary by country of purchase and specific model.
Machine overview
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Front view
• This illustration may differ from your machine depending on your model.
There are various types of machine.
• Some features and optional goods may not be available depending on
model or country (see "Features by models" on page 7).
Type A
1 Scanner lid 7 Output tray
 9 10
 11
 7
6 2
5
4 3
 1
 8
12
2 Control panel 8 NFC (Near Field Communication) tag
3 Handle 9 Scanner glass
4 Tray 10 Scan unita b
5 Tray handle 11 Inner cover
6 Output support 12 Toner cartridge
a. Close the scanner lid before opening the scan unit.
b. Be careful not to pinch your fingers.
Machine overview
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Type B
15
12
14
16
10
9 5
4
8
7 6
 1 2
13
3
11
1 Document feeder cover 9 Output support
2 Document feeder guide
cover
10 Output tray
3 Document feeder output tray 11 NFC (Near Field Communication) tag
4 Document feeder output
support
12 Scanner lid
5 Control panel 13 Scanner glass
6 Handle 14 Scan unita b
a. Close the scanner lid before opening the scan unit.
b. Be careful not to pinch your fingers.
7 Tray 15 Inner cover
8 Tray handle 16 Toner cartridge
Machine overview
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Rear view
• This illustration may differ from your machine depending on your model.
There are various types of machine.
• Some features and optional goods may not be available depending on
model or country (see "Features by models" on page 7).
Type A
Type B
1 USB port 2 Power receptacle
1
2
1 USB port
2 Network porta
a. M207xFW series only.
3 Extension telephone socket (EXT.)
4 Telephone line socket (LINE)
5 Power receptacle
1
3
2
5
4
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Control panel overview
• This control panel may differ from your machine depending on its model.
There are various types of control panels.
• Some features and optional goods may not be available depending on
model or country (see "Features by models" on page 7).
12
Type A
1
ID Copy
Allows you to copy both sides of an ID card like a
driver’s license on a single side of paper (see "ID card
copying" on page 59).
2 Scan to Switches between scan and copy mode. The Scan to
LED turns on scan mode and turns off on copy mode
3 Display screen Shows the current status and displays prompts during
operation.
1 2 3 4 5 6 7
14 13 12 11 10 9 8
4
Menu Opens Menu mode and scrolls through the available
menus (see "Menu overview" on page 31).
5 Left/Right
Arrows
Scrolls through the options available in the selected
menu and increases or decreases values.
6 Stop/
Clear
Stops an operation at any time.
7
Power/
Wakeup
Turns the power on or off, or wakes up the machine
from the power save mode. If you need to turn the
machine off, press this button for more than three
seconds.
8
Start Starts a job.
9 Power
saver
Goes into sleep mode.
10 OK Confirms the selection on the screen.
11 Back Sends you back to the upper menu level.
12 Status LED Indicates the status of your machine (see
"Understanding the status LED" on page 95).
13
Eco
Turns into eco mode to reduce toner consumption and
paper usage when pc-printing and copying only (see
"Eco printing" on page 54).
Control panel overview
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Type B
14
WPSa
Configures the wireless network connection easily
without a computer (see "Using the WPS button" on
page 151).
Print
Screen
Press this button and the Status LED will start blinking.
If you want to print only the active screen, release the
button when the Status LED stops blinking. If you want
to print the whole screen, release the button while it’s
blinking.
• Print Screen can only be used in the
Windows and Mac operating systems.
• You can only use this function with USBconnected
machine.
• When printing the active window/whole
monitor screen using the print screen
button, the machine may use more toner
depending on what is being printed.
• You can only use this function if the
machine’s Samsung Easy Printer Manager
program is installed. If you are a Mac OS
user, you need to enable Screen Print
Settings from the Samsung Easy Printer
Manager to use the Print Screen feature.
a. M207xW/ M207xFW series only.
1
Darkness
Adjusts the brightness level to make a copy for easier
reading, when the original contains faint markings and
dark images.
2
ID Copy
Allows you to copy both sides of an ID card like a
driver’s license on a single side of paper (see "ID card
copying" on page 59).
3 Display screen Shows the current status and displays prompts during
an operation.
4 Copy Switches to Copy mode.
5 Fax Switches to Fax mode.
6
Menu Opens Menu mode and scrolls through the available
menus (see "Menu overview" on page 31).
1 2 3 4 5 6 7 8 9 10 11 12
21 20 19 18 17 16 15 14 13
Control panel overview
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7 Left/
Right
Arrows
Scrolls through the options available in the selected
menu and increases or decreases values.
8 Numeric keypad Dials a number or enters alphanumeric characters (see
"Keypad letters and numbers" on page 197).
9 Address
Book
Allows you to store frequently used fax numbers or
search for stored fax numbers (see "Storing email
address" on page 195 or "Setting up the fax address
book" on page 198).
10
Redial/
Pause
Redials the recently sent fax number or received caller
ID in ready mode, or inserts a pause(-) into a fax number
in edit mode (see "Redialing the fax number" on page
225).
11 Stop/
Clear
Stops an operations at any time.
12
Power/
Wakeup
Turns the power on or off, or wakes up the machine
from the power save mode. If you need to turn the
machine off, press this button for more than three
seconds.
13
Start Starts a job.
14 Power
saver
Goes into sleep mode.
15
On Hook
Dial
When you press this button, you can hear a dial tone.
Then enter a fax number. It is similar to making a call
using speaker phone (see "Receiving manually in Tel
mode" on page 231).
16 OK Confirms the selection on the screen.
17 Back Sends you back to the upper menu level.
18
Scan
Switches to Scan mode.
19 Status LED Indicates the status of your machine (see
"Understanding the status LED" on page 95).
20
Eco
Turn into eco mode to reduce toner consumption and
paper usage when pc-printing and copying only (see
"Eco printing" on page 54).
Control panel overview
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21
WPSa
Configures the wireless network connection easily
without a computer (see "Using the WPS button" on
page 151).
Print
Screen
Press this button and the display will Print Screen? on
the display screen. If you want to print only the active
screen, select the Active. If you want to print the whole
screen, select Full.
• Print Screen can only be used in the
Windows and Mac operating systems.
• You can only use this function with USBconnected
machine.
• When printing the active window/whole
monitor screen using the print screen
button, the machine may use more toner
depending on what is being printed.
• You can only use this function if the
machine’s Samsung Easy Printer Manager
program is installed. If you are a Mac OS user,
you need to enable Screen Print Settings
from the Samsung Easy Printer Manager to
use the Print Screen feature.
a. M207xW/ M207xFW series only.
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Turning on the machine
1 Connect the machine to the electricity supply first.
Turn the switch on if the machine has a power switch.
Illustrations on this user’s guide may differ from your machine depending
on its options or models. Check your machine type (see "Front view" on
page 20).
2 Power is turned on automatically.
For M207x series, press (Power/Wakeup) button on the control
panel.
If you want to turn the power off, press and hold (Power/Wakeup)
button for about 3 seconds.
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Installing the driver locally
A locally connected machine is a machine directly attached to your computer
using the cable. If your machine is attached to a network, skip the following
steps below and go on to installing a network connected machine’s driver (see
"Installing driver over the network" on page 140).
• If you are a Mac or Linux operating systems user, refer to the "Installation
for Mac" on page 131 or "Installation for Linux" on page 133.
• The installation window in this User’s Guide may differ depending on the
machine and interface in use.
• Only use a USB cable no longer than 3 meters (118 inches).
14
Windows
1 Insert the supplied software CD into your CD-ROM drive.
If the installation window does not appear, click Start > All programs >
Accessories > Run.
X:\Setup.exe replacing “X” with the letter, which represents your CDROM
drive and click OK.
2 Review and accept the installation agreements in the installation
window. Then, click Next.
3 Select USB connection on the Printer Connection Type screen. Then,
click Next.
4 Follow the instructions in the installation window.
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Reinstalling the driver
If the printer driver does not work properly, follow the steps below to reinstall
the driver.
15
Windows
1 From the Start menu, select Programs or All Programs > Samsung
Printers > Uninstall Samsung Printer Software.
2 Follow the instructions in the installation window.
3 Insert the software CD into your CD-ROM drive and install the driver
again (see "Installing the driver locally" on page 28).
2. Menu Overview and
Basic Setup
This chapter provides information about the overall menu structure and the basic setup options.
• Menu overview 31
• Media and tray 38
• Basic printing 50
• Basic copying 56
• Basic scanning 61
• Basic faxing 62
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Menu overview
The control panel provides access to various menus to set up the machine or use
the machine’s functions.
• This function is not supported for M207x series (see "Control panel
overview" on page 23).
• Some menus may not appear on the display depending on options or
models. If so, it is not applicable to your machine.
• Some menu names may differ from your machine depending on its
options or the models.
• The menus are described in the Advanced Guide (see "Useful Setting
Menus" on page 178).
1
Accessing the menu
1 Select the Fax, Copy, or Scan button on the control panel depending on
the feature to be used.
2 Select (Menu) until the menu you want appears on the bottom line
of the display and press OK.
3 Press the arrows until the needed menu item appears and press OK.
4 If the setting item has sub menus, repeat step 3.
5 Press OK to save the selection.
6 Press (Stop/Clear) to return to the ready mode.
Items Options
Fax Feature
(M207xF series,
M207xFW series)
Darkness Normal
Dark+1- Dark+5
Light+5- Light+1
Resolution Standard
Fine
Super Fine
Photo Fax
Color Fax
Original Size
Multi Send
Delay Send
Priority Send
Send Forward Forward to Fax
Rcv.Forward Forward to Fax
Forward to PC
Forward & Print
Secure Receive Off
On
Print
Menu overview
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Fax Feature
(Continue)
Add Page
Cancel Job
Fax Setup
(M207xF
series,M207xFW
series)
Sending Redial Times
Redial Term
Prefix Dial
ECM Mode
Fax Confirm
Image TCR
Dial Modea
Items Options
Fax Setup
(Continue)
Receiving Receive Mode
Ring To Answer
Stamp RCV Name
RCV Start Code
Auto Reduction
Discard Size
Junk Fax Setup
DRPD Modea
Change Default Resolution
Darkness
Original Size
Manual TX/RX
Manual TX/RX On
Off
Copy Feature Original Size
Reduce/Enlarge
Darkness Normal
Dark+1- Dark+5
Light+5- Light+1
Items Options
Menu overview
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Copy Feature
(Continue)
Original Type Text
Text/Photo
Photo
Collation On
Off
Layout Normal
2-Up
4-Up
ID Copy
Adjust Bkgd. Off
Auto
Enhance Lev.1
Enhance Lev.2
Erase Lev.1- Erase Lev.4
Copy Setup Change Default Original Size
Copies
Reduce/Enlarge
Darkness
Original Type
Collation
Items Options
System Setup Machine Setup Machine ID
Fax Number
Date & Time
Clock Mode
Language
Default Mode
Power Save
Auto Power Off
Wakeup Event
System Timeout
Job Timeout
Altitude Adj.
Auto Continueb
Paper Substit.b
Toner Save
Eco Settings
Paper Setup Paper Size
Paper Type
Margin
Items Options
Menu overview
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System Setup
(Continue)
Sound/Volume Key Sound
Alarm Sound
Speaker
Ringer
Report Configuration
Demo Page
Supplies Info.
Usage Counter
Fax Received
Fax Sent
Schedule Jobs
Fax Confirm.
Junk Fax
Address Book
Maintenance CLR Empty Msg.c
Supplies Life
Image Mgr.
TonerLow Alert
Serial Number
Items Options
Network c
(M207xF series,
M207xFW series)
TCP/IP (IPv4) DHCP
BOOTP
Static
TCP/IP (IPv6) IPv6 Protocol
DHCPv6 Config
Ethernet Ethernet Port
Ethernet Speed
Wi-Fi Wi-Fi ON/OFF
WPS
Wi-Fi Direct
Wi-Fi Signal
WLAN Default
Protocol Mgr. HTTP
WINS
SNMPv1/v2t
UPnP(SSDP)
mDNS
SetIP
SLP
Network Conf.
Items Options
Menu overview
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Network
(Continue)
Clear Settings
a. This option may not be available depending on your country.
b. This option only appears if Paper Mismatch is enabled.
c. This option only appears when small amount of toner is left in the cartridge.
Items Options
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Machine’s basic settings
You can set the machine’s settings by using the Device Settings in
Samsung Easy Printer Manager program.
• For Windows and Mac users, you set from Samsung Easy Printer
Manager > (Switch to advanced mode) > Device Settings, see
"Device Settings" on page 246.
After installation is complete, you may want to set the machine's default
settings.
To change the machine’s default settings, follow these steps:
It may be necessary to press OK to navigate to lower-level menus for some
models.
1 Select (Menu) > System Setup > Machine Setup on the control
panel.
2 Select the option you want, then press OK.
• Language: change the language that is displayed on the control
panel.
• Date & Time: When you set the time and date, they are used in delay
fax. They are printed on reports. If, however, they are not correct, you
need to change it for the correct time being.
Enter the correct time and date using arrows or numeric keypad (see
"Keypad letters and numbers" on page 197).
• Month = 01 to 12
• Day = 01 to 31
• Year = requires four digits
• Hour = 01 to 12
• Minute = 00 to 59
• Clock Mode: You can set your machine to display the current time
using either a 12-hour or 24-hour format.
• Power Save: When you are not using the machine for a while, use
this feature to save power.
When you press the (Power/Wakeup) button, start printing, or a fax is
received, the product will wake up from the power saving mode.
• Altitude Adj.: Print quality is affected by atmospheric pressure,
which atmospheric pressure is determined by the height of the
machine above sea level. Before you set the altitude value,
determine the altitude where you are (see "Altitude adjustment" on
page 194).
3 Select the option you want, then press OK.
4 Press OK to save the selection.
Machine’s basic settings
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5 Press (Stop/Clear) button to return to ready mode.
Refer to below links to set other settings useful for using the machine.
• See "Entering various characters" on page 197.
• See "Keypad letters and numbers" on page 197.
• See "Setting the paper size and type" on page 45.
• See "Setting up the fax address book" on page 198.
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Media and tray
This chapter provides information on how to load print media into your
machine.
• Using print media that does not meet these specifications may cause
problems or require repairs. Such repairs are not covered by Samsung’s
warranty or service agreements.
• Make sure not to use the inkjet photo paper with this machine. It could
cause damage to the machine.
• Using inflammable print media can cause a fire.
• Use designated print media (see "Print media specifications" on page
106).
The use of inflammable media or foreign materials left in the printer may
lead to overheating of the unit and, in rare cases may cause a fire.
2
Tray overview
To change the size, you need to adjust the paper guides.
1 Paper width guide
2 Tray
Illustrations on this user’s guide may differ from your machine depending
on its options or models. Check your machine type (see "Front view" on
page 20).
If you do not adjust the guide, it may cause paper registration, image skew,
or jamming of the paper.
2
1
Media and tray
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3
Loading paper in the tray
Illustrations on this user’s guide may differ from your machine depending
on its options or models. Check your machine type (see "Front view" on
page 20).
1 Open the tray. Then, adjust the tray size to the media size you are loading
(see "Tray overview" on page 38).
2 Flex or fan the edge of the paper stack to separate the pages before
loading papers.
3 Place the paper with the side you want to print facing up.
1
2
Media and tray
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• Do not push the paper width guide too far causing the media to warp.
• Do not use a paper with a leading-edge curl, it may cause a paper jam or
the paper can be wrinkled.
• If you do not adjust the paper width guide, it may cause paper jams.
4 Squeeze the paper width guide and slide it to the edge of the paper stack
without causing it to bend.
5 When you print a document, set the paper type and size for the tray (see
"Setting the paper size and type" on page 45).
Media and tray
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4
Manual feeding in the tray
The tray can hold special sizes and types of print material, such as postcards,
note cards, and envelopes (see "Print media specifications" on page 106).
To feed manually in the tray, click the below:
See "Loading paper in the tray" on page 39.
Tips on using the manual feeding in tray
• If you select Paper > Source > Manual Feeder from your printer driver,
you need to press OK each time you print a page.
• Load only one type, size and weight of print media at time in the in the
tray.
• To prevent paper jams, do not add paper while printing when there is still
paper in the tray.
• Print media should be loaded face up with the top edge going into the
tray first and be placed in the center of the tray.
• To ensure printing quality and to prevent paper jams, only load the
available paper (see "Print media specifications" on page 106).
• Flatten any curl on postcards, envelopes, and labels before loading them
into the in the tray.
• When printing on special media, you must follow the loading guidelines
(see "Printing on special media" on page 41).
5
Printing on special media
The table below shows the special media usable in tray.
To change the paper setting set in the machine, set the paper type from the
Printing preferences window > Paper tab > Paper Type (see "Opening
printing preferences" on page 52).
• When using special media, we recommend you feed one sheet at a time
(see "Print media specifications" on page 106).
• Illustrations on this user’s guide may differ from your machine
depending on its options or models. Check your machine type (see
"Front view" on page 20).
To see for paper weights for each sheet, refer to "Print media specifications" on
page 106.
Types Traya
Plain ●
Thick ●
Thin ●
Bond ●
Color ●
Media and tray
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(●: Supported, Blank: Not supported)
Envelope
Printing successfully on envelopes depends upon the quality of the envelopes.
To print an envelope, place it as shown in the following figure.
• When selecting envelopes, consider the following factors:
- Weight: should not exceed 90 g/m2 otherwise; jams may occur.
- Construction: should lie flat with less than 6 mm curl and should not
contain air.
- Condition: should not be wrinkled, nicked, nor damaged.
- Temperature: should resist the heat and pressure of the machine
during operation.
• Use only well-constructed envelopes with sharp and well-creased folds.
• Do not use stamped envelopes.
• Do not use envelopes with clasps, snaps, windows, coated lining, selfadhesive
seals, or other synthetic materials.
• Do not use damaged or poorly made envelopes.
CardStock ●
Labels ●
Envelope ●
Preprinted ●
Cotton ●
Recycled ●
Archive ●
a. The paper types available manual feeding in tray.
Types Traya
Media and tray
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• Be sure the seam at both ends of the envelope extends all the way to the
corner of the envelope.
1 Acceptable
2 Unacceptable
• Envelopes with a peel-off adhesive strip or with more than one flap that
folds over to seal must use adhesives compatible with the machine’s fusing
temperature for 0.1 second about 170°C (338 °F). The extra flaps and strips
might cause wrinkling, creasing, or jams, and may even damage the fuser.
• For the best print quality, position margins no closer than 15 mm from the
edges of the envelope.
• Avoid printing over the area where the envelope’s seams meet.
Labels
To avoid damaging the machine, use only labels designed for use in laser
printers.
• When selecting labels, consider the following factors:
- Adhesives: Should be stable at your machine’s fusing temperature
about 170°C (338°F).
- Arrangement: Only use labels with no exposed backing between them.
Labels can peel off sheets that have spaces between the labels, causing
serious jams.
- Curl: Must lie flat with no more than 13 mm of curl in any direction.
- Condition: Do not use labels with wrinkles, bubbles, or other
indications of separation.
• Make sure that there is no exposed adhesive material between labels.
Exposed areas can cause labels to peel off during printing, which can cause
paper jams. Exposed adhesive can also cause damage to machine
components.
Media and tray
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• Do not run a sheet of labels through the machine more than once. The
adhesive backing is designed for only a single pass through the machine.
• Do not use labels that are separating from the backing sheet or are wrinkled,
bubbled, or otherwise damaged.
Card stock/ Custom-sized paper
• In the software application, set the margins to at least 6.4 mm (0.25 inches)
away from the edges of the material.
Preprinted paper
When loading preprinted paper, the printed side should be facing up with an
uncurled edge at the front. If you experience problems with paper feeding, turn
the paper around. Note that print quality is not guaranteed.
• Must be printed with heat-resistant ink that will not melt, vaporize, or
release hazardous emissions when subjected to the machine’s fusing
temperature for 0.1 second (about 170°C (338°F)).
• Preprinted paper ink must be non-flammable and should not adversely
affect machine rollers.
• Before you load preprinted paper, verify that the ink on the paper is dry.
During the fusing process, wet ink can come off preprinted paper, reducing
print quality.
Media and tray
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6
Setting the paper size and type
After loading paper in the paper tray, set the paper size and type using the
control panel buttons.
To change the paper setting set in the machine, set the paper type from the
Printing preferences window > Paper tab > Paper Type (see "Opening
printing preferences" on page 52).
It may be necessary to press OK to navigate to lower-level menus for some
models.
1 Select (Menu) button on the control panel.
2 Press System Setup > Paper Setup > Paper Size or Paper Type.
3 Select the tray and the option you want.
4 Press OK to save the selection.
5 Press (Stop/Clear) to return to ready mode.
If you want to use special-sized paper such as billing paper, select the Paper
tab > Size > Edit... and set Custom Paper Size Settings in the Printing
Preferences (see "Opening printing preferences" on page 52).
7
Using the output support
The surface of the output tray may become hot if you print a large number
of pages at once. Make sure that you do not touch the surface, and do not
allow children near it.
The printed pages stack on the output support, and the output support will help
the printed pages to align. The printer sends output to the output tray by
default.
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Illustrations on this user’s guide may differ from your machine depending
on its options or models. Check your machine type (see "Front view" on
page 20).
8
Preparing originals
• Do not load paper smaller than 142 x 148 mm (5.6 x 5.8 inches) or larger than
216 x 356 mm (8.5 x 14 inches).
• Do not attempt to load the following s of paper, in order to prevent paper
jam, low print quality and machine damage.
- Carbon-paper or carbon-backed paper
- Coated paper
- Onion skin or thin paper
- Wrinkled or creased paper
- Curled or rolled paper
- Torn paper
• Remove all staples and paper clips before loading.
• Make sure any glue, ink, or correction fluid on the paper is completely dry
before loading.
• Do not load originals that include different sizes or weights of paper.
• Do not load booklets, pamphlets, transparencies, or documents with other
unusual characteristics.
Media and tray
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9
Loading originals
You can use the scanner glass or the document feeder to load an original for
copying, scanning, and sending a fax.
Illustrations on this user’s guide may differ from your machine depending
on its options or models. Check your machine type (see "Front view" on
page 20).
On the scanner glass
Using the scanner glass, you can copy or scan originals. You can get the best
scan quality, especially for colored or gray-scaled images. Make sure that no
originals are in the document feeder. If an original is detected in the document
feeder, the machine gives it priority over the original on the scanner glass.
1 Lift and open the scanner lid.
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2 Place the original face down on the scanner glass. Align it with the
registration guide at the top left corner of the glass.
3 Close the scanner lid.
• Leaving the scanner lid open while copying may affect copy quality and
toner consumption.
• Dust on the scanner glass may cause black spots on the printout. Always
keep it clean (see "Cleaning the machine" on page 77).
• If you are copying a page from a book or magazine, lift the scanner lid
until its hinges are caught by the stopper and then close the lid. If the
book or magazine is thicker than 30 mm, start copying with the scanner
lid open.
• Be careful not to break the scanner glass. You may get hurt.
• Do not put hands while closing the scanner lid. The scanner lid may fall
on your hands and get hurt.
• Do not look the light from inside of the scanner while copying or
scanning. It is harmful to eyes.
In the document feeder
Using the document feeder, you can load up to 40 sheets of paper (80 g/m2, 20
lbs bond) for one job.
1 Flex or fan the edge of the paper stack to separate the pages before
loading originals.
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2 Load the original face up into the document feeder input tray. Make sure
that the bottom of the original stack matches the paper size marked on
the document input tray.
3 Adjust the document feeder width guides to the paper size.
Dust on the document feeder glass may cause black lines on the printout.
Always keep the glass clean (see "Cleaning the machine" on page 77).
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Basic printing
For special printing features, refer to the Advanced Guide (see "Using
advanced print features" on page 204).
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Printing
If you are a Mac or Linux operating systems user, refer to the Advanced
Guide (see "Mac printing" on page 212 or "Linux printing" on page 214).
The following Printing Preferences window is for Notepad in Windows 7.
1 Open the document you want to print.
2 Select Print from the File menu.
3 Select your machine from the Select Printer list.
4 The basic print settings including the number of copies and print range
are selected within the Print window.
To take advantage of the advanced printing features, click Properties or
Preferences from the Print window (see "Opening printing preferences" on
page 52).
5 To start the print job, click OK or Print in the Print window.
Basic printing
2. Menu Overview and Basic Setup 51
11
Canceling a print job
If the print job is waiting in the print queue or print spooler, cancel the job as
follows:
• You can access this window by simply double-clicking the machine icon
( ) in the Windows task bar.
• You can also cancel the current job by pressing (Stop/Clear) on the
control panel.
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Opening printing preferences
• The Printing Preferences window that appears in this user’s guide may
differ depending on the machine in use.
• When you select an option in Printing Preferences, you may see a
warning mark or . An mark means you can select that certain
option but it is not recommended, and an mark means you cannot
select that option due to the machine’s setting or environment.
1 Open the document you want to print.
2 Select Print from the file menu. The Print window appears.
3 Select your machine from the Select Printer.
4 Click Properties or Preferences.
You can check the machine’s current status pressing the Printer Status
button (see "Using Samsung Printer Status" on page 247).
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Using a favorite setting
The Presets option, which is visible on each preferences tab except for the
Samsung tab, allows you to save the current preferences for future use.
To save a Presets item, follow these steps:
1 Change the settings as needed on each tab.
2 Enter a name for the item in the Presets input box.
3 Click (Add). When you save Presets, all current driver settings are
saved.
Select more options and click (Update), settings will be added to the
Presets you made. To use a saved setting, select it from the Presets dropdown
list. The machine is now set to print according to the settings you
have selected.To delete saved settings, select it from the Presets dropdown
list and click (Delete).
You can also restore the printer driver’s default settings by selecting
Default Preset from the Presets drop-down list.
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Using help
Click the option you want to know on the Printing Preferences window and
press F1 on your keyboard.
Basic printing
2. Menu Overview and Basic Setup 54
14
Eco printing
The Eco function cuts toner consumption and paper usage. The Eco function
allows you to save print resources and lead you to eco-friendly printing.
If you press the Eco button from the control panel, eco mode is enabled. The
default setting of Eco mode is Multiple Pages per Side (2) and Toner Save.
Setting Eco mode on the control panel
If your has machine for +/- buttons on the control panel or the machine is
not supported network (see "Control panel overview" on page 23):
You can set the machine’s settings by using the Device Settings in
Samsung Easy Printer Manager program.
• For Windows and Mac users, see "Device Settings" on page 246.
• Accessing menus may differ from model to model (see "Accessing the
menu" on page 31).
• It may be necessary to press OK to navigate to lower-level menus for
some models.
1 Select (Menu) > System Setup > Machine Setup > Eco Settings on
the control panel.
2 Select the option you want and press OK.
• Default Mode: Select this to turn on or off the eco mode. (Toner
save/2-up)
- Off: Set the eco mode off.
- On: Set the eco mode on.
If you set the eco mode on with a password from the SyncThru™ Web
Service (Settings tab > Machine Settings > System > Eco > Settings) or
Samsung Easy Printer Manager (Device Settings > Eco), the On force
message appears. You have to enter the password to change the eco mode
status.
• Select Temp.: Follow the settings from Syncthru™ Web Service or
Samsung Easy Printer Manager. Before you select this item, you must
set the eco function in SyncThru™ Web Service (Settings tab >
Machine Settings > System > Eco > Settings) or Samsung Easy
Printer Manager (Device Settings > Eco).
- Default Eco: The machine is set to Default Eco mode.
- Custom Eco: Change any necessary values.
3 Press OK to save the selection.
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Setting eco mode on the driver
Open the Eco tab to set Eco mode. When you see the eco image ( ), that
means the eco mode is currently enabled.
Eco options
• Printer Default: Follows the settings from the machine's control panel.
• None: Disables Eco mode.
• Eco Printing: Enables eco mode. Activate the various Eco items you want to
use.
• Password: If the administrator fixed to enable the Eco mode, you have to
enter the password to change the status.
Result simulator
Result Simulator shows the results of reduced emission of carbon dioxide, used
electricity, and the amount of saved paper in accordance with the settings you
selected.
• The results are calculated on the basis that the total number of printed
paper is one hundred without a blank page when the Eco mode is disabled.
• Refers to the calculation coefficient about CO2, energy, and paper from IEA,
the index of Ministry of Internal Affairs and Communication of Japan and
www.remanufacturing.org.uk. Each model has a different index.
• The power consumption in printing mode refers to the average printing
power consumption of this machine.
• The actual amount displayed is only an estimate as the actual amount may
differ depending on the operating system used, computing performance,
application software, connection method, media type [thickness], media
size, job complexity, etc.
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Basic copying
• For special printing features, refer to the Advanced Guide (see "Copy
menu" on page 180).
• Accessing menus may differ from model to model (see "Accessing the
menu" on page 31 or "Control panel overview" on page 23).
• Depending on models or options, some menus may not be supported
(see "Features by models" on page 7).
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Basic copy
1 Select (copy) > (Menu) > Copy Feature on the control panel.
Or select (Menu) > Copy Feature on the control panel.
2 Place a single document (see "Loading originals" on page 47).
3 If you want to customize the copy settings including Reduce/Enlarge,
Darkness, Original, and more by using the control panel buttons (see
"Changing the settings for each copy" on page 57).
4 Enter the number of copies using the arrow or number keypad, if
necessary.
5 Press (Start).
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If you need to cancel the copying job during the operation, press (Stop/
Clear) and the copying will stop.
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Changing the settings for each copy
Your machine provides default settings for copying so that you can quickly and
easily make a copy. However, if you want to change the options for each copy,
use the copy function buttons on the control panel.
• If you press (Stop/Clear) while setting the copy options, all of the
options you have set for the current copy job will be canceled and
returned to their default status. Or, they will automatically return to their
default status after the machine completes the copy in progress.
• Accessing menus may differ from model to model (see "Accessing the
menu" on page 31).
• It may be necessary to press OK to navigate to lower-level menus for
some models.
Darkness
If you have an original containing faint marking and dark images, you can adjust
the brightness to make a copy that is easier to read.
1 Select (copy) > (Menu) > Copy Feature > Darkness on the
control panel.
Or select Darkness button on the control panel.
2 Select the option you want and press OK.
For example, the Light+5 being the lightest, and the Dark+5 being the
darkest.
3 Press (Stop/Clear) to return to ready mode.
Original
The original setting is used to improve the copy quality by selecting the
document for the current copy job.
1 Select (copy) > (Menu) > Copy Feature > Original Type on the
control panel.
Or select (Menu) > Copy Feature > Original Type on the control
panel.
2 Select the option you want and press OK.
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• Text: Use for originals containing mostly text.
• Text/Photo: Use for originals with mixed text and photographs.
If texts in the printout is blurry, select Text to get the clear texts.
• Photo: Use when the originals are photographs.
3 Press (Stop/Clear) to return to ready mode.
Reduced or enlarged copy
You can reduce or enlarge the size of a copied image from 25% to 400% when
you copy original documents from the scanner glass.
• This feature may not be available depending on model or optionalgoods
(see "Variety feature" on page 9).
• If the machine set to Eco mode, reduce and enlarge features are
notavailable.
To select from the predefined copy sizes
1 Select (copy) > (Menu) > Copy Feature > Reduce/Enlarge on
the control panel.
Or select (Menu) > Copy Feature > Reduce/Enlarge on the control
panel.
2 Select the option you want and press OK.
3 Press (Stop/Clear) to return to ready mode.
To scale the copy by directly entering the scale rate
1 Select (copy) > (Menu) > Copy Feature > Reduce/Enlarge >
Custom on the control panel.
Or select (Menu) > Copy Feature > Reduce/Enlarge on the control
panel.
2 Enter the copy size you want using the numeric keypad.
3 Press OK to save the selection.
4 Press (Stop/Clear) to return to ready mode.
When you make a reduced copy, black lines may appear at the bottom of
your copy.
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ID card copying
Your machine can print 2-sided originals on one sheet.
The machine prints one side of the original on the upper half of the paper and
the other side on the lower half without reducing the size of the original. This
feature is helpful for copying a small-sized item such as business card.
• The original must be placed on the scanner glass to use this feature.
• If the machine set to Eco mode, this feature is not available.
• For better image quality, Select (copy) > (Menu) > Copy
Feature > Original Type > Photo on the control panel or (Menu) >
Copy Feature > Original Type > Photo.
1 Press ID Copy on the control panel.
2 Place the front side of an original facing down on the scanner glass
where arrows indicate as shown. Then, close the scanner lid.
3 Place Front Side and Press [Start] appears on the display.
4 Press Start.
Your machine begins scanning the front side and shows Place Back Side
and Press [Start].
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5 Turn the original over and place it on the scanner glass where arrows
indicate as shown. Then, close the scanner lid.
6 Press Start.
• If you do not press the (Start) button, only the front side will be
copied.
• If the original is larger than the printable area, some portions may not be
printed.
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Basic scanning
For special scanning features, refer to the Advanced Guide (see "Scan
features" on page 216).
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Basic Scanning
This is the normal and usual procedure for scanning originals.
This is a basic scanning method for USB-connected machine.
• It may be necessary to press OK to navigate to lower-level menus for
some models.
• If you want to scan using the network, refer to the Advanced Guide (see
"Scanning from network connected machine" on page 217).
1 Place a single document face down on the document glass, or load the
documents face up into the document feeder (see "Loading originals" on
page 47).
2 Select (scan) > Scan to PC on the control panel.
OR
Press Scan to on the control panerl.
If you see Not Available message, check the port connection, or select
Enable Scan from Device Panel in Samsung Easy Printer Manager >
Switch to advanced mode > Scan to PC Settings.
3 Select the scan destination you want and press OK.
Default setting is My Documents.
• You can create and save the frequently used settings as a profile list. Also
you can add and delete the profile and save each profile to a different
path.
• To change the Samsung Easy Printer Manager > Switch to
advanced mode > Scan to PC Settings.
4 Select the option you want and press OK.
5 Scanning begins.
Scanned image is saved in computer’s C:\Users\users name\My
Documents. The saved folder may differ, depending on your operating
system or the application you are using.
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Basic faxing
• This function is not supported for M207x series (see "Control panel
overview" on page 23).
• For special faxing features, refer to the Advanced Guide (see "Fax
features" on page 225).
• You cannot use this machine as a fax via the internet phone. For more
information ask your internet service provider.
• We recommend using traditional analog phone services (PSTN: Public
Switched Telephone Network) when connecting telephone lines to use
a fax machine. If you use other Internet services (DSL, ISDN, VolP), you can
improve the connection quality by using the Micro-filter. The Micro-filter
eliminates unnecessary noise signals and improves connection quality or
Internet quality. Since the DSL Micro-filter is not provided with the
machine, contact your Internet service provider for use on DSL Microfilter.
1 Line port
2 Micro filter
3 DSL modem / Telephone line
(see "Rear view" on page 22).
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Preparing to fax
Before you send or receive a fax, you need to connect the supplied line cord to
your telephone wall jack (see "Rear view" on page 22). Refer to the Quick
Installation Guide how to make a connection. The method of making a
telephone connection is different from one country to another.
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Sending a fax
When you place the originals, you can use either the document feeder or
the scanner glass. If the originals are placed on both the document feeder
and the scanner glass, the machine will read the originals on the document
feeder first, which has higher priority in scanning.
1 Place a single document face down on the document glass, or load the
documents face up into the document feeder (see "Loading originals" on
page 47).
2 Select (fax) on the control panel.
3 Adjust the resolution and the darkness to suit your fax needs (see
"Adjusting the document settings" on page 64).
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4 Enter the destination fax number (see "Keypad letters and numbers" on
page 197).
5 Press (Start) on the control panel. The machine starts to scan and
send the fax to the destinations.
• If you want to send a fax directly from your computer, use Samsung
Network PC Fax (see "Sending a fax in the computer" on page 226).
• When you want to cancel a fax job, press (Stop/Clear) before the
machine starts transmission.
• If you used the scanner glass, the machine shows the message asking to
place another page.
Sending a fax manually
Perform the following to send a fax using (On Hook Dial) on the control
panel.
1 Place a single document face down on the document glass, or load the
documents face up into the document feeder (see "Loading originals" on
page 47).
2 Select (fax) on the control panel.
3 Adjust the resolution and the darkness to suit your fax needs (see
"Adjusting the document settings" on page 64).
4 Press (On Hook Dial) on the control panel.
5 Enter a fax number using the number keypad on the control panel.
6 Press (Start) on the control panel when you hear a high-pitched fax
signal from the remote fax machine.
Sending a fax to multiple destinations
You can use the multiple send feature, which allows you to send a fax to multiple
locations. Originals are automatically stored in memory and sent to a remote
station. After transmission, the originals are automatically erased from memory.
You cannot send faxes with this feature if you chosen super fine as an option
or if the fax is in color.
1 Place a single document face down on the document glass, or load the
documents face up into the document feeder (see "Loading originals" on
page 47).
2 Select (fax) on the control panel.
3 Adjust the resolution and the darkness to suit your fax needs (see
"Adjusting the document settings" on page 64).
4 Select (Menu) > Fax Feature > Multi Send on the control panel.
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5 Enter the number of the first receiving fax machine and press OK.
You can press speed dial numbers or select a group dial number using
the (Address book) button.
6 Enter the second fax number and press OK.
The display asks you to enter another fax number to send the document.
7 To enter more fax numbers, press OK when Yes appears and repeat
steps 5 and 6.
• You can add up to 10 destinations.
• Once you have entered a group dial number, you cannot enter another
group dial number.
8 When you have finished entering fax numbers, select No at the Another
No.? prompt and press OK.
The machine begins sending the fax to the numbers you entered in the
order in which you entered them.
Multi send report is printed after sending faxes.
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Receiving a fax
Your machine is preset Fax mode at the factory. When you receive a fax, the
machine answers the call on a specified number of rings and automatically
receives the fax.
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Adjusting the document settings
Before starting a fax, change the following settings according to your original’s
status to get the best quality.
It may be necessary to press OK to navigate to lower-level menus for some
models.
Resolution
The default document settings produce good results when using typical textbased
originals. However, if you send originals that are of poor quality, or
contain photographs, you can adjust the resolution to produce a higher quality
fax. 
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1 Select (fax) > (Menu) > Fax Feature > Resolution on the control
panel.
2 Select the option you want and press OK.
• Standard: Originals with normal sized characters.
• Fine: Originals containing small characters or thin lines or originals
printed using a dot-matrix printer.
• Super Fine: Originals containing extremely fine detail. Super Fine
mode is enabled only if the machine with which you are
communicating also supports the Super Fine resolution.
• For memory transmission, Super Fine mode is not available. The
resolution setting is automatically changed to Fine.
• When your machine is set to Super Fine resolution and the fax machine
with which you are communicating does not support Super Fine
resolution, the machine transmits using the highest resolution mode
supported by the other fax machine.
• Photo Fax: Originals containing shades of gray or photographs.
• Color Fax: Original with colors.
• Memory transmission is not available in this mode.
• You can only send a color fax if the machine you are communicating with
supports color fax reception and you send the fax manually.
3 Press (Stop/Clear) to return to ready mode.
Darkness
You can select the degree of darkness of the original document.
The darkness setting is applied to the current fax job. To change the default
setting (see "Fax menu" on page 182).
1 Select (fax) > (Menu) > Fax Feature > Darkness on the control
panel.
2 Select a darkness level you want.
3 Press (Stop/Clear) to return to ready mode.
3. Maintenance
This chapter provides information about purchasing supplies, accessories and maintenance parts available for your
machine.
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• Setting the toner low alert 76
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• Tips for moving & storing your machine 83
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Ordering supplies and accessories
Available accessories may differ from country to country. Contact your sales representatives to obtain the list of available supplies, and maintenance parts.
To order Samsung-authorized supplies, accessories, and maintenance parts, contact your local Samsung dealer or the retailer where you purchased your machine.
You can also visit www.samsung.com/supplies, and then select your country/region to obtain the contact information for service.
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Available supplies
When supplies reach the end of their life spans, you can order the followings of supplies for your machine:
Depending on the options, percentage of image area and job mode used, the toner cartridge’s lifespan may differ.
When purchasing new toner cartridges or other supplies, these must be purchased in the same country as the machine you are using. Otherwise, new toner
cartridges or other supplies will be incompatible with your machine due to different configurations of toner cartridges and other supplies according to the specific
country conditions.
Samsung does not recommend using non-genuine Samsung toner cartridge such as refilled or remanufactured toner. Samsung cannot guarantee non-genuine
Samsung toner cartridge's quality. Service or repair required as a result of using non-genuine Samsung toner cartridges will not be covered under the machine’s
warranty.
Type Average yielda
a. Declared yield value in accordance with ISO/IEC 19752. The number of pages may be affected by operating environment, printing interval, graphics, media type and media size.
Part name
Toner cartridge Approx. 1,000 pages MLT-D111S
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Storing the toner cartridge
Toner cartridges contain components that are sensitive to light, temperature
and humidity. Samsung suggests users follow these recommendations to
ensure optimal performance, highest quality, and longest life from your new
Samsung toner cartridge.
Store this cartridge in the same environment in which the printer will be used.
This should be in controlled temperature and humidity conditions. The toner
cartridge should remain in its original and unopened package until installation
– if original packaging is not available, cover the top opening of the cartridge
with paper and store in a dark cabinet.
Opening the cartridge package prior to use dramatically shortens its useful shelf
and operating life. Do not store on the floor. If the toner cartridge is removed
from the printer, follow the instructions below to store the toner cartridge
properly.
• Store the cartridge inside the protective bag from the original package.
• Store lying flat (not standing on end) with the same side facing up as if it
were installed in the machine.
• Do not store consumables in any of the following conditions:
- Temperature greater than 40°C (104°F).
- Humidity range less than 20% or greater than 80%.
- An environment with extreme changes in humidity or temperature.
- Direct sunlight or room light.
- Dusty places.
- A car for a long period of time.
- An environment where corrosive gases are present.
- An environment with salty air.
1
Handling instructions
• Do not touch the surface of the photoconductive drum in the cartridge.
• Do not expose the cartridge to unnecessary vibrations or shock.
• Never manually rotate the drum, especially in the reverse direction; this can
cause internal damage and toner spillage.
2
Toner cartridge usage
Samsung Electronics does not recommend or approve the use of non-Samsung
brand toner cartridges in your printer including generic, store brand, refilled, or
remanufactured toner cartridges.
Samsung’s printer warranty does not cover damage to the machine caused
by the use of a refilled, remanufactured, or non-Samsung brand toner
cartridges.
Storing the toner cartridge
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3
Estimated cartridge life
Estimated cartridge life (the life of the toner cartridge yield) depends on the
amount of toner that print jobs require. The actual print yield may vary
depending on the print density of the pages you print on, operating
environment, percentage of image area, printing interval, media type and/or
media size. For example, if you print a lot of graphics, the consumption of the
toner is higher and you may need to change the cartridge more often.
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Redistributing toner
When the toner cartridge is near the end of its life:
• White streaks or light printing occurs and/or density variation side to side.
• The Status LED blinks red.
If this happens, you can temporarily improve print quality by redistributing the remaining toner in the cartridge. In some cases, white streaks or light printing will still
occur even after you have redistributed the toner.
Illustrations in this user’s guide may differ from your machine depending on the model and options installed. Check your machine type (see "Front view" on page 20).
• To prevent damage to the toner cartridge, do not expose it to light for more than a few minutes. Cover it with a piece of paper, if necessary.
• Do not touch the green area of the toner cartridge. Use the handle on the cartridge to avoid touching this area.
• Do not use sharp objects such as a knife or scissors to open the toner cartridge package. They might scratch the drum of the cartridge.
• If toner gets on your clothing, wipe it off with a dry cloth and wash clothing in cold water. Hot water sets toner into fabric.
• When opening a scan unit, hold the document feeder and scan unit together.
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Replacing the toner cartridge
4
Toner cartridge
 Click this link to open an animation about replacing a toner cartridge.
• Shake the toner cartridge thoroughly, it will increase the initial print quality.
• Illustrations in this user’s guide may differ from your machine depending on the model and options installed. Check your machine type (see "Front view" on page
20).
• To prevent damage to the toner cartridge, do not expose it to light for more than a few minutes. Cover it with a piece of paper, if necessary.
• Do not touch the green area of the toner cartridge. Use the handle on the cartridge to avoid touching this area.
• Do not use sharp objects such as a knife or scissors to open the toner cartridge package. They might scratch the drum of the cartridge.
• If toner gets on your clothing, wipe it off with a dry cloth and wash clothing in cold water. Hot water sets toner into fabric.
• When opening a scan unit, hold the document feeder and scan unit together.
When a toner cartridge has reached the end of life, the machine will stop printing.
Replacing the toner cartridge
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Monitoring the supplies life
If you experience frequent paper jams or printing problems, check the number of pages the machine has printed or scanned. Replace the corresponding parts, if
necessary.
1 Select (Menu) > System Setup > Report > Supplies Info. on the control panel.
2 Select the option you want and press OK.
• Total: Displays the total number of pages printed.
• ADF Scan: Displays the number of pages printed by using the document feeder.
• Platen Scan: Displays the number of pages scanned by using scanner glass.
• Supplies Info.: Prints the supply information page.
3 Press (Stop/Clear) to return to ready mode.
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Setting the toner low alert
If the amount of toner in the cartridge is low, a message or LED informing the user to change the toner cartridge appears. You can set the option for whether or not
this message or LED appears.
• Accessing menus may differ from model to model (see "Accessing the menu" on page 31).
• It may be necessary to press OK to navigate to lower-level menus for some models.
• You can set the machine’s settings by using the Device Settings in Samsung Easy Printer Manager program.
- For Windows and Mac users, you set from Samsung Easy Printer Manager > (Switch to advanced mode) > Device Settings.
1 Select (Menu) > System Setup > Maintenance > TonerLowAlert on the control panel.
2 Select the option you want.
3 Press OK to save the selection.
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Cleaning the machine
If printing quality problems occur or if you use your machine in a dusty environment, you need to clean your machine regularly to keep it in the best printing
condition and use your machine longer.
• Cleaning the cabinet of the machine with cleaning materials containing large amounts of alcohol, solvents, or other strong substances can discolor or distort the
cabinet.
• If your machine or the surrounding area is contaminated with toner, we recommend you use a cloth or tissue dampened with water to clean it. If you use a vacuum
cleaner, toner blows in the air and might be harmful to you.
5
Cleaning the outside
Clean the machine cabinet with a soft, lint-free cloth. Dampen the cloth slightly with water, but be careful not to let any water drip onto or into the machine.
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6
Cleaning the inside
During the printing process, paper, toner, and dust particles can accumulate inside the machine. This buildup can cause print quality problems, such as toner specks
or smearing. Cleaning the inside of the machine clears and reduces these problems.
• To prevent damage to the toner cartridge, do not expose it to light for more than a few minutes. Cover it with a piece of paper, if necessary.
• Do not touch the green area of the toner cartridge. Use the handle on the cartridge to avoid touching this area.
• Use a dry lint free cloth when cleaning the inside of the machine, be careful not to damage the transfer roller or any other inside parts. Do not use solvents such
as benzene or thinner. Printing quality problems can occur and cause damage to the machine.
• Use a dry lint-free cloth to clean the machine.
• Turn the machine off and unplug the power cord. Wait for the machine to cool down. If your machine has a power switch, turn the power switch off before
cleaning the machine.
• Illustrations in this user’s guide may differ from your machine depending on the model and options installed. Check your machine type (see "Front view" on page
20).
• When opening a scan unit, hold the document feeder and scan unit together.
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7
Cleaning the pickup roller
• Turn the machine off and unplug the power cord. Wait for the machine to cool down. If your machine has a power switch, turn the power switch off before
cleaning the machine.
• Illustrations on this user’s guide may differ from your machine depending on its options or models. Check your machine type (see "Front view" on page 20).
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8
Cleaning the scan unit
Keeping the scan unit clean helps ensure the best possible copies. We suggest that you clean the scan unit at the start of each day and during the day as needed.
• Turn the machine off and unplug the power cord. Wait for the machine to cool down. If your machine has a power switch, turn the power switch off before
cleaning the machine.
• Illustrations on this user’s guide may differ from your machine depending on its options or models. Check your machine type (see "Front view" on page 20).
1 Slightly dampen a soft, lint-free cloth or paper towel with water.
2 Lift and open the scanner lid.
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3 Wipe the surface of the scanner until it is clean and dry.
1 Scanner lid
2 Scanner glass
3 Document feeder glass
4 White Sheet
4 Close the scanner lid.
 1
 2
 4
 3
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Tips for moving & storing your machine
• When moving the machine, do not tilt or turn it upside down. Otherwise, the inside of the machine may be contaminated by toner, which can cause damage to
the machine or reduce print quality.
• When moving the machine, make sure at least two people are holding the machine securely. 
4. Troubleshooting
This chapter gives helpful information for what to do if you encounter an error.
• Tips for avoiding paper jams 85
• Clearing original document jams 86
• Clearing paper jams 91
• Understanding the status LED 95
• Understanding display messages 98
This chapter gives helpful information for what to do if you encounter an error. If your machine
has a display screen, check the message on the display screen first to solve the error.If you
cannot find a solution to your problem in this chapter, refer to the Troubleshooting chapter in
the Advanced Guide (see "Troubleshooting" on page 249).If you cannot find a solution in the
User's Guide or the problem persists, call for service. 
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Tips for avoiding paper jams
By selecting the correct media s, most paper jams can be avoided. To avoid paper jams, refer to the following guidelines:
• Ensure that the adjustable guides are positioned correctly (see "Tray overview" on page 38).
• Do not remove paper from the tray while your machine is printing.
• Flex, fan, and straighten paper before loading.
• Do not use creased, damp, or highly curled paper.
• Do not mix papers in a tray.
• Use only recommended print media (see "Print media specifications" on page 106).
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Clearing original document jams
When an original document jams in the document feeder, a warning message appears on the display.
To avoid tearing the document, remove the jammed document slowly and carefully.
To prevent document jams, use the scanner glass for thick, thin or mixed paper- originals.
Clearing original document jams
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1
Original paper jam in front of scanner
• Illustrations in this user’s guide may differ from your machine depending on the model and options installed. Check your machine type (see "Front view" on page
20).
• This troubleshooting may not be available depending on model or optional goods (see "Variety feature" on page 9).
Clearing original document jams
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2
Original paper jam inside of scanner
• Illustrations in this user’s guide may differ from your machine depending on the model and options installed. Check your machine type (see "Front view" on page
20).
• This troubleshooting may not be available depending on model or optional goods (see "Variety feature" on page 9).
Clearing original document jams
4. Troubleshooting 89
Clearing original document jams
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3
Original paper jam in exit area of scanner
• Illustrations in this user’s guide may differ from your machine depending on the model and options installed. Check your machine type (see "Front view" on page
20).
• This troubleshooting may not be available depending on model or optional goods (see "Front view" on page 20).
1 Remove any remaining pages from the document feeder.
2 Gently remove the jammed paper from the document feeder.
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Clearing paper jams
To avoid tearing the paper, pull the jammed paper out slowly and gently.
4
In tray
 Click this link to open an animation about clearing a jam.
Illustrations in this user’s guide may differ from your machine depending on the model and options installed. Check your machine type (see "Front view" on page 20).
Clearing paper jams
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5
Inside the machine
 Click this link to open an animation about clearing a jam.
• The fuser area is hot. Take care when removing paper from the machine.
• Illustrations in this user’s guide may differ from your machine depending on the model and options installed. Check your machine type (see "Front view" on page
20).
Clearing paper jams
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 2
1
Clearing paper jams
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If you do not see the paper in this area, stop and go to next step:
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Understanding the status LED
The color of the LED indicates the machine's current status.
• Some LEDs may not be available depending on model or country (see "Control panel overview" on page 23).
• To resolve the error, look at the error message and its instructions from the troubleshooting part (see "Understanding display messages" on page 98).
• If the problem persists, call a service representative.
Understanding the status LED
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LED Status Description
Status
Off The machine is off-line.
Green
Blinking When the backlight blinks, the machine is receiving or printing data.
On • The machine is on-line and can be used.
Red
Blinking
• A minor error has occurred and the machine is waiting for the error to be cleared. Check the display message. When the problem
is cleared, the machine resumes.
• Small amount of toner is left in the cartridge. The estimated cartridge lifea
 of toner is close. Prepare a new cartridge for
replacement. You may temporarily increase the printing quality by redistributing the toner (see "Redistributing toner" on page
71).b
On
• A toner cartridge has almost reached its estimated cartridge lifea
. It is recommended to replace the toner cartridge (see "Toner
cartridge" on page 73).
• The cover is opened. Close the cover.
• There is no paper in the tray when receiving or printing data. Load paper in the tray.
• The machine has stopped due to a major error. Check the display message (see "Understanding display messages" on page 98).
• A paper jam has occurred (see "Clearing paper jams" on page 91).
Blue
Blinking The machine is connecting to a wireless network.
On The machine is connected to a wireless network (see "Wireless network setup" on page 148).
Orange
Blinking Small amount of toner is left in the cartridge. The estimated cartridge lifea
 of toner is close. Prepare a new cartridge for
replacement.You may temporarily increase the printing quality by redistributing the toner (see "Redistributing toner" on page 71)
On A toner cartridge has almost reached its estimated cartridge lifea
. It is recommended to replace the toner cartridge (see "Toner
cartridge" on page 73).
Understanding the status LED
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(
Power/
Wakeup )
Blue
On The machine is in power save mode.
Off The machine is in ready mode or machine’s power is off.
Eco Green
On Eco mode is on.
The default setting of Eco mode is 2-up and toner save.
Off Eco mode is off.
a. Estimated cartridge life means the expected or estimated toner cartridge life, which indicates the average capacity of print-outs and is designed pursuant to ISO/IEC 19752. The number of pages
may be affected by operating environment, percentage of image area, printing interval, graphics, media and media size. Some amount of toner may remain in the cartridge even when red LED is
on and the printer stops printing.
b. Some LEDs may not be available depending on model or country (see "Control panel overview" on page 23).
LED Status Description
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Understanding display messages
Messages appear on the control panel display to indicate the machine’s status or errors. Refer to the tables below to understand the messages’ and their meaning,
and correct the problem, if necessary.
• If a message is not in the table, reboot the power and try the printing job again. If the problem persists, call a service representative.
• When you call for service, provide the service representative with the contents of display message.
• Some messages may not appear depending on the model and options installed.
• [error number] indicates the error number.
6
Paper Jam-related messages
Message Meaning Suggested solutions
Document jam.
Remove jam
The loaded original document has jammed in the document
feeder.
Clear the jam (see "Clearing original document jams" on page 86).
Jam or empty
Door open&close
• Paper has jammed in the paper feed area.
• There is no paper in tray.
• Clear the jam (see "In tray" on page 91).
• Load paper in tray (see "Loading paper in the tray" on page 39).
Paper Jam
inside machine
Paper has jammed in the inside machine. Clear the jam (see "Inside the machine" on page 92).
Understanding display messages
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7
Toner-related messages
Message Meaning Suggested solutions
Install Toner
Cartridge
A toner cartridge is not installed. Install a toner cartridge.
Not Compatible
Toner cartridge
The toner cartridge you have installed is not for your machine. Install a Samsung-genuine toner cartridge, designed for your
machine.
Prepare new cartridge Small amount of toner is left in the indicated cartridge. The
estimated cartridge life of toner is close.
Prepare a new cartridge for a replacement. You may temporarily
increase the printing quality by redistributing the toner (see
"Redistributing toner" on page 71).
Understanding display messages
4. Troubleshooting 100
Replace new cartridge The indicated toner cartridge has almost reached its estimated
cartridge life.
Estimated cartridge life means the expected or
estimated toner cartridge life, which indicates the
average capacity of print-outs and is designed pursuant
to ISO/IEC 19752 (see "Available supplies" on page 68).
The number of pages may be affected by operating
environment, percentage of image area, printing
interval, media, percentage of image area, and media
size. Some amount of toner may remain in the cartridge
even when replace new cartridge appears and the
machine stops printing.
• You can choose Stop or Continue as shown on the control panel.
If you select Stop, the printer stops printing and you cannot print
any more without changing the cartridge. If you select Continue,
the printer keeps printing but the printing quality cannot be
guaranteed.
• Replace the toner cartridge for the best print quality when this
message appears. Using a cartridge beyond this stage can result in
printing quality issues (see "Toner cartridge" on page 73).
Samsung does not recommend using a non-genuine
Samsung toner cartridge such as refilled or remanufactured.
Samsung cannot guarantee a non-genuine Samsung toner
cartridge's quality. Service or repair required as a result of
using non-genuine Samsung toner cartridges will not be
covered under the machine warranty.
The indicated toner cartridge has reached its estimated
cartridge life. The machine might stop printing.
Replace the toner cartridge (see "Toner cartridge" on page 73).
Message Meaning Suggested solutions
Understanding display messages
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8
Tray-related messages
9
Network-related messages
10
Misc. messages
Message Meaning Suggested solutions
Jam or empty
Door open&close
• Paper has jammed in the paper feed area.
• There is no paper in tray.
• Clear the jam (see "In tray" on page 91).
• Load paper in tray (see "Loading paper in the tray" on page 39).
Message Meaning Suggested solutions
Network Problem:
IP Conflict
The network IP address you have set is being used by
someone else.
Check the IP address and reset it if necessary (see "Printing a network
configuration report" on page 137).
#S6-3210 Wireless module is not installed. Turn off then on.
Message Meaning Suggested solutions
Door Open
Close it
The cover is not securely latched. Close the cover until it locks into place. 
Understanding display messages
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Door of scanner is open. The document feeder cover is not securely latched. Close the cover until it locks into place.
Error [error number]
Turn off then on
The machine unit cannot be controlled. Reboot the power and try the printing job again. If the problem
persists, please call for service.
Error [error number]
Call for service
Scanner Locked The scanner is locked. Reboot the power. If the problem persists, please call for service.
Message Meaning Suggested solutions
5. Appendix
This chapter provides product specifications and information concerning applicable regulations.
• Specifications 104
• Regulatory information 113
• Copyright 126
5. Appendix 104
Specifications
1
General specifications
The specification values listed below are subject to change without notice. See www.samsung.com for possible changes in information.
Items Description
Dimensiona Width x Length x Height M207x series
M207xW series
406 x 359.6x 253 mm (15.98 x 14.16 x 9.96 inches)
M207xF series / M207xFW series
M207xFH series / M207xHW series
406 x 359.6x 308.7mm (15.98 x 14.16 x 12.15 inches)
Weighta Machine with consumables M207x series
M207xW series
7.4 Kg (16.31 lbs)
M207xF series / M207xFW series
M207xFH series / M207xHW series
8.47 Kg (18.67lbs)
Noise Levelb Ready mode Less than 26 dB (A)
Print mode Less than 50 dB (A)
Copy mode Scanner glass Less than 50 dB (A)
Document feeder Less than 53 dB (A)
Scan mode Scanner glass Less than 52 dB (A)
Document feeder Less than 54 dB (A)
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Temperature Operation 10 to 32°C (50 to 89.6°F)
Storage (packed) -20 to 40°C (-4 to 104°F)
Humidity Operation 20 to 80% RH
Storage (packed) 10 to 90% RH
Power ratingc 110 volt models AC 110 - 127 V
220 volt models AC 220 - 240 V
Power consumption Average operating mode Less than 310 W
Ready mode Less than 30 W
Power save moded • M207x series: Less than 1.5 W
• M207xW series: Less than 2.1 W ( Wi-Fi Direct off :Less than 1.8 W )
• M207xF series / M207xFH series: Less than 1.9 W
• M207xFW series / M207xHW series: Less than 2.5 W ( Wi-Fi Direct off :Less than 2.3 W )
Power off modee Less than 0.45 W
Wirelessf Module T77H262/SPW-B4319S
a. Dimensions and weight are measured without a handset and other accessories.
b. Sound Pressure Level, ISO 7779. Configuration tested: basic machine installation, A4 paper, simplex printing.
c. See the rating label on the machine for the correct voltage (V), frequency (hertz) and of current (A) for your machine.
d. The power consumption of power save mode may be affected by machine's status, setting conditions, operating environment.
e. Power consumption can be completely avoided only when the power cable is not connected.
f. Wireless models only (see "Features by models" on page 7).
Items Description
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2
Print media specifications
Type Size Dimensions
Print media weight/Capacitya
Tray Manual feeding in trayb
Plain
Letter 216 x 279 mm (8.5 x 11 inches) 71 to 85 g/m2 (19 to 23 lbs bond)
• 150 sheets of 80 g/m2 (21 lbs
bond)
71 to 85 g/m2 (19 to 23 lbs bond)
Legal 216 x 356 mm (8.5 x 14 inches) • 1 sheet
Folio 216 x 330 mm (8.5 x 13 inches)
A4 210 x 297 mm (8.27 x 11.69 inches)
Oficio 216 x 343 mm (8.5 x 13.5 inches)
B5(JIS) 182 x 257 mm (7.17 x 10.12 inches)
B5(ISO) 176 x 250 mm (6.93 x 9.84 inches)
Executive 184 x 267 mm (7.25 x 10.5 inches)
A5 148 x 210 mm (5.83 x 8.27 inches)
Envelope
Monarch Envelope 98 x 191 mm (3.87 x 7.5 inches) 75 to 90 g/m2 (20 to 24 lbs bond)
• 10 sheets
75 to 90 g/m2 (20 to 24 lbs bond)
No. 10 Envelope 105 x 241 mm (4.12 x 9.5 inches) • 1 sheet
DL Envelope 110 x 220 mm (4.33 x 8.66 inches)
C5 Envelope 162 x 229 mm (6.38 x 9.02 inches)
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Thick Refer to the Plain
section
Refer to the Plain section 86 to 120 g/m2 (23 to 32 lbs
bond)
• 50 sheets of 120 g/m2 (32 lbs
bond)
86 to 120 g/m2 (23 to 32 lbs bond)
• 1 sheet
Thin Refer to the Plain
section
Refer to the Plain section 60 to 70 g/m2 (16 to 19 lbs bond)
• 160 sheets of 60 g/m2 (16 lbs
bond)
60 to 70 g/m2 (16 to 19 lbs bond)
• 1 sheet
Cotton Refer to the Plain
section
Refer to the Plain section 75 to 90 g/m2 (20 to 24 lbs bond)
• 150 sheets of 80 g/m2 (21 lbs
bond)
75 to 90 g/m2 (20 to 24 lbs bond)
• 1 sheet
Colored Refer to the Plain
section
Refer to the Plain section 75 to 90 g/m2 (20 to 24 lbs bond)
• 150 sheets of 80 g/m2 (21 lbs
bond)
75 to 90 g/m2 (20 to 24 lbs bond)
• 1 sheet
Preprinted Refer to the Plain
section
Refer to the Plain section 75 to 90 g/m2 (20 to 24 lbs bond)
• 150 sheets of 80 g/m2 (21 lbs
bond)
75 to 90 g/m2 (20 to 24 lbs bond)
• 1 sheet
Recycled Refer to the Plain
section
Refer to the Plain section 60 to 90 g/m2 (16 to 24 lbs bond)
• 150 sheets of 80 g/m2 (21 lbs
bond)
60 to 90 g/m2 (16 to 24 lbs bond)
• 1 sheet
Type Size Dimensions
Print media weight/Capacitya
Tray Manual feeding in trayb
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Labelsc
Letter, Legal, Oficio,
Folio, A4, B5(JIS),
B5(ISO), Executive,
A5
Refer to the Plain section 120 to 150 g/m2 (32 to 40 lbs
bond)
• 10 sheets
120 to 150 g/m2 (32 to 40 lbs bond)
• 1 sheet
CardStock
Letter, Legal, Oficio,
Folio, A4, B5(JIS),
B5(ISO), Executive,
A5,
Postcard 4x6
Refer to the Plain section 121 to 163 g/m2 (32 to 43 lbs
bond)
• 10 sheets
121 to 163 g/m2 (32 to 43 lbs bond)
• 1 sheet
Bond Refer to the Plain
section
Refer to the Plain section • 10 sheets • 1 sheet
Archive Refer to the Plain
section
Refer to the Plain section • 100 sheets • 1 sheet
Minimum size (custom) 76 x 127 mm (3 x 5 inches) 60 to 163 g/m2 (16 to 43 lbs bond)
Maximum size (custom) 216 x 356 mm (8.5 x 14 inches)
a. Maximum capacity may differ depending on media weight, thickness, and environmental conditions.
b. 1 sheet for manual feeding.
c. The smoothness of the labels used in this machine is 100 to 250 (sheffield). This means the numeric level of smoothness.
Type Size Dimensions
Print media weight/Capacitya
Tray Manual feeding in trayb
Specifications
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3
System requirements
Microsoft® Windows®
Operating system
Requirement (recommended)
CPU RAM free HDD space
Windows® XP Intel® Pentium® III 933 MHz (Pentium IV 1 GHz) 128 MB (256 MB) 1.5 GB
Windows Server® 2003 Intel® Pentium® III 933 MHz (Pentium IV 1 GHz) 128 MB (512 MB) 1.25 GB to 2 GB
Windows Server® 2008 Intel® Pentium® IV 1 GHz (Pentium IV 2 GHz) 512 MB (2 GB) 10 GB
Windows Vista® Intel® Pentium® IV 3 GHz 512 MB (1 GB) 15 GB
Windows® 7 Intel® Pentium® IV 1 GHz 32-bit or 64-bit processor or higher 1 GB (2 GB) 16 GB
• Support for DirectX® 9 graphics with 128 MB memory (to enable the Aero theme).
• DVD-R/W Drive
Windows Server® 2008 R2 Intel® Pentium® IV 1.4 GHz (x64) or 1.4 GHz (x64) processors (2 GHz or faster) 512 MB (2 GB) 10 GB
Windows® 8
Windows® 8.1
Intel® Pentium® IV 1 GHz 32-bit or 64-bit processor or higher 2 GB 20 GB
• Support for DirectX® 9 graphics with 128 MB memory (to enable the Aero theme).
• DVD-R/W Drive
Windows Server® 2012
Windows Server® 2012 R2
Intel® Pentium® IV 1.4 GHz (x64) or 1.4 GHz (x64) processors (2 GHz or faster) 512 MB (2 GB) 32 GB
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• Internet Explorer 6.0 or higher is the minimum requirement for all Windows operating systems.
• Users who have administrator rights can install the software.
• Windows Terminal Services is compatible with your machine.
• For Windows 2000, Services Pack 4 or higher is required.
Mac
Operating system
Requirements (Recommended)
CPU RAM Free HDD space
Mac OS X 10.5 • Intel® processors
• 867 MHz or faster Power PC G4/G5
512 MB (1 GB) 1 GB
Mac OS X 10.6 • Intel® processors 1 GB (2 GB) 1 GB
Mac OS X 10.7 ~ 10.9 • Intel® processors 2 GB 4 GB
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Linux
Items Requirements
Operating system Redhat® Enterprise Linux 5, 6
Fedora 11, 12, 13, 14, 15, 16, 17, 18
SuSE Linux 10.1 (32 bit)
OpenSuSE® 11.0, 11.1, 11.2, 11.3, 11.4, 12.1, 12.2, 12.3
Ubuntu 10.04, 10.10, 11.04, 11.10, 12.04, 12.10
SuSE Linux Enterprise Desktop 10, 11
Debian 5.0, 6.0
Mint 13, 14
CPU Pentium IV 2.4GHz (Intel Core™2)
RAM 512 MB (1 GB)
Free HDD space 1 GB (2 GB)
Specifications
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4
Network environment
Network and wireless models only (see "Features by models" on page 7).
You need to set up the network protocols on the machine to use it as your network machine. The following table shows the network environments supported by the
machine.
Items Specifications
Network interface • Ethernet 10/100 Base-TX Wired Lan
• 802.11b/g/n Wireless LAN
Network operating system • Server 2003 /Server 2008/XP/Vista/7/Server 2008 R2
• Various Linux OS
• Mac OS X 10.5 ~10.9
Network protocols • TCP/IPv4
• DHCP, BOOTP
• DNS, WINS, Bonjour, SLP, UPnP
• Standard TCP/IP Printing (RAW), LPR, IPP, WSD
• SNMPv 1/2/3, HTTP, IPSec
• TCP/IPv6 (DHCP, DNS, RAW, LPR, SNMPv 1/2/3, HTTP, IPSec)
Wireless security • Authentication: Open System, Shared Key, WPA Personal, WPA2 Personal (PSK)
• Encryption: WEP64, WEP128, TKIP, AES
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Regulatory information
This machine is designed for a normal work environment and certified with
several regulatory statements.
5
Laser safety statement
The printer is certified in the U.S. to conform to the requirements of DHHS 21
CFR, chapter 1 Subchapter J for Class I(1) laser products, and elsewhere is
certified as a Class I laser product conforming to the requirements of IEC 60825-
1 :2007.
Class I laser products are not considered to be hazardous. The laser system and
printer are designed so there is never any human access to laser radiation above
a Class I level during normal operation, user maintenance or prescribed service
condition.
Warning
Never operate or service the printer with the protective cover removed from
laser/scanner assembly. The reflected beam, although invisible, can damage
your eyes.
When using this product, these basic safety precautions should always be
followed to reduce risk of fire, electric shock, and injury to persons:
Regulatory information
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6
Ozone safety
7
Mercury Safety
8
Power saver
9
Recycling
This product’s ozone emission rate is under 0.1 ppm. Because
ozone is heavier than air, keep the product in a place with good
ventilation.
Contains Mercury, Dispose According to Local, State or Federal
Laws.(U.S.A. only)
This printer contains advanced energy conservation technology that
reduces power consumption when it is not in active use.
When the printer does not receive data for an extended period of
time, power consumption is automatically lowered.
ENERGY STAR and the ENERGY STAR mark are registered U.S. marks.
For more information on the ENERGY STAR program see http://
www.energystar.gov
For ENERGY STAR certified models, the ENRGY STAR label will be on
your machine. Check if your machine is ENERGY STAR certified.
Recycle or dispose of the packaging material for this product in an
environmentally responsible manner.
Regulatory information
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10
China only
Website : http://www.samsung.com/cn/support/location/
supportServiceLocation.do?page=SERVICE.LOCATION
11
Correct disposal of this product (Waste electrical &
electronic equipment)
(Applicable in countries with separate collection
systems)
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This marking on the product, accessories or literature indicates that the
product and its electronic accessories (e.g. charger, headset, USB cable)
should not be disposed of with other household waste at the end of
their working life. To prevent possible harm to the environment or
human health from uncontrolled waste disposal, please separate these
items from other s of waste and recycle them responsibly to promote the
sustainable reuse of material resources.
Household users should contact either the retailer where they
purchased this product, or their local government office, for details of
where and how they can take these items for environmentally safe
recycling.
Business users should contact their supplier and check the terms and
conditions of the purchase contract. This product and its electronic
accessories should not be mixed with other commercial wastes for
disposal.
Regulatory information
5. Appendix 116
(The United States of America only)
Dispose unwanted electronics through an approved recycler. To find the nearest
recycling location, go to our website:www.samsung.com/recyclingdirect Or call,
(877) 278 - 0799
12
State of California Proposition 65 Warning (US Only)
13
Taiwan only
14
Radio frequency emissions
FCC information to the user
This device complies with Part 15 of the FCC Rules. Operation is subject to the
following two conditions:
• This device may not cause harmful interference, and
• This device must accept any interference received, including interference
that may cause undesired operation.
This equipment has been tested and found to comply with the limits for a Class
B digital device, pursuant to Part 15 of the FCC Rules. These limits are designed
to provide reasonable protection against harmful interference in a residential
installation. This equipment generates, uses and can radiate radio frequency
energy and, if not installed and used in accordance with the instructions, may
cause harmful interference to radio communications. However, there is no
guarantee that interference will not occur in a particular installation. If this
equipment does cause harmful interference to radio or television reception,
which can be determined by turning the equipment off and on, the user is
encouraged to try to correct the interference by one or more of the following
measures:
• Reorient or relocate the receiving antenna.
• Increase the separation between the equipment and receiver.
• Connect the equipment into an outlet on a circuit different from that to
which the receiver is connected.
Regulatory information
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• Consult the dealer or experienced radio TV technician for help.
Change or modifications not expressly approved by the manufacturer
responsible for compliance could void the user's authority to operate the
equipment.
Canadian radio interference regulations
This digital apparatus does not exceed the Class B limits for radio noise
emissions from digital apparatus as set out in the interference-causing
equipment standard entitled “Digital Apparatus”, ICES-003 of the Industry and
Science Canada.
Cet appareil numérique respecte les limites de bruits radioélectriques
applicables aux appareils numériques de Classe B prescrites dans la norme sur le
matériel brouilleur: “Appareils Numériques”, ICES-003 édictée par l’Industrie et
Sciences Canada.
15
United States of America
Federal Communications Commission (FCC)
Intentional emitter per FCC Part 15
Low power, Radio LAN devices (radio frequency (RF) wireless communication
devices), operating in the 2.4 GHz/5 GHz Band, may be present (embedded) in
your printer system. This section is only applicable if these devices are present.
Refer to the system label to verify the presence of wireless devices.
Wireless devices that may be in your system are only qualified for use in the
United States of America if an FCC ID number is on the system label.
The FCC has set a general guideline of 20 cm (8 inches) separation between the
device and the body, for use of a wireless device near the body (this does not
include extremities). This device should be used more than 20 cm (8 inches)
from the body when wireless devices are on. The power output of the wireless
device (or devices), which may be embedded in your printer, is well below the
RF exposure limits as set by the FCC.
This transmitter must not be collocated or operation in conjunction with any
other antenna or transmitter.
Operation of this device is subject to the following two conditions: (1) This
device may not cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause undesired
operation of the device.
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Wireless devices are not user serviceable. Do not modify them in any way.
Modification to a wireless device will void the authorization to use it.
Contact manufacturer for service.
FCC Statement for Wireless LAN use:
While installing and operating this transmitter and antenna combination
the radio frequency exposure limit of 1m W/cm2 may be exceeded at
distances close to the antenna installed. Therefore, the user must maintain
a minimum distance of 20cm from the antenna at all times. This device
cannot be colocated with another transmitter and transmitting antenna.
16
Russia/Kazakhstan/Belarus only
17
Germany only
18
Turkey only
19
Thai only
20
Canada only
This product meets the applicable Industry Canada technical specifications. / Le
present materiel est conforme aux specifications techniques applicables
d’Industrie Canada.
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The Ringer Equivalence Number (REN) is an indication of the maximum number
of devices allowed to be connected to a telephone interface. The termination of
an interface may consist of any combination of devices subject only to the
requirement that the sum of the RENs of all the devices not exceed five. / L’indice
d’equivalence de la sonnerie (IES) sert a indiquer le nombre maximal de
terminaux qui peuvent etre raccordes a une interface telephonique. La
terminaison d’une interface peut consister en une combinaison quelconque de
dispositifs, a la seule condition que la somme d’indices d’equivalence de la
sonnerie de tous les dispositifs n’excede pas cinq.
21
Fax Branding
The Telephone Consumer Protection Act of 1991 makes it unlawful for any
person to use a computer or other electronic device to send any message via a
telephone facsimile machine unless such message clearly contains in a margin
at the top or bottom of each transmitted page or on the first page of the
transmission the following information:
1 the date and time of transmission
2 identification of either business, business entity or individual sending the
message; and
3 telephone number of either the sending machine, business, business entity
or individual.
The Telephone Company may make changes in its communications facilities,
equipment operations or procedures where such action is reasonably required
in the operation of its business and is not inconsistent with the rules and
regulations in FCC Part 68. If such changes can be reasonably expected to render
any customer terminal equipment incompatible with telephone company
communications facilities, or require modification or alteration of such terminal
equipment, or otherwise materially affect its use or performance, the customer
shall be given adequate notice in writing, to allow the customer an opportunity
to maintain uninterrupted service
22
Ringer Equivalence Number
The Ringer Equivalence Number and FCC Registration Number for this machine
may be found on the label located on the bottom or rear of the machine. In some
instances you may need to provide these numbers to the telephone company.
The Ringer Equivalence Number (REN) is a measure of the electrical load placed
on the telephone line, and is useful for determining whether you have
“overloaded” the line. Installing several s of equipment on the same telephone
line may result in problems making and receiving telephone calls, especially
ringing when your line is called. The sum of all Ringer Equivalence Numbers of
the equipment on your telephone line should be less than five in order to assure
proper service from the telephone company. In some cases, a sum of five may
not be usable on your line. If any of your telephone equipment is not operating
properly, you should immediately remove it from your telephone line, as it may
cause harm to the telephone network.
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The equipment complies with Part 68 of the FCC rules and the requirements
adopted by the ACTA. On the rear of this equipment is a label that contains,
among other information, a product identifier in the format US:AAAEQ##TXXXX.
If requested, this number must be provided to the telephone company.
FCC Regulations state that changes or modifications to this equipment not
expressly approved by the manufacturer could void the user’s authority to
operate this equipment. In the event that terminal equipment causes harm
to the telephone network, the telephone company should notify the
customer that service may be stopped. However, where prior notice is
impractical, the company may temporarily cease service, providing that
they:
a promptly notify the customer.
b give the customer an opportunity to correct the equipment problem.
c inform the customer of the right to bring a complaint to the Federal
Communication Commission pursuant to procedures set out in FCC
Rules and Regulations Subpart E of Part 68.
You should also know that:
• Your machine is not designed to be connected to a digital PBX system.
• If you intend to use a computer modem or fax modem on the same phone
line as your machine, you may experience transmission and reception
problems with all the equipment. It is recommended that no other
equipment, except for a regular telephone, share the line with your
machine.
• If your area experiences a high incidence of lightning or power surges, we
recommend that you install surge protectors for both the power and the
telephone lines. Surge protectors can be purchased from your dealer or
telephone and electronic specialty stores.
• When programming emergency numbers and/or making test calls to
emergency numbers, use a non-emergency number to advise the
emergency service dispatcher of your intentions. The dispatcher will give
you further instructions on how to actually test the emergency number.
• This machine may not be used on coin service or party lines.
• This machine provides magnetic coupling to hearing aids.
You may safely connect this equipment to the telephone network by means of
a standard modular jack, USOC RJ-11C.
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Replacing the Fitted Plug (for UK Only)
Important
The mains lead for this machine is fitted with a standard (BS 1363) 13 amp plug
and has a 13 amp fuse. When you change or examine the fuse, you must re-fit
the correct 13 amp fuse. You then need to replace the fuse cover. If you have lost
the fuse cover, do not use the plug until you have another fuse cover.
Contact the people from you purchased the machine.
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5. Appendix 121
The 13 amp plug is the most widely used in the UK and should be suitable.
However, some buildings (mainly old ones) do not have normal 13 amp plug
sockets. You need to buy a suitable plug adaptor. Do not remove the moulded
plug.
If you cut off the moulded plug, get rid of it straight away.You cannot rewire
the plug and you may receive an electric shock if you plug it into a socket.
Important warning:
If the wires in the mains lead do not match the colors marked in your plug, do
the following:
You must connect the green and yellow wire to the pin marked by the letter “E”
or by the safety ‘Earth symbol’ or colored green and yellow or green.
You must connect the blue wire to the pin which is marked with the letter “N” or
colored black.
You must connect the brown wire to the pin which is marked with the letter “L”
or colored red.
You must have a 13 amp fuse in the plug, adaptor, or at the distribution board.
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Declaration of conformity (European countries)
Approvals and Certifications
January 1, 1995: Council Directive 2006/95/EC Approximation of the laws of
the member states related to low voltage equipment.
January 1, 1996: Council Directive 2004/108/EC, approximation of the laws of
the Member States related to electromagnetic compatibility.
You must earth this machine.
The wires in the mains lead have the following color code:
• Green and Yellow: Earth
• Blue: Neutral
• Brown: Live
Hereby, Samsung Electronics, declares that this [M207x series] is in
compliance with the essential requirements and other relevant
provisions of Low Voltage Directive (2006/95/EC), EMC Directive
(2004/108/EC).
Hereby, Samsung Electronics, declares that this [M207xW series/
M207xF series/M207xFW series] is in compliance with the essential
requirements and other relevant provisions of R&TTE Directive 1999/
5/EC.
The declaration of conformity may be consulted at
www.samsung.com, go to Support > Download center and enter
your printer (MFP) name to browse the EuDoC. 
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March 9, 1999: Council Directive 1999/5/EC on radio equipment and
telecommunications terminal equipment and the mutual recognition of their
conformity. A full declaration, defining the relevant Directives and referenced
standards can be obtained from your Samsung Electronics Co., Ltd.
representative.
EC Certification
Certification to 1999/5/EC Radio Equipment & Telecommunications Terminal
Equipment Directive (FAX)
This Samsung product has been self-certified by Samsung for pan-European
single terminal connection to the analogue public switched telephone network
(PSTN) in accordance with Directive 1999/5/EC. The product has been designed
to work with the national PSTNs and compatible PBXs of the European
countries:
In the event of problems, you should contact the Euro QA Lab of Samsung
Electronics Co., Ltd. in the first instance.
The product has been tested against TBR21. To assist in the use and application
of terminal equipment which complies with this standard, the European
Telecommunication Standards Institute (ETSI) has issued an advisory document
(EG 201 121) which contains notes and additional requirements to ensure
network compatibility of TBR21 terminals. The product has been designed
against, and is fully compliant with, all of the relevant advisory notes contained
in this document.
European radio approval information (for products
fitted with EU-approved radio devices)
Low power, Radio LAN type devices (radio frequency (RF) wireless
communication devices), operating in the 2.4 GHz/5 GHz band, may be present
(embedded) in your printer system which is intended for home or office use. This
section is only applicable if these devices are present. Refer to the system label
to verify the presence of wireless devices.
The power output of the wireless device or devices that may be embedded in
you printer is well below the RF exposure limits as set by the European
Commission through the R&TTE directive.
European states qualified under wireless approvals:
EU countries
European states with restrictions on use:
EU
In France, the frequency range is restricted to 2454-2483.5 MHz for devices
above 10 mW transmitting power such as wireless
EEA/EFTA countries
Wireless devices that may be in your system are only qualified for
use in the European Union or associated areas if a CE mark with a
Notified Body Registration Number and the Alert Symbol is on the
system label.
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No limitations at this time
25
Israel only
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Regulatory compliance statements
Wireless guidance
Low power, Radio LAN devices (radio frequency (RF) wireless communication
devices), operating in the 2.4 GHz/5 GHz Band, may be present (embedded) in
your printer system. The following section is a general overview of
considerations while operating a wireless device.
Additional limitations, cautions, and concerns for specific countries are listed in
the specific country sections (or country group sections). The wireless devices in
your system are only qualified for use in the countries identified by the Radio
Approval Marks on the system rating label. If the country you will be using the
wireless device in, is not listed, contact your local Radio Approval agency for
requirements. Wireless devices are closely regulated and use may not be
allowed.
The power output of the wireless device or devices that may be embedded in
your printer is well below the RF exposure limits as known at this time. Because
the wireless devices (which may be embedded into your printer) emit less
energy than is allowed in radio frequency safety standards and
recommendations, manufacturer believes these devices are safe for use.
Regardless of the power levels, care should be taken to minimize human contact
during normal operation.
As a general guideline, a separation of 20 cm (8 inches) between the wireless
device and the body, for use of a wireless device near the body (this does not
include extremities) is typical. This device should be used more than 20 cm (8
inches) from the body when wireless devices are on and transmitting.
This transmitter must not be collocated or operation in conjunction with any
other antenna or transmitter.
Some circumstances require restrictions on wireless devices. Examples of
common restrictions are listed below:
Radio frequency wireless communication can interfere with
equipment on commercial aircraft. Current aviation regulations
require wireless devices to be turned off while traveling in an airplane.
IEEE 802.11 (also known as wireless Ethernet) and Bluetooth
communication devices are examples of devices that provide wireless
communication.
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In environments where the risk of interference to other devices or
services is harmful or perceived as harmful, the option to use a wireless
device may be restricted or eliminated. Airports, Hospitals, and
Oxygen or flammable gas laden atmospheres are limited examples
where use of wireless devices may be restricted or eliminated. When in
environments where you are uncertain of the sanction to use wireless
devices, ask the applicable authority for authorization prior to use or
turning on the wireless device.
Every country has different restrictions on the use of wireless devices.
Since your system is equipped with a wireless device, when traveling
between countries with your system, check with the local Radio
Approval authorities prior to any move or trip for any restrictions on
the use of a wireless device in the destination country.
If your system came equipped with an internal embedded wireless
device, do not operate the wireless device unless all covers and shields
are in place and the system is fully assembled.
Wireless devices are not user serviceable. Do not modify them in any
way. Modification to a wireless device will void the authorization to
use it. Contact manufacturer for service.
Only use drivers approved for the country in which the device will be
used. See the manufacturer System Restoration Kit, or contact
manufacturer Technical Support for additional information.
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Copyright
© 2013 Samsung Electronics Co., Ltd. All rights reserved.
This user’s guide is provided for information purposes only. All information included herein is subject to change without notice.
Samsung Electronics is not responsible for any direct or indirect damages, arising from or related to use of this user’s guide.
• Samsung and the Samsung logo are trademarks of Samsung Electronics Co., Ltd.
• Microsoft, Windows, Windows Vista, Windows 7, and Windows Server 2008 R2 are either registered trademarks or trademarks of Microsoft Corporation.
• Microsoft, Internet Explorer, Excel, Word, PowerPoint, and Outlook are either registered trademarks or trademarks of Microsoft Corporation in the United States
and other countries.
• Google, Picasa, Google Docs, Android and Gmail are either registered trademarks or trademarks of Google Inc.
• Google Cloud Print is a trademark of Google Inc.
• iPad, iPhone, iPod touch, Mac and Mac OS are trademarks of Apple Inc., registered in the U.S and other countries.
AirPrint and the AirPrint logo are trademarks of Apple Inc.
• LaserWriter is a trademark of Apple Computer, Inc.
• All other brand or product names are trademarks of their respective companies or organizations.
Refer to the 'LICENSE.txt' file in the provided CD-ROM for the open source license information.
REV. 4.00
ADVANCED
User’s Guide
ADVANCED
User’s Guide
This guide provides information about installation, advanced configuration,
operation and troubleshooting on various OS environments.
Some features may not be available depending on models or countries.
BASIC
This guide provides information concerning installation, basic operation and troubleshooting
on windows.
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1. Software Installation
This chapter provides instructions for installing essential and helpful software for use in an environment where the
machine is connected via a cable. A locally connected machine is a machine directly attached to your computer using
the cable. If your machine is attached to a network, skip the following steps below and go on to installing a network
connected machine’s driver (see "Installing driver over the network" on page 140).
• Installation for Mac 131
• Reinstallation for Mac 132
• Installation for Linux 133
• Reinstallation for Linux 134
• If you are a Windows OS user, refer to the Basic Guide for installing the machine’s driver (see
"Installing the driver locally" on page 28).
• Only use a USB cable no longer then 3 meter (118 inches).
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Installation for Mac
1 Make sure that the machine is connected to your computer and
powered on.
2 Insert the supplied software CD into your CD-ROM drive.
3 Double-click the CD-ROM icon that appears on your Mac desktop.
• For Mac OS X 10.8, double-click the CD-ROM that appears on Finder.
4 Double-click the MAC_Installer folder > Installer OS X icon.
5 Click Continue.
6 Read the license agreement and click Continue.
7 Click Agree to agree to the license agreement.
8 Click Install. All components necessary for machine operations will be
installed.
If you click Customize, you can choose individual components to install.
9 Enter the password and click OK.
10 Select USB Connected Printer on the Printer Connection Type and
click Continue.
11 Click Add Printer button to select your printer and add it to your printer
list.
If your machine supports fax, click Add Fax button to select your fax and
add it to your fax list
12 After the installation is finished, click Close.
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Reinstallation for Mac
If the printer driver does not work properly, uninstall the driver and reinstall it.
1 Open the Applications folder > Samsung > Printer Software
Uninstaller.
2 To uninstall printer software, click Continue.
3 Check the program you want to delete and click Uninstall.
4 Enter the password and click OK.
5 After the uninstallation is finished, click Close.
If a machine has already been added, delete it from the Print Setup Utility
or Print & Fax.
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Installation for Linux
You need to download Linux software packages from the Samsung website to
install the printer software (http://www.samsung.com > find your product >
Support or Downloads).
1
Installing the Unified Linux Driver
You must log in as a super user (root) to install the machine software. If you
are not a super user, ask your system administrator.
1 Make sure that the machine is connected to your system and powered
on.
2 Copy Unified Linux Driver package to your system.
3 Open Terminal program and go to the folder that you copied the
package to.
4 Extract the package.
5 Move to uld folder.
6 Execute ” ./install.sh“ command (If you are not logged in as root,
execute the command with “sudo” as “sudo ./install.sh”).
7 Proceed with installation.
8 When installation finished, launch Printing utility (Go to System >
Administration > Printing or execute “system-config-printer“
command in Terminal program).
9 Click Add button.
10 Select your printer.
11 Click Forward button and add it to your system.
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Reinstallation for Linux
If the printer driver does not work properly, uninstall the driver and reinstall it.
1 Open Terminal program.
2 Move to uld folder extracted from Unified Linux Driver package.
3 Execute ” ./install.sh“ command (If you are not logged in as root,
execute the command with “sudo” as “sudo ./install.sh”).
4 Proceed with uninstallation.
2. Using a NetworkConnected
Machine
This chapter gives you step-by-step instructions for setting up a network connected machine and software.
• Useful network programs 136
• Wired network setup 137
• Installing driver over the network 140
• IPv6 configuration 145
• Wireless network setup 148
• Samsung Mobile Print 173
• Using the NFC feature 174
Supported optional devices and features may differ according to your model (see "Features by
models" on page 7).
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Useful network programs
There are several programs available to setup the network settings easily in a
network environment. For the network administrator especially, managing
several machines on the network is possible.
• Before using the programs below, set the IP address first.
• Some features and optional goods may not be available depending on
model or country (see "Features by models" on page 7).
1
SyncThru™ Web Service
The web server embedded on your network machine allows you to do the
following tasks (see "Using SyncThru™ Web Service" on page 240).
• Check the supplies information and status.
• Customize machine settings.
• Configure the network parameters necessary for the machine to connect to
various network environments.
2
SyncThru™ Web Admin Service
Web-based machine management solution for network administrators.
SyncThru™ Web Admin Service provides you with an efficient way of managing
network devices and lets you remotely monitor and troubleshoot network
machines from any site with corporate Internet access.
• Download this program from http://solution.samsungprinter.com.
3
SetIP wired network setup
This utility program allows you to select a network interface and manually
configure the IP addresses for use with the TCP/IP protocol.
• See "IPv4 configuration using SetIP (Windows)" on page 137.
• See "IPv4 configuration using SetIP (Mac)" on page 138.
• The machine that does not support the network port, it will not be able
to use this feature (see "Rear view" on page 22).
• TCP/IPv6 is not supported by this program.
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Wired network setup
4
Printing a network configuration report
You can print Network Configuration Report from the machine’s control panel
that will show the current machine’s network settings. This will help you to set
up a network.
• The machine has the display screen: Press the (Menu) button on the
control panel and select Network > Network Conf. (Network
Configuration).
• The machine has the touch screen: Press Setup from the Main screen >
Network > Next > Network Configuration.
• The machine does not have the display screen: Press the (Cancel or
Stop/Clear) button for more than 4~5 seconds on the control panel.
Using this Network Configuration Report, you can find your machine’s MAC
address and IP address.
For example:
• MAC Address: 00:15:99:41:A2:78
• IP Address: 169.254.192.192
5
Setting IP address
• The machine that does not support the network interface, it will not be
able to use this feature (see "Rear view" on page 22).
• TCP/IPv6 is not supported by this program.
First, you have to set up an IP address for network printing and managements.
In most cases a new IP address will be automatically assigned by a DHCP
(Dynamic Host Configuration Protocol) server located on the network.
IPv4 configuration using SetIP (Windows)
Before using the SetIP program, disable the computer firewall from Control
Panel > Security Center > Windows Firewall.
The following instructions may differ for your model.
1 Download the software from the Samsung website then unpack and
install it: (http://www.samsung.com > find your product > Support or
Downloads).
2 Follow the instructions in the installation window.
3 Connect your machine to the network with a network cable.
Wired network setup
2. Using a Network-Connected Machine 138
4 Turn on the machine.
5 From the Windows Start menu, select All Programs > Samsung
Printers > SetIP > SetIP.
6 Click the icon (third from left) in the SetIP window to open the TCP/IP
configuration window.
7 Enter the machine’s new information into the configuration window. In
a corporate intranet, you may need to have this information assigned by
a network manager before proceeding.
Find the machine’s MAC address from the Network Configuration Report
(see "Printing a network configuration report" on page 137) and enter it
without the colons. For example, 00:15:99:29:51:A8 becomes
0015992951A8.
8 Click Apply, and then click OK. The machine will automatically print the
Network Configuration Report. Confirm that all the settings are
correct.
IPv4 configuration using SetIP (Mac)
Before using the SetIP program, disable the computer firewall from System
Preferences > Security > Firewall.
The following instructions may vary from your model.
1 Connect your machine to the network with a network cable.
2 Insert the supplied software CD into your CD-ROM drive.
3 Double-click the CD-ROM icon that appears on your Mac desktop.
• For Mac OS X 10.8, Double-click the CD-ROM that appears on Finder.
4 Double-click the MAC_Installer folder > Installer OS X icon.
5 Click Continue.
6 Read the license agreement and click Continue.
7 Click Agree to agree to the license agreement.
Wired network setup
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8 Click Install. All components necessary for machine operations will be
installed.
If you click Customize, you can choose individual components to install.
9 Enter the password and click OK.
10 When the message that warns that all applications will close on your
computer appears, click Continue.
11 Select Network Connected Printer(Wired or Wireless) on the Printer
Connection Type and click Set IP Address button.
12 Click the icon (third from left) in the SetIP window to open the TCP/IP
configuration window.
13 Enter the machine’s new information into the configuration window. In
a corporate intranet, you may need to have this information assigned by
a network manager before proceeding.
Find the machine’s MAC address from the Network Configuration Report
(see "Printing a network configuration report" on page 137) and enter it
without the colons. For example, 00:15:99:29:51:A8 becomes
0015992951A8.
14 Click Apply, and then click OK. The machine will automatically print the
Network Configuration Report. Confirm that all the settings are
correct.
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Installing driver over the network
• Some features and optional goods may not be available depending on
model or country (see "Features by models" on page 7).
• The machine that does not support the network interface, it will not be
able to use this feature (see "Rear view" on page 22).
6
Windows
1 Make sure that the machine is connected to the network and powered
on. Also, your machine’s IP address should have been set (see "Setting IP
address" on page 137).
2 Insert the supplied software CD into your CD-ROM drive.
3 Review and accept the installation agreements in the installation
window. Then, click Next.
4 Select Network connection on the Printer Connection Type screen.
Then, click Next.
5 Follow the instructions in the installation window.
Silent installation Mode
Silent installation mode is an installation method that does not require any user
intervention. Once you start the installation, the machine driver and software
are automatically installed on you computer. You can start the silent installation
by typing /s or /S in the command window.
Command-line Parameters
Following table shows commands that can be used in the command window.
Following command-line are effective and operated when command is
used with /s or /S. But /h, /H or /? are exceptional commands that can be
operated solely.
Command- line Definition Description
/s or/S Starts silent installation. Installs machine drivers
without prompting any UIs
or user intervention.
Installing driver over the network
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/p””
or/P””
Specifies printer port.
Network Port will
be created by use
of Standard TCP/IP
Port monitor. For
local port, this port
must exist on
system before
being specified by
command.
Printer port name can be
specified as IP address,
hostname, USB local port
name, IEEE1284 port name
or network path.
For example:
• /p”xxx.xxx.xxx.xxx” in
where, “xxx.xxx.xxx.xxx”
means IP address for
network printer. /
p”USB001”, /P”LPT1:”, /
p”hostname”, /
p"\\computer_name\shar
ed_printer" or
"\\xxx.xxx.xxx.xxx\shared
_printer" in where,
"\\computer_name\share
d_printer" or
"\\xxx.xxx.xxx.xxx\shared
_printer" means the
network path to the
printer by entering two
slashes, the computer
name or local IP address
of the PC sharing the
printer, and then the
share name of the printer.
• When installing the driver
silently in Korean, type inSetup.exe
/s /L"0x0012”
or Setup.exe /s.
Command- line Definition Description
/a”” or/
A””
Specifies destination path
for installation.
The destination
path should be a
fully qualified path.
Since machine drivers
should be installed on the OS
specific location, this
command applies to only
application software.
/i”







